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Figure 10.2.7.13.2-1: Multicast Group Information fan out procedures
001: The IN-AE/CSE sends a request carrying the group resource identifier for accessing member resources to group Hosting CSE.
002: The group Hosting CSE checks whether there is multicastGroupID, according to the group resource identifier. If the group has Multicast Group Information, check the multicast type:
Case A): The multicast type is 3GPP_MBMS_group.
· 003a The group hosting CSE gets the externalGroupID based on the multicastGroupID, then send request message to the group service Server (eg.SCEF) to perform TMGI allocation and Group Message request of the 3GPP MBMS group message procedure, as specified in 3GPP TS 23.682 [i.14] and 3GPP TS 23.468 [i.34]. 
Case B): The multicast type is IP_multicast_group.
· 003b: The group hosting CSE sends the member resource access request to the member hosting CSEs in multicast mode according to the multicast address of the multicast group, which includes the multicastGroupFanoutTarget as the fan out target address corresponding to the member resource in the group resource, the Response Type should be nonBlockingRequestAsynch.
004: The member Hosting CSE receives from the multicast address a member resource access request, which carries the virtual fan out target matching the multicastGroupFanoutTarget of a <localMulticastGroup> resource that contains the same multicast address. It determines that the local member resource identifiers as the final targets of the request by the mapping relationship between the memberList and multicastGroupFanoutTarget in the <localMulticastGroup> resource, then replaces the multicastGroupFanoutTarget with the determined member resource identifiers and executes the operation indicated by the resource access request.
The member Hosting CSEs shall not return any Acknowledgement when receiving the message from the multicast address. 
Editor’s Note: Further contribution is expected to change the basic procedures not to send any response (ACK) back to the Originator in inTS-0001. And it should be reflected into TS-0004.
005: The member Hosting CSEs composes the notification for Group hosting CSE about the access result: set To value to the responseTarget of <localMulticastGroup> resource.
006: The member Hosting CSEs send the notification including the access results to the Group hosting CSE.

007: The group Hosting CSE aggregates the group member resource access results in the notification messages from member Hosting CSE.
 The group Hosting CSE shall not return any response after parsing the Notification message content which is response message to the multicast request.
Editor Note: Further contribution is expected to change the basic procedures not to send any response (ACK) back to the Originator inTS-0001. And it should be reflected into TS-0004.
.008: The group Hosting CSE returns the aggregated group member resource access result to the IN-AE/CSE.
-----------------------End of change 1---------------------------------------------
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