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Each CR should contain changes related to only one particular issue/problem.
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Introduction
This contribution is related with ARC-2017-0210-MonitoringEvent(UE_Reachability).
-----------------------Start of change 1-------------------------------------------
9.6.9
Resource Type schedule

The <schedule> resource contains scheduling information. The usage of the <schedule> resource is slightly different depending on the associated resource type, such as follows:
· A child <schedule> resource of the <CSEBase> and <remoteCSE> resources shall indicate the time periods when the CSE can send and receive the request.
· A child <schedule> resource of the <AE> resource shall indicate the time periods when the application of a node can be accessed.
· A child <schedule> resource of the <subscription> resource shall indicate the time periods when the notifications can be sent to be Receiver.
· A <schedule> resource linked as mgmtLink attribute of the <cmdhNwAccessRule> resource shall indicate the time periods when use of specific underlying networks is allowed.

· A child <schedule> resource of the <trafficPattern> resource shall indicate the time periods when the traffic pattern of a node applies to the underlying network that is indicated by the targetNetwork attribute of the <trafficPattern> resource
An Originator shall have the same access control privileges to the <schedule> resource as it has to its parent resource.
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Figure 9.6.9-1: Structure of <schedule> resource 

Table 9.6.9-1: Attributes of <schedule> resource

	Attributes of 
<schedule>
	Multiplicity
	RW/

RO/

WO
	Description
	<scheduleAnnc> Attributes

	ResourceType
	1
	RO
	See clause 9.6.1.3.
	NA

	ResourceID
	1
	RO
	See clause 9.6.1.3.
	NA

	ResourceName
	1
	WO
	See clause 9.6.1.3.
	NA

	ParentID
	1
	RO
	See clause 9.6.1.3.
	NA

	ExpirationTime
	1
	RW
	See clause 9.6.1.3.
	MA

	CreationTime
	1
	RO
	See clause 9.6.1.3.
	NA

	LastModifiedTime
	1
	RO
	See clause 9.6.1.3.
	NA

	Labels
	0..1 (L)
	RW
	See clause 9.6.1.3.
	MA

	AnnounceTo
	0..1 (L)
	RW
	See clause 9.6.1.3.
	NA

	announcedAttribute
	0..1 (L)
	RW
	See clause 9.6.1.3.
	NA

	dynamicAuthorizationConsultationIDs
	0..1 (L)
	RW
	See clause 9.6.1.3.
	OA

	scheduleElement
	1 (L)
	RW
	A scheduleElement shall be composed by six fields of second, minute, hour, day of month, month and day of week. 
	OA

	SyncIndicator
	0..1
	RW
	Indicates whether <schedule> is synchronized with underlying network or registrar CSE. Possible values are:

· NotSync: Not synchronized with Underlying Network or registrar CSE
· SyncWithUnderlyingNetwork: Synchronized with the underlying network.  For example, if it is 3GPP network it indicates the schedule of an ASN/MN-CSE or ADN-AE hosted on the UE is synchronized with the 3GPP network. This means the start time of <schedule> is the same as the targeted UE changes to idle mode status.
· SyncWithCSE: Synchronized with registrar CSE schedule. It is only used for the <schedule> resource of <AE>.
	MA


-----------------------End of change 1---------------------------------------------
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