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Introduction

This CR brings some editorial changes in TS-0023.
-----------------------Start of change 1-------------------------------------------
heatingZone
This ModuleClass provides the capabilities to monitor the status of the heating zone, e.g. cooktop.
Table 5.3.34‑1: DataPoints of heatingZone ModuleClass

	Name
	Type
	Readable
	Writable
	Optional
	Documentation

	heatingLevel
	xs:integer
	True
	false
	false
	The current heating level of the zone. The value range is from 0 (indicating that the zone is not heating) to the MaxHeatingLevel.

	maxHeatingLevel
	xs:integer
	True
	false
	false
	Maximum value allowed for the heating level of the zone.


-----------------------End of change 1-------------------------------------------
-----------------------Start of change 2-------------------------------------------
A.1 Example for Device model ‘deviceAirConditioner'

The present clause explains the creation process for the device typed 'deviceAirConditioner' (see clause 5.5.1 for device model definition of ‘airConditioner').
Using the definition, 'deviceAirConditioner' model is mapped to [deviceAirConditioner] resource which is a specialization of <flexContainer> resource (See Figure 7.1.3‑1).
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Figure 7.1.3‑1: Structure of [deviceAirConditioner] resource

-----------------------End of change 2-------------------------------------------
-----------------------Start of change 3-------------------------------------------
Table 7.1.3‑3: Attributes of [deviceAirConditioner] resource

	Attributes of 
[airConditioner]
	Multiplicity
	RW/

RO/

WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 in oneM2M TS-0001 [i.3]. 

	resourceID
	1
	RO
	See clause 9.6.1.3 in oneM2M TS-0001 [i.3]. 

	resourceName
	1
	RO
	See clause 9.6.1.3 in oneM2M TS-0001 [i.3]. 

	parentID
	1
	RO
	See clause 9.6.1.3 in oneM2M TS-0001 [i.3]. 

	expirationTime
	1
	RW
	See clause 9.6.1.3 in oneM2M TS-0001 [i.3]. 

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 in oneM2M TS-0001 [i.3]. 

	creationTime
	1
	RO
	See clause 9.6.1.3 in oneM2M TS-0001 [i.3]. 

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 in oneM2M TS-0001 [i.3]. 

	labels
	0..1
	RW
	See clause 9.6.1.3 in oneM2M TS-0001 [i.3]. 

	containerDefinition
	1
	WO
	The value is "org.onem2m.home.device.airconditioner"

	creator
	0..1 (L)
	RW
	See clause 9.6.35 in oneM2M TS-0001 [i.3].

	ontologyRef
	0..1 (L)
	RW
	See clause 9.6.35 in oneM2M TS-0001 [i.3].

	nodeLink
	1
	RO
	nodeLink attribute links to a <node> resource that is hosted on the same hosting CSE of the <flexContainer>. See clause 6.2.2 and 6.2.5 for more details. 




-----------------------End of change 3-------------------------------------------
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