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Reason for change

Common Operations should be specified in each protocol bindings. This contribution aimed to add some specification for HTTP-REST protocol binding.

—Change 1 STARTS—
Editor’s Note: following sections  are added after clause 6.2

6.3 Common Operation Mapping 
6.3.1 Compose Request Primitive (Originator AE/CSE)

The originator AE or CSE, shall compose a Request message for HTTP-REST protocol mapping.

6.3.1.1 Setting Standard Headers and Parameters

The Originator shall compose Request message as specified in HTTP/1.1(RFC2616)[(ref-RFC2616)] unless further requirements in use of oneM2M compliant M2M System described below.
6.3.1.1.1 Request-URI

The Request-URI parameter shall be set with the equivalent of the address for from Attribute.
6.3.1.1.2 From

The From parameter shall be set with the Originator’s either AE-ID or CSE-ID which is applicable.

6.3.1.1.3 Host

The Host parameter shall be set with the hostname or IP address with port number to communicate with the next-hop CSE.

6.3.1.1.4 Query String

The use of query string is described in clause (TBD).
Editor’s Note: Actual use of query string is FFS
6.3.1.1.5 Media Type
The Media Type shall be set with ‘application/onem2m-resource+xml’ or ‘application/onem2m-resource+json’ when oneM2M Resource Type is transferred. 

6.3.1.1.6 Via
The Via header shall be added when the message is forwarded to the next-hop CSE by intermediated CSE.
6.3.1.2 Setting Private Extended Headers and Parameters
Editor’s Note: This clause shall be added if needed.
6.3.1.3 Setting Resource Content
Editor’s Note: detailed specification is FFS.
6.3.2 Send a Request to the Receiver CSE (Originator AE/CSE)

The originator AE or CSE, shall send a composed Request message for HTTP-REST protocol mapping following section 6 of HTTP/1.1(see details in section 6 ‘Connections’ of RFC2616[(ref-rfc2616)]) .

—Change 1 ENDS—
© 2014 oneM2M Partners

Page 4 (of 4)

