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This contribution proposed Resource Type definition of Resource Type remoteCSEType.
Following texts is proposed to insert as clause 7.3.2 content.
---Change 1 STARTS---

7.3.2
Resource Type remoteCSEBase
7.3.2.1
Introduction

A <remoteCSE> resource shall represent a remote CSE that is registered to the Registrar CSE. <remoteCSE> resources shall be located directly under the <CSEBase>.

Conversely each registered CSE shall also be represented as a sub-set of <remoteCSE> resource in the registering CSE's <CSEBase>.

The detailed description can be found in clause 9.6.4 in Architecture TS.

Table 7.3.2.1.1 Data Type Definition of <<resource name>>

	Data Type ID
	File Name
	Note

	remoteCSEType
	CDT-<<resource name>>-v1_0_0-<<date of published>>.xsd
	


Table 7.3.2.1.2 Applicability of operations by reference point

	Operations
	Mca 
	Mcc
	Mcc’

	Create
	M
	M
	M

	Retrieve
	M
	M
	M

	Update
	M
	M
	M

	Delete
	M
	M
	M


Table 7.3.2.1.3 Data Types for resource specific attributes

	Attribute Name
	Data Type
	Multiplicity
	Default Value and Constraints 
	Entity which allows operation

	cseType
	m2m:cseTypeID
	1
	TBD
	

	pointOfAccess
	xs:anyURI
	0..n
	None
	

	CSEBase
	xs:anyURI
	1
	None
	

	requestReachability
	xs:boolean
	1

	TRUE
	


Table 7.3.2.1.4 Reference of child resources

	Child Resource Type and Name
	Multiplicity
	Ref. to in Resource Type Definition

	<AE>(variable)
	0..n
	Clause 9.6.5

	<container>(variable)
	0..n
	Clause 9.6.6

	<group>(variable)
	0..n
	Clause 9.6.13

	<accessControlPolicy>(variable)
	0..n
	Clause TBD

	<subscription>variable)
	0..n
	Clause 9.6.8

	<pollingChannel>(variable)
	0..n
	Clause 9.6.21

	<schedule>(variable)
	0..1
	Clause 9.6.9


7.3.2.2
Resource Specific Procedure on CRUD Operations 

This sub-clause describes <remoteCSE> resource specific behaviour for CRUD operations.

7.3.2.2.1
Create
This procedure follows the Generic Resource Create Request Procedure specified in clause 7.2.1.2.2.
Editor’s Note: Place to describe internal procedures (ex. Collate CSE-ID with PoA) is FFS.
7.3.2.2.2
Retrieve

This procedure follows the Generic Resource Retrieve Request Procedure specified in clause 7.2.1.2.2.

7.3.2.2.3
Update
This procedure follows the Generic Resource Update Request Procedure specified in clause 7.2.1.2.3.

7.3.2.2.4
Delete
This procedure follows the Generic Resource Delete Request Procedure specified in clause 7.2.1.2.2.

--- Change 1 ENDS--
�How should we specifu multiplicity when the attribute has default value and there are possibility of not appear in protocol message ?
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