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1.  Introduction
This document proposed to register oneM2M specific media types which are prefixed with ‘application/vnd.onem2m-’.

Actual syntax of the Media types for oneM2M core protocol is defined using XML Schema Definition in TS-0004: “Core Protocol specification”([TS-0004]).

Since TS-0004 allows implementers to support either XML or JSON serialization, there are ‘+xml’ and ‘+json’ variation on media types which are registered to IANA.

2.  Conventions used in this document

In examples, "C:" and "S:" indicate lines sent by the client and server respectively.

The key words "MUST", "MUST NOT", "REQUIRED", "SHALL", "SHALL NOT", "SHOULD", "SHOULD NOT", "RECOMMENDED", "MAY", and "OPTIONAL" in this document are to be interpreted as described in RFC-2119 [RFC2119]. 
In this document, these words will appear with that interpretation   only when in ALL CAPS. Lower case uses of these words are not to be    interpreted as carrying RFC-2119 significance.

In this document, the characters ">>" preceding an indented line(s)   indicates a compliance requirement statement using the key words    listed above. This convention aids reviewers in quickly identifying   or finding the explicit compliance requirements of this RFC.
3.  Media Types for oneM2M Core Protocol
Following Media Types are registered under application tree, and subtypes are named with ‘vnd.onem2m-‘to keep consistency on naming.

Actual syntax of data representation are separately specified in [TS-0004].
3.1.  oneM2M Resource Data type
This media type is used to transfer information about oneM2M resources.
· Subtype name: vnd.onem2m-res+xml or vnd.onem2m-res+json

· Required parameters: None
· ty: oneM2M resource type id which serialized as content.

· Optional parameters: None
3.2.  oneM2M Response Status Type

This media type is used to report the execution result for received oneM2M request primitive.

· Subtype name: vnd.onem2m-status+xml or vnd.onem2m-status+json

· Required parameters: None
· Optional parameters: None
3.3.  oneM2M Resource Partial Update Type

This media type is used to transfer the subset of information about oneM2M resource.

· Subtype name: vnd.onem2m-res-update+xml or vnd.onem2m-res-update+json

· Required parameters: None

· Optional parameters: None

3.4.  oneM2M message primitive

This media type is used to transfer whole message of oneM2M request/response primitive.

· Subtype name: vnd.onem2m-primitive+xml or vnd.onem2m-primitive+json

· Required parameters: 

· ty: type of primitive (‘req’ or ‘res’)

· Optional parameters: None
4.  Formal Syntax
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The following syntax specification uses the augmented Backus-Naur Form (BNF) as described in RFC-2234 [RFC2234].
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5.  Security Considerations
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Every draft MUST have a Security Considerations section.
N/A
6.  IANA Considerations

The purpose of this document is to share media type names which are used for interoperability between oneM2M compliant system components.
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A.1.  <First Header level>
<Text>
A.2.  <Second Header level 1>
INFO (REMOVE): The following ‘abbreviated statement’ or the subsequent ‘full statement’ are required if the document contains any code (see BCP 78 for further information). The first is an ‘abbreviated statement’:
Copyright (c) 2015 IETF Trust and the persons identified as authors of the code. All rights reserved.
Redistribution and use in source and binary forms, with or without modification, is permitted pursuant to, and subject to the license terms contained in, the Simplified BSD License set forth in Section 4.c of the IETF Trust’s Legal Provisions Relating to IETF Documents (http://trustee.ietf.org/license-info).
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Redistribution and use in source and binary forms, with or without modification, are permitted provided that the following conditions are met:

· Redistributions of source code must retain the above copyright notice, this list of conditions and the following disclaimer. 

· Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the following disclaimer in the documentation and/or other materials provided with the distribution. 

· Neither the name of Internet Society, IETF or IETF Trust, nor the names of specific contributors, may be used to endorse or promote products derived from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS IS" AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT OWNER OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.
A.2.1.  <H2>
<Text>
A.2.1.1.  <H3>
<Text>
A.2.1.1.1.  <H4>
<Text>
A.2.1.1.1.1.  <H5>
<Text>
Authors’ Addresses
Raymond Forbes
oneM2M Protocol WG chair


Email: Raymond.forbes@ericsson.com
Shingo Fujimoto
oneM2M Protocol WG vice-chair
Email: shingo_fujimoto@jp.fujitsu.com
R.Forbes
Expires 1 IF  = 1 July 0 IF  = 2 August 0 IF  = 3 September 0 IF  = 4 October 0 IF  = 5 November 0 IF  = 6 December 0 IF  = 7 January 0 IF  = 8 February 0 IF  = 9 March 0 IF  = 10 April 0 IF  = 11 May 0 IF  = 12 June "Fail" \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
  \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
July
 14, 1 IF  < 7 2015 9 IF  > 6 2009 =  + 1 \* MERGEFORMAT 
2010
 "Fail" \* MERGEFORMAT  \* MERGEFORMAT 
2010
 \* MERGEFORMAT 
2015

[Page 1]



R.Forbes
Expires 1 IF  = 1 July 0 IF  = 2 August 0 IF  = 3 September 0 IF  = 4 October 0 IF  = 5 November 0 IF  = 6 December 0 IF  = 7 January 0 IF  = 8 February 0 IF  = 9 March 0 IF  = 10 April 0 IF  = 11 May 0 IF  = 12 June "Fail" \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
  \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
Fail
 \* MERGEFORMAT 
July
 14, 1 IF  < 7 2015 9 IF  > 6 2009 =  + 1 \* MERGEFORMAT 
2010
 "Fail" \* MERGEFORMAT  \* MERGEFORMAT 
2010
 \* MERGEFORMAT 
2015

[Page 9]


