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Introduction
typeOfContent attribute is changed in TS-0001, and it need to be harmonized with TS-0004.
R01: defined m2m:contentInfo as simpleType which is string MIME-Type and encoding concatenated with ‘:’.
-----------------------Start of change 1-------------------------------------------
7.3.6 Resource Type <contentInstance>

7.3.6.1 Introduction

The <contentInstance> resource represents a data instance in the container.

The detailed description can be found in clause 9.6.7 in TS-0001 Functional Architecture [6].

Table 7.2.6.1‑1: Data Type Definition of <contentInstance>
	Data Type ID
	File Name
	Note

	contentInstance
	CDT-contentInstance-v1_0_0.xsd
	


Table 7.2.6.1‑2: Applicable Common Attributes on <contentInstance>

	Attribute Name
	Request Optionality
	Default Value
	Resource Specific Note

	
	C
	R
	U
	D
	
	

	resourceType
	NP
	O
	NP
	NP
	
	

	resourceID
	NP
	O
	NP
	NP
	
	

	parentID
	NP
	O
	NP
	NP
	
	

	creationTime
	NP
	O
	NP
	NP
	
	

	lastModifiedTime
	NP
	O
	NP
	NP
	
	

	stateTag
	NP
	O
	NP
	NP
	
	

	Labels
	O
	O
	NP
	NP
	
	

	announceTo
	O
	O
	NP
	NP
	
	

	announcedAttribute
	NP
	O
	NP
	NP
	
	

	creator
	O
	O
	NP
	NP
	
	



Table 7.2.6.1‑3:Resource specific attributes on <contentInstance>

	Attribute Name
	Request Optionality
	Data Type
	Default Value and Constraints

	
	C
	R
	U
	D
	
	

	contentInfot
	M
	O
	NP
	NP
	m2m:contentInfo
	
The default value of this attribute is ‘text/plain:0’.

	contentSize
	O
	O
	NP
	NP
	xs:nonNegativeInteger
	

	ontologyRef
	O
	O
	NP
	NP
	xs:anyURI
	

	content
	M
	O
	NP
	NP
	xs:anySimpleType
	Transfer encoding may be applied, and indicated applied encoding as part of contentInfo attribute

	
	
	
	
	
	
	


The contentInfo attribute shall provide meta information about the stored data in content. m2m:encodingType (0;plain, 1:base64 encoded string, 2:base64 encoded binary), and can be omitted when the Media Type of data is ‘text/plain’ and any transport encoding is not applied.
7.3.6.2 <contentInstance> resource specific procedure on CRUD operations 

7.3.6.2.1 Create

Originator:

No change from the generic procedures in clause 7.1.2.1.

Receiver:

No change from the generic procedures in clause 7.1.2.2. The Originator may omit the name of the <contentInstance> resource unless the Originator need to refer specific content later.

7.3.6.2.2 Retrieve

Originator:

No change from the generic procedures in clause 7.1.2.1.

Receiver:

No change from the generic procedures in clause 7.1.2.2. The Originator may omit the name of the targeted <contentInstance> resource when the latest version of stored content is requested. 

7.3.6.2.3 Update

Originator:

The <contentInstance> resource shall not be Updated via API.

Receiver:

Primitive specific operation on Recv-1.0 "Check the syntax of received message":

If the request is received, the Receiver CSE shall execute the following steps in order.
a) "Create an unsuccessful Response primitive" with the response status code ‘Request not allowed’.
b) "Send the Response primitive".
7.3.6.2.4 Delete

Originator:

No change from the generic procedures in clause 7.1.2.1.

Receiver:

No change from the generic procedures in clause 7.1.2.2.

-----------------------End of change 1---------------------------------------------
-----------------------Start of change 2---------------------------------------------
Table 6.3.2‑1: oneM2M Simple Data Types

	XSD type name
	Type Name
	Examples
	Description

	m2m:ID
	Generic ID
	(TBD)
	Used to represent generic IDs generated and used within oneM2M

	m2m:nodeID
	Node ID
	(TBD)
	Used for Node IDs. The constraints on this type are different from those on Generic IDs

	m2m:requestID
	Request ID
	(TBD)
	Used for Request IDs. This type includes the ID of the target CSE as well as a part that varies for each ID

	m2m:acpType
	ACP Type
	(TBD)
	Used to represent an AccessControlPolicy identifier. This can be either a URI or an opaque token

	m2m:labelsType
	Labels
	
	A list of tokens used as keys for discovering resources

	m2m: networkaccessID
	Network Access Identifier
	user@realm
	The networkaccessIdentifier is a standard way of identifying users who request access to a network as specified at IETF RFC 4282 [18]. 

	m2m:listOfM2MID
	List of M2M identifiers
	
	xs:list of elements of data type m2m:ID

	m2m:listOfEventCat
	List of (applicable) Event Categories
	(default bestEffort latest 1 10)


	xs:list of elements of data type m2m:eventCat

	m2m:listOfMinMax
	List of Time Limits
	(10  2560) 
	xs:list of two xs:long values defining min and max limits of time intervals in units of milliseconds (value -1 representing infinite time)

	m2m:backOffParameters
	List of Backoff Parameters
	(100 100 2000)
	Ordered sequence of 3 values of data type xs:nonNegativeInteger representing backoffTime, backoffTimeIncrement, maximumBackoffTime  (in units of milliseconds)

	m2m:ipv4
	IPv4 address string with optional CIDR suffix
	10.125.0.0/16,   122.77.12.1
	Required  in m2m:acr

	m2m:ipv6
	IPv6 address string with optional CIDR suffix
	::/0,  Fadf:ddd0::/32,  abcd:ffff:abb0:aaaa::/64
	Required  in m2m:acr

	m2m:poaList
	List of PointOfAccess strings
	http://172.25.0.10:8080,

coap://m2m.sp.com
	list of xs:string.  Each pointOfAccess entry in list is represented as a string containing the underlying transport protocol as well as the IP address and port (or an FQDN).  

	m2m:timestamp
	Time stamp string
	20141003T112032
	DateTime string of ‘Basic Format’ specified in ISO8601 [27]. Time zone must be interpreted as UTC timezone.

	m2m:contentInfo
	string
	image/jpeg:1
	A string consist with one of IANA registered Media Types names or experimental Media Types names shall be specified (See [26]) and m2m:encoding which indicate applied encoding using separator ‘:’..


-----------------------End of change 2---------------------------------------------
CHECK LIST

· Does this change request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.?
· Does this CR contain changes related to only one particular issue/problem?
· Does this change request  make all the changes necessary to address the issue or problem?  E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable?
· Does this change request follow the drafting rules?
· Are all pictures editable?
· Have you checked the spelling and grammar?
· Have you used change bars for all modifications?
· Does the change include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change? (Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.)
· Are multiple changes in this CR clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.?
© 2015 oneM2M Partners
                                                                                                   Page 2 (of 6)



[image: image1.png]