	PRO-2015-0680-CR_annex_G_reference_cleanup
	[image: image2.png]






	


	CHANGE REQUEST

	Group Name:*
	PRO

	Source:*
	LG Electronics

	Format:*
	

	Date:*
	2015-01-20

	Contact:*
	SeungMyeong JEONG (seungmyeong.jeong@lge.com)

	Reason for Change/s:*
	

	CR  against:  Release*
	v.0.8.0

	CR  against:  TS/TR*
	TS-0004

	Clauses/Sub Clauses*
	

	Type of change: *
	 FORMCHECKBOX 
 Editorial change
 FORMCHECKBOX 
 Bug Fix or Correction
 FORMCHECKBOX 
 Change/correction to existing feature or functionality
 FORMCHECKBOX 
 New feature or functionality

	Post Freeze checking:*
	This CR contains only essential changes and corrections
                           YES  FORMCHECKBOX 
             NO  FORMCHECKBOX 



oneM2M Notice
The document to which this cover statement is attached is submitted to oneM2M.  Participation in, or attendance at, any activity of oneM2M, constitutes acceptance of and agreement to be bound by terms of the Working Procedures and the Partnership Agreement, including the Intellectual Property Rights (IPR) Principles Governing oneM2M Work found in Annex 1 of the Partnership Agreement.
GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
The agreed contribution PRO-2014-0356R02 clearly captures the informative references. However those are implemented incorrectly at some time. This contribution revises the references as was suggested/agreed in PRO-2014-0356R02.
i.6, i7, i.8 and i.9 should be the same and they are refering OMA-TS-REST-NetAPI_TerminalLocation-V1_0-20130924-A: "RESTful Network API for Terminal Location", Version 1.0.
Currently,

[i.3]
OMA-TS-REST-NetAPI_TerminalLocation-V1_0-20130924-A: "RESTful Network API for Terminal Location", Version 1.0.

[i.4]
"RESTful Network API for Notification Channel", Open Mobile Alliance™, OMA-TS-REST_NetAPI_NotificationChannel-V1_0.

[i.5]
OMA-TS-MLP-V3_4-20130226-C: "Mobile Location Protocol", Version 3.4.
By replacing the text as normative on line 64, this contribution proposes to change [i.3] as a new normative reference. The reference number should be assigned by the rapportuer.

----------------------- Start of change 1 -----------------------
Annex A (Normative): Location request

Location Request is a means by which a CSE requests the geographical or physical location information of a target Node to the location server located in the Underlying Network over Mcn reference point. This annex describes only the case of location request when the attribute locationSource of <locationPolicy> resource type is set to Network Based. Please see Clause 7.3.8.

The specific interface used for this request depends on the capabilities of the Underlying Network and other factors. This annex provides the interfaces for location request used for the communication between the CSE and the location server.

A.1. Location request by means of OMA-REST-NetAPI-TerminalLocation interface

A.1.1.  Introduction

This OMA REST Network API for Terminal Location specification v1.0 [x] is generally used to open up service capabilities, especially location capability, in the underlying network toward applications. This clause introduces the resources structure and procedures to handle the oneM2M-specified location request. In addition, since this OMA Network API uses only HTTP as underlying message protocol, some binding mapping are mentioned in the procedures in the clause G.1.3.
A.1.2.  Resource structure of OMA NetAPI for terminal location

When a CSE needs to request the geographical or physical location information of a target CSE or AE hosted in a M2M Node toward a location server located in the Underlying Network over Mcn reference point. The CSE shall request Terminal Location Query following Procedures for Terminal Location (see Annex.G.1.3). 

The OMA REST NetAPI for Terminal Location allows CSE to obtain information about geographical location of a terminal (e.g. Node in oneM2M architecture TS-0001 Functional Architecture [6]). In order to obtain location information, CSE shall use one of two services of the Terminal Location API:  

· request the current Terminal Location in a single query toward a Location Server 

· subscribe to notifications of periodic Terminal Location updates.

Additionally, in order to track the terminal’s movement in relation to the geographic area (circle), crossing in and out (more detail usage is defined in the annex E of TS-0003) it is also proposed to use a service of the Terminal Location API:
· subscribe to notification of area updates

Since oneM2M system utilizes the three services mentioned above, this clause introduces the capabilities that is related to the services from OMA REST NetAPI for Terminal Location [x].

A CSE and a Node shall act as an application and a terminal respectively as described in [x]. 


[image: image1.emf]/queries

//{serverRoot}/location/{apiVersion}

/subscriptions

/location

/periodic /periodic

/area/circle


Figure G.1.2‑1: Resource Structure defined by NetAPI for Terminal Location
The two capabilities used for oneM2M system location request are ‘Terminal location’. ‘Periodic location notification subscriptions’ and ‘area notification subscriptions’. The table below describes the URL structure, data structure and mapping with CRUD operation of each resource.

Table G.1.2‑3: Applicable NetAPI for Terminal Location
	Capability
	URL
Base URL: 
	Resource Type
	Operations

	
	
	
	C
	R
	U
	D

	Terminal location
	/location


	TerminalLocation
	no
	return current location of the terminal
	no
	no

	Periodic location notification subscriptions
	/periodic
	PeriodicNotificationSubscription  (used for CREATE) 
	create new subscription
	return all subscriptions

	no
	No

	Area notification subscription
	/area/circle
	CircleNotificationSubscription (used for CREATE)
	create a new subscription
	return all subscriptions
	No
	no


Based on the table above, three resource types, TerminalLocation, PeriodicNotificationSubscription and CircleNotificationSubscription shall be used for the location request specified in the oneM2M system. The resource types are described in the tables below. The table also contains the relevant attributes column that is correlated with either <locationPolicy> or <accessControlPolicy> resource type defined (3GPP TS 23.003 [17]). Only attributes that may be utilized by oneM2M system are described. For the detailed information, see the [x].

----------------------- End of change 1 -----------------------
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