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Introduction
Figure 5.2.2.1-1 shows a protocol segment view of the MQTT server co-located scenario. In this scenario, all oneM2M nodes (ADN, ASN, MN, IN) could have one or more  clients. So it should be clearly stated that all oneM2M nodes have one or more MQTT clients. Meanwhile, we change the Figure 5.2.2.1-1 to a editable figure without content changes. 
-----------------------Start of change 1-------------------------------------------
5.2.2.1
MQTT server co-located within a node
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Figure 5.2.2.1-1: MQTT server co-located scenario
Figure 5.2.2.1-1 shows a protocol segment view of the MQTT server co-located scenario. In this scenario, all oneM2M nodes (ADN, ASN, MN, IN) include one or more MQTT clients. MQTT servers are provided within MN and IN.

In this scenario, the protocol segments are illustrated as follows.

Table 5.2.2.1-1 Protocol segment for MQTT server co-located scenario
	Protocol Segment
	oneM2M Message Transported
	MQTT Interaction

	PS1
	Mca (AE of ADN to CSE of IN)
	Client in ADN to Server in IN

	PS2
	Mca (AE of ADN to CSE of MN) 
	Client in ADN to Server in MN

	PS3
	Mcc (CSE of ASN to CSE of MN)
	Client in ASN to Server in MN

	PS4
	Mcc (CSE of ASN to CSE of IN)
	Client in ASN to Server in IN

	PS5
	Mcc (CSE of MN to CSE of MN)
	Client in MN to Server in MN

	PS6
	Mcc (CSE of MN to CSE of IN)
	Client in MN to Server in IN

	PS7
	Mcc' (CSE of IN to CSE of IN)
	Client in IN to Server in IN


-----------------------End of change 1---------------------------------------------

CHECK LIST

· Does this change request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.?
· Does this CR contain changes related to only one particular issue/problem?
· Have any mirror crs been posted?
· Does this change request  make all the changes necessary to address the issue or problem?  E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable?
· Does this change request follow the drafting rules?
· Are all pictures editable?
· Have you checked the spelling and grammar?
· Have you used change bars for all modifications?
· Does the change include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change? (Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.)
· Are multiple changes in this CR clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.?
© 2016 oneM2M Partners
                                                                                                   Page 1 (of 4)



[image: image3.png][image: image4.png]PS1
}
T

[ ow

Mca messages over MQTT MN
Z PS2
] |
s t
2| Mca messages over MQTT
ADN IN
\ [r— ; PS5 PS6 —, emmmmm——— 2
H i AE T  Mccmessages over MATT | i AE
‘ B Ps3 ‘ g ’ Ps7
csE |3 " csE | |2 CSE ;
3 T 3
ASN Mcc messages over MQTT MN Mcc messages over MQTT

Mcc’ messages over MQTT

I B PS4 Mca
S E 1
CSE 2 T Mcc
2 Mcc messages over MQTT
Mcc’



_1519730129.vsd
�

Mca messages over MQTT


ADN


AE


ADN


AE


ASN


AE


CSE


ASN


MQTT Client


AE


CSE


MN


MQTT Client


AE


CSE


MN


MQTT Client


AE


CSE


MQTT Server


IN


AE


CSE


MQTT Client


MQTT Server


PS1


Mca messages over MQTT


PS2


Mcc messages over MQTT


PS3


PS4


Mcc messages over MQTT


PS5


Mcc messages over MQTT


PS6


Mcc messages over MQTT


PS7


Mcc’ messages over MQTT


Mca


MQTT Client


MQTT Client


Mcc


Mcc’


MQTT Server


MQTT Client


MQTT Client



