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GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
In case of a correction, and the change apply to previous releases, a separated “mirror CR” should be posted at the same time of this CR
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
This CR is updated according to the agreed CR ARC-2017-0271R06-TS-0001-locationPolicy_enhancement.
-----------------------Start of change 1-------------------------------------------
B.3.
Node_Schedule_Management

B.3.1 Pre-requisites
The <schedule> resource is child resource of <node> resource, the networkCoordinated of <schedule> is True.
The scope of Node Schedule Management processing is to decide when the node is available to receive a request or response message via the 3GPP Network when the IN-CSE receives the request to the target Node . Some of message parameters impact the Node Schedule Management processing. The related request message parameters are:

· Request Expiration Timestamp ('rqet')

· Operation Execution Time ('oet')

B.3.2 Validation procedure based on the <schedule> of <node>
If a request or response message that is targeting an entity or a resource in the 'to' parameter that is ASN/MN-CSE or ADN-AE hosted on a UE which has M2M-Ext-ID attribute of <remodeCSE> or <AE> resource, this processing shall be carried out as described in the following after the specified message processing is successful in clause 7.3.3:
1) IN-CSE receives the request to the target Node checks the local <schedule>of target node, the IN-CSE determines whether the UE is available to receive a request or response message at the current time:
· if the current time is within the period of <schedule>,which indicates the target node’s current status is reachable, then continue with the step 2);
· if the current time is not in the period of <schedule>, which indicates the target node’s current status is unreachable, or if the Operation Execution Time or Request Expiration Timestamp is not configured in the request, or if the Operation Execution Time or Request Expiration Timestamp is not in the period of <schedule>,then continue with the step 3);
· if the current time is not in the period of <schedule>, which indicates the target node’s current status is unreachable and the Operation Execution Time and Request Expiration Timestamp in the IN-AE message are both in the period of <schedule>, then continue with the step 4);
2) IN-CSE sends the message to the target Node directly after CMDH message processing is successful as specified in Annex H, then continue with the step 5);
3) The IN-CSE calculates the next reachable start time based on the <schedule>, and check if the Operation Execution Time or the Request Expiration Timestamp in the request message is earlier than the next reachable start time, IN-CSE sends error response message to the Originator which indicates that the request cannot be delivered to the target Node:
· If the Operation Execution Time and Request Expiration Timestamp are not configured, the Response Status Code should be 6003.
· If the Request Expiration Timestamp is configured, and Request Expiration Timestamp is earlier than the next reachable start time, the Response Status Code should be 6030. 
· If the Operation Execution Time is configured, the Operation Execution Time is earlier than the next reachable start time, the Response Status Code should be 6031.
4) The IN-CSE buffers the message until the target Node is reachable again and then sends the message to it directly after CMDH message processing is successful as specified in Annex H, and then continues with the step 5). 
5)  The target Node processes the request as specified in clause 7.2.2.2, and then continues with the step 6).
6) The IN-CSE processes the request as specified in clause 7.2.2.2.
-----------------------End of change 1---------------------------------------------
-----------------------Start of change 2-------------------------------------------
6.4.1.1 Network system error response class

Table 6.6.3.7-1 specifies the RSCs for when the external system reported errors over Mcn reference point.

Table 6.6.3.7‑1: RSCs for Network system error response class

	Numeric Code
	Description

	6003
	EXTERNAL_OBJECT_NOT_REACHABLE

	6005
	EXTERNAL_OBJECT_NOT_FOUND

	6010
	MAX_NUMBER_OF_MEMBER_EXCEEDED

	6020
	MGMT_SESSION_CANNOT_BE_ESTABLISHED

	6021
	MGMT_SESSION_ESTABLISHMENT_TIMEOUT

	6022
	INVALID_CMDTYPE

	6023
	INVALID_ARGUMENTS

	6024
	INSUFFICIENT_ARGUMENTS

	6025
	MGMT_CONVERSION_ERROR

	6026
	MGMT_CANCELLATION_FAILED

	6028
	ALREADY_COMPLETE

	6029
	MGMT_COMMAND_NOT_CANCELLABLE

	6030
	EXTERNAL_OBJECT_NOT_REACHABLE_BEFORE_RQET_TIMEOUT

	6031
	EXTERNAL_OBJECT_NOT_REACHABLE_BEFORE_OET_TIMEOUT


-----------------------End of change 2---------------------------------------------
CHECK LIST

· Does this change request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.
· Does this CR contain changes related to only one particular issue/problem?
· Have any mirror crs been posted?
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