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	Group Name:*
	REQ

	Title:*
	Requirements from use case oneM2M-REQ-2013-0260R02 on Leveraging Broadcasting/Multicasting Capability of Underlying Networks

	Source:*
	NEC Corporation (TTC), NEC Europe (ETSI), KDDI (TTC), InterDigital

	Contact:
	Takanori Iwai, NEC, <t-iwai@hx.jp.nec.com>

Joerg Swetina, NEC, <joerg.swetina@neclab.eu>

Ataru Kobayashi, NEC, a-kobayashi@df.jp.nec.com
Nick Yamasaki (KDDI), nr-yamasaki@kddi.com
Catalina Mladin, InterDigital, <Catalina.Mladin@InterDigital.com>

	Date:*
	2013-06-17

	Abstract:*
	This contribution collects the requirements from use case oneM2M-REQ-2013-0260R02 which were agreed at REQ#26 (TP#4) for inclusion into the Requirements specification TS-0002

	Agenda Item:*
	<Agenda item reference>

	Work item(s):
	Requirements

	Document(s) 

Impacted*
	Requirements Specification: oneM2M-TS-0002-Requirements

	Intended purpose of

document:*
	 FORMCHECKBOX 
 Decision

 FORMCHECKBOX 
 Discussion

 Information

 Other <specify>

	Decision requested or recommendation:*
	It is proposed to include the requirements into oneM2M Requirements Specification.
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Introduction

Use case REQ-2013-0260R02, which was agreed at REQ#26 (TP#4), illustrates interworking of oneM2M with mobile networks (e.g. 3GPP, 3GPP2 ..) to leverage broadcast/multicast capabilities of the underlying mobile network.
While it is not clear yet, if interfaces to underlying mobile networks – e.g. 3GPP– that are dedicated for M2M usage will be available for that purpose (see LS oneM2M-TP-2013-0251R01 to 3GPP SA2), an M2M Solution may still make use of existing services (e.g. Cell Broadcast Service or MBMS Service) of underlying mobile networks through network specific interfaces or open access models (e.g. OMA, GSMA OneAPI framework). [See also requirements OSR-005 and OSR-006]
Proposed Requirement: 
	Requirement ID 
	Classification 
	Requirement Text 

	tbd
	Overall System Requirements 
	The M2M System shall enable a M2M Application to request to send data, in a manner independent of the Underlying Network, to the M2M Applications of a group of M2M Devices and M2M Gateways in geographic areas that are specified by the M2M Application.
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