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GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
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When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
Table 12.2.5.3.2-1  in oneM2M-TS-0001 - V-0.8.0 illustrates the basic structure of an ACA message generated by the charging server. The interface between M2M IN node and charging server is based on diameter protocol. However, the ACA message contents as described in oneM2M-TS-0001 - V-0.8.0 is not aligned to RFC 6733 (Diameter Base Protocol).
1) Diameter Base Protocol - RFC 6733, section 6.6 mentions that “The Destination-Realm AVP MUST NOT be present in Answer messages.” On the other hand, oneM2M-TS-0001 - V-0.8.0, Table 12.2.5.3.2-1  mentions the Destination-Realm AVP as Mandatory. Hence there is a change required in oneM2M-TS-0001 - V-0.8.0, Table 12.2.5.3.2-1  for Destination-Realm AVP (removal). 
2) Diameter Base Protocol - RFC 6733, section 7.1 mentions that “All Diameter answer messages defined in IETF applications MUST include one Result-Code AVP”.On the other hand, oneM2M-TS-0001 - V-0.8.0, Table 12.2.5.3.2-1  does not mention the Result-code AVP in ACA messages. Hence there is a change required in oneM2M-TS-0001 - V-0.8.0, Table 12.2.5.3.2-1  for Result-code AVP (addition).
-----------------------Start of change 1-------------------------------------------
12.2.5.3.2
Accounting-Answer Message

The following table illustrates the basic structure of an ACA message generated by the charging server as a response to an ACR message.

Table 12.2.5.3.2-1: Accounting-Answer (ACA) message contents

	Information element
	Category
	Description

	Session-Id
	M
	Same as table 12.2.5.3.1-1

	Origin-Host
	M
	Same as table 12.2.5.3.1-1

	Origin-Realm
	M
	Same as table 12.2.5.3.1-1

	
	
	

	Accounting-Record-Type
	M
	Same as table 12.2.5.3.1-1

	Accounting-Record-Number
	M
	Same as table 12.2.5.3.1-1

	Acct-Application-Id
	OC
	Same as table 12.2.5.3.1-1

	Error-Reporting-Host
	OC
	Included only if the host that inserted the error is different from the Origin-Host

	Event-Timestamp
	O
	Same as table 12.2.5.3.1-1

	Proxy-Info
	OC
	Same as table 12.2.5.3.1-1

	Proprietary Information
	O
	Same as table 12.3.5.3.1-1

	Result-Code
	M
	Indicates whether a particular request was completed successfully or whether an error occurred

	OC
This is a parameter that, if provisioned by the operator to be present, shall be included in the CDRs when the required conditions are met. In other words, an OC parameter that is configured to be present is a conditional parameter.


-----------------------End of change 1---------------------------------------------
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