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Introduction
In CSE Registration procedure, it is hard to find the reason why <accessContolPolicy> procedure cannot be performed for the creation of <remoteCSE> resource. If it is true, a note explaining the reason needs to be written at least. 
However generally there would be no issue if <accessControlPolicy> is performed when creating <remoteCSE> resource. 
So  this CR proposes to change that sentence.
-----------------------Start of change 1-------------------------------------------

10.1.1.2
Registration related CREATE procedure

This clause describes the CREATE procedure for <remoteCSE> and <AE> resource type.

10.1.1.2.1
CSE Registration procedure

The procedure for CSE Registration follows the procedure described in clause 10.1.1.1, but with some deviations. Below is the detailed description on how to perform the CSE Registration and which part of the procedure deviates from the one described in clause 10.1.1.1.

The Registration procedure requires the creation of two resources (a <remoteCSE> on the Receiver CSE and a <remoteCSE> on the Originator CSE) rather than one resource. The Registration procedure is always initiated by a CSE in the field domain except in the inter-domain case described in clause 6.3.

Originator: The Originator shall be the registering CSE.

Receiver: The Receiver shall create the <remoteCSE> resource.
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Figure 10.1.1.2.1-1: Procedure for CREATEing a <remoteCSE> Resource

All the parameters of the request and steps that are not indicated do not deviate from clause 10.1.1.1.

Step 001: The Originator shall send  mandatory parameters and may send optional parameters in Request message for CREATE operation as specified in clause 8.1.2
Step 002: The Receiver shall:

1) 
All sub-steps: 1)-8), from step 002 from clause 10.1.1.1 are applicable.

NOTE:
Optionally, if the M2M Service Provider supports inter-domain communication, the Receiver could perform this step if the attribute CSEBase (part of the Content parameter of the request) contains the public domain of the CSE. The Receiver could construct the domain as described in clause 6.4 and 6.5. The Receiver could add an AAA or AAAA record in DNS with the public domain name of the Originator CSE and the IP address of the IN-CSE associated with the Originator.

Step 003: See clause 10.1.1.1.

Step 004: The Originator, upon receipt of the CREATE response message, shall create a <remoteCSE> resource locally under its <CSEBase> resource. This resource is representing the Receiver CSE. The Originator shall provide the appropriate values to all mandatory parameters as described in clause 9.6.4.
Step 005: The Originator may issue a RETRIEVE Request towards the Receiver (same To as for the CREATE request message) to obtain the optional parameters of the <remoteCSE> resource created at the Receiver as for step 004 (e.g. labels, accessControlPolicyIDs attributes). The RETRIEVE procedure is described in clause 10.1.2.

See clauses 8.1.2 for the information to be included in the Request message.

Step 006: The Receiver verifies that the Originator has the appropriate privileges to access the information.

Step 007: The Receiver sends a RETRIEVE response message, according to the procedure described in clause 10.1.2.

See clauses 8.1.3 and 8.1.4 for the information to be included in the Response message.

Step 008: The Originator shall update the created <remoteCSE> resource for the Receiver with the information obtained in step 007.

General Exceptions:
All exceptions from clause 10.1.1.1 are applicable; in addition the following exception may occur:

2) The Originator does not have the privileges to retrieve the attributes of the Receiver CSE. The Receiver responds with an error.

----------------------End of change 1---------------------------------------------
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