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Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
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When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
Since the Name request parameter has been removed from the R2 version of TS-0001, this CR proposes to remove the  oneM2M-NM primitive header parameter from TS008, section 6.2.2.4 and 6.2.2.4.3.
----------------------- Start of change 1 -----------------------
6.2.2.4
Definition of New Options

This clause describes new CoAP Options used for binding several oneM2M request/response parameters. The table 6.2.2.4-1 contains definitions of the new CoAP Options and sub-clauses specify oneM2M parameter mapping with the newly defined CoAP Options in the table 6.2.2.4-1.

Table 6.2.2.4-1: Definition of New Options

	No
	C
	U
	N
	R
	Name
	Format
	Length
	Default

	256
	X
	
	
	
	oneM2M-FR
	string
	0-255
	(None)

	257
	X
	
	
	
	oneM2M-RQI
	string
	0-255
	(None)

	
	
	
	
	
	
	
	
	

	259
	
	
	
	
	oneM2M-OT
	string
	15
	(None)

	260
	
	
	
	
	oneM2M-RQET
	string
	15
	(None)

	261
	
	
	
	
	oneM2M-RSET
	string
	15
	(None)

	262
	
	
	
	
	oneM2M-OET
	string
	15
	(None)

	263
	
	
	
	
	oneM2M-RTURI
	string
	0-255
	(None)

	264
	
	
	
	
	oneM2M-EC
	uint
	1
	(None)

	265
	
	
	
	
	oneM2M-RSC
	uint
	2
	(None)

	266
	
	
	
	
	oneM2M-GID
	string
	0-255
	(None)


----------------------- Endof change 1 -----------------------
----------------------- Start of change 2 -----------------------
6.2.2.4.2
Request Identifier
The Request Identifier parameter shall be mapped to the oneM2M-RQI Option.
6.2.2.4.3
Void

----------------------- Endof change 2 -----------------------
· 1, end of change 1, start of new clause, end of new clause.?
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