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GUIDELINES for Change Requests:
Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.
Each CR should contain changes related to only one particular issue/problem.
In case of a correction, and the change apply to previous releases, a separated “mirror CR” should be posted at the same time of this CR
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
This CR proposes to add text to Annex B in order to describe the modeuleClasses, introduced by HW (contribution MAS#21-0026R04). These resources are fulfilled by defining specialization of <flexContainer> resource. 
-----------------------Start of change 1-------------------------------------------
Annex B (normative): 
Resource Mapping of ModuleClasses using <flexContainer>
B.x	signalStrength
The [signalStrength] resource is used to share information regarding the modeled signalStrength module as a ModuleCalss. The [signalStrength] resource is a specialization of the <flexContainer> resource.


Figure B.x-1: Structure of [signalstrength] resource
The [signalStrength] resource shall contain the child resource specified in table B.x-1.
Table B.x-1: Child resources of [signalstrength] resource
	Child Resources of [AudioVolume]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 in TS-0001.



The [signalStrength] resource shall contain the attributes specified in table B.x-2.
Table B.x-2: Attributes of [signalstrength] resource
	Attributes of 
[signalstrength]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceName
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	parentID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	expirationTime
	1
	RW
	See clause 9.6.1.3 in TS-0001. 

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 in TS-0001. 

	creationTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	labels
	0..1
	RW
	See clause 9.6.1.3 in TS-0001. 

	contDefinition
	1
	WO
	The value shall be “org.onem2m.home.moduleclass.signalstrength”

	creator
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	ontologyRef
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	liq
	1
	RO
	See clause 5.3.60x

	rssi
	0..1
	RO
	See clause 5.3.60x



B.x	carbonMonoxideSensor
The [carbonMonoxideSensor] resource is used to share information regarding the modeled carbonmonoxideSensor module as a ModuleCalss. The [carbonMonoxideSensor] resource is a specialization of the <flexContainer> resource.


Figure B.x-1: Structure of [carbonMonoxideSensor] resource
The [carbonMonoxideSensor] resource shall contain the child resource specified in table B.x-1.
Table B.x-1: Child resources of [carbonMonoxideSensor] resource
	Child Resources of [carbonMonoxideSensor]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 in TS-0001.



The [carbonMonoxideSensor] resource shall contain the attributes specified in table B.x-2.
Table B.x-2: Attributes of [carbonMonoxideSensor] resource
	Attributes of 
[carbonMonoxideSensor]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceName
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	parentID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	expirationTime
	1
	RW
	See clause 9.6.1.3 in TS-0001. 

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 in TS-0001. 

	creationTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	labels
	0..1
	RW
	See clause 9.6.1.3 in TS-0001. 

	contDefinition
	1
	WO
	The value shall be “org.onem2m.home.moduleclass.carbonmonoxidesensor”

	creator
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	ontologyRef
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	alarm
	1
	RO
	See clause 5.3.17x



B.x	motionSensor
The [montionSensor] resource is used to share information regarding the modeled motionSensor module as a ModuleCalss. The [montionSensor] resource is a specialization of the <flexContainer> resource.


Figure B.x-1: Structure of [montionSensor] resource
The [montionSensor] resource shall contain the child resource specified in table B.x-1.
Table B.x-1: Child resources of [montionSensor] resource
	Child Resources of [montionSensor]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 in TS-0001.



The [montionSensor] resource shall contain the attributes specified in table B.x-2.
Table B.x-2: Attributes of [montionSensor] resource
	Attributes of 
[montionSensor]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceName
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	parentID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	expirationTime
	1
	RW
	See clause 9.6.1.3 in TS-0001. 

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 in TS-0001. 

	creationTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	labels
	0..1
	RW
	See clause 9.6.1.3 in TS-0001. 

	contDefinition
	1
	WO
	The value shall be 
“org.onem2m.home.moduleclass. montionsensor”

	creator
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	ontologyRef
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	alarm
	1
	RO
	See clause 5.3.46x




B.x	waterSensor
The [waterSensor] resource is used to share information regarding the modeled waterSensor module as a ModuleCalss. The [waterSensor] resource is a specialization of the <flexContainer> resource.


Figure B.x-1: Structure of [waterSensor] resource
The [waterSensor] resource shall contain the child resource specified in table B.x-1.
Table B.x-1: Child resources of [waterSensor] resource
	Child Resources of [waterSensor]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 in TS-0001.



The [waterSensor] resource shall contain the attributes specified in table B.x-2.
Table B.x-2: Attributes of [waterSensor] resource
	Attributes of 
[waterSensor]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceName
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	parentID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	expirationTime
	1
	RW
	See clause 9.6.1.3 in TS-0001. 

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 in TS-0001. 

	creationTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	labels
	0..1
	RW
	See clause 9.6.1.3 in TS-0001. 

	contDefinition
	1
	WO
	The value shall be “org.onem2m.home.moduleclass.watersensor”

	creator
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	ontologyRef
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	alarm
	1
	RO
	See clause 5.3.72x




B.x	buttonSwitch
The [buttonSwitch] resource is used to share information regarding the modeled buttonSwitch module as a ModuleCalss. The [buttonSwitch] resource is a specialization of the <flexContainer> resource.


Figure B.x-1: Structure of [buttonSwitch] resource
The [buttonSwitch] resource shall contain the child resource specified in table B.x-1.
Table B.x-1: Child resources of [buttonSwitch] resource
	Child Resources of [buttonSwitch]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 in TS-0001.



The [buttonSwitch] resource shall contain the attributes specified in table B.x-2.
Table B.x-2: Attributes of [buttonSwitch] resource
	Attributes of 
[buttonSwitch]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceName
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	parentID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	expirationTime
	1
	RW
	See clause 9.6.1.3 in TS-0001. 

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 in TS-0001. 

	creationTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	labels
	0..1
	RW
	See clause 9.6.1.3 in TS-0001. 

	contDefinition
	1
	WO
	The value shall be “org.onem2m.home.moduleclass.buttonswitch”

	creator
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	ontologyRef
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	pressed
	1
	RO
	See clause 5.3.15x








B.x	relativeHumidity
The [relativeHumidity] resource is used to share information regarding the modeled relativeHumidity module as a ModuleCalss. The [relativeHumidity] resource is a specialization of the <flexContainer> resource.


Figure B.2-1: Structure of [relativeHumidity] resource
The [relativeHumidity] resource shall contain the child resource specified in table B.2-1.
Table B.2-1: Child resources of [relativeHumidity] resource
	Child Resources of [relativeHumidity]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 in TS-0001.



The [relativeHumidity] resource shall contain the attributes specified in table B.2-2.
Table B.2-2: Attributes of [relativeHumidity] resource
	Attributes of 
[relativeHumidity]
	Multiplicity
	RW/
RO/
WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	resourceName
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	parentID
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	expirationTime
	1
	RW
	See clause 9.6.1.3 in TS-0001. 

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 in TS-0001. 

	creationTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 in TS-0001. 

	labels
	0..1
	RW
	See clause 9.6.1.3 in TS-0001. 

	contDefinition
	1
	WO
	The value shall be “org.onem2m.home.moduleclass.relativehumidity”

	creator
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	ontologyRef
	0..1 (L)
	RW
	See clause 9.6.35 in TS-0001.

	relativeHumidity
	1
	RO
	See clause 5.3.57x

	desiredHumidity
	0..1
	RW
	See clause 5.3.57x



-----------------------End of change 1---------------------------------------------
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