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Introduction
R01/R02-

Change 12 – no need for “sld” shortname because it is a virtualResource

Change 8 – misspell clause
Change 3-5 – non-bold italic convention for attributes
Change 5 – “list of any URI”/1 instead of anyURI/1..n
R03 – 

spelling error – multiplicity in 3 new tables.
Change m2m:resourceList to list of nhURI
m2m:resourceList for regularResourceEntry and subscriptionResourceEntry
Removed <subscriptionLinkDeletion> virtual resource.  All of change 7

R04- move to TP34
R05- Rebaseline to V3.6.0

Cross-resource subscription as a new feature has been adopted in TS-0001 (V3.7.0), which is supported by the following new attributes, resources, and operations included in TS-0001.
· New attribute associatedCrossResourceSub is introduced to <subscription> resource in clause 9.6.8.
· New  resource <crossResourceSubscription> is described in clause 9.6.58. 
· <crossResourceSubscription> can be a child resource of <CSEBase>, <remoteCSE>, and <AE>
· <crossResourceSubscription> has a virtual child resource subscriptionLinkDeletion

· <crossResourceSubscription> has a few new attributes: several of them (i.e. regularResourcesAsTarget, subscriptionsAsTarget, timeWindowSize) will be supported using existing oneM2M simple data type or create new oneM2M simple data type;  one attribute (i.e. timeWindowType) will be supported using a enumeration type; one attribute (i.e. eventNotificationCriteriaSet) will be supported by definiting a new oneM2M complex data type. 
· <crossResourceSubscription> also re-uses a few attributes of <subscription> resource. 
· New virtual resource subscriptionLinkDeletion is described in clause 9.6.59
· CRUD operations on <crossResourceSubscription> are described in clauses 10.2.10.22-10.2.10.25
· Cross-resource notification procedure is described in clause 10.2.10.26
· The virtual resource subscriptionLinkDeletion is used to remove a <subscription> resource from the subscriptionResourcesAsTarget attribute of a <crossResourceSubscription> resource. This is described in clause 10.2.10.27
Based on the above resources, attributes, and operations in TS-0001 (V3.7.0), the following changes/updates are proposed in this contribution for general changes to existing resources and new data types, etc. for TS-0004. 
· “6.3.3 oneM2M simple data types”: This clause is updated by defining a new simple data type to support <crossResourceSubscription>’s new attributes regularResourcesAsTarget and subscriptionsAsTarget – Change 1.
· “6.3.4 Enumeration type definition”: m2m:resourceType and m2m:memberType are updated since <crossResourceSubscription> is a new resource. In addition, a new enumeration type is added to support <crossResourceSubscription>’s attribute timeWindowType – Change 2, Change 3, Change 4.  
· “6.3.5 Complex data types”: this clause is updated by adding a new complex data type to support <crossResourceSubscription>’s new attribute eventNotificationCriteriaSet – Change 5
· “6.5.3 regularResource” and “6.8 Virtual Resources” are updated to reflect <crossResourceSubscription> and its virtual child resource subscriptionLinkDeletion – Change 6, Change 7.
· “7.4.3 Resource Type <CSEBase>”, “7.4.4 Resource Type <remoteCSE>”, and “7.4.5 Resource Type <AE>” are updated since <crossResourceSubscription> can be a child resource of a <CSEBase>, a <remoteCSE>, or a <AE> – Change 8, Change 9, Change 10. 

· Short names for new attributes (i.e. associatedCrossResourceSub), new resources (i.e. <crossResourceSubscription>, subscriptionLinkDeletion)  and its new attributes, and new complex data types members are added, respectively,  to clauses 8.2.3, 8.2.4, and 8.2.5 – Change 11, Change 12, Change 13.
-----------------------Start of change 1-------------------------------------------
6.3.3 oneM2M simple data types

Table 6.3.3‑1 describes oneM2M-specific simple data type definitions. XML Schema data type definitions for these data types can be found in the XSD file called CDT-commonTypes-v3_3_0.xsd.

The types in table 6.3.3‑1 are either:

· Atomic data types derived from XML Schema data types by restrictions (other than enumeration) or union.
· List data types constructed from other XML Schema or oneM2M-defined atomic data types.

The oneM2M-defined enumeration data types are defined in clause 6.3.4.

Table 6.3.3‑1: oneM2M Simple Data Types
	XSD type name
	Type Name
	Examples
	Description

	m2m:resourceName
	Resource name 
	myLightBulb

123Sensor


	Used for resource name attribute. This shall be formed by  (ALPHA / DIGIT) *(ALPHA / DIGIT / "-" / "." / "_") as described in 6.2.3.

	m2m:ID
	Generic ID
	//globalm2m.org
	Used to represent generic IDs generated and used within oneM2M (M2M-SP-ID)

	
	
	//globalm2m.org/C190XX7T
	(CSE-ID)

	
	
	//globalm2m.org/CSE1/123A38ZZY
	(AE-ID)

	m2m:nodeID
	Node ID
	urn:gsma:imei:90420156-025763-0;svn=42
	Used for Node IDs. The constraints on this type are different from those on Generic IDs
(IMEI as node ID)

	m2m:deviceID
	Device ID
	urn:dev:ops:012345-Set%2DTop%2DBox-0123456789
	A Device ID uniquely identifies a device using a URN. The format of the URN is one of IETF RFC 4122([35]) UUID, OPS URN, OS URN, IMEI URN, ESN URN, or MEID URN.A 

	m2m:externalID
	M2M-EXT-ID
	123456789@domain.com 
	The External Identifier allows the Underlying Network to identify the M2M Device (e.g. ASN, MN) associated with the CSE-ID or AE-ID. In the 3GPP case, the External Identifier is specified in TS 23.003 [17].

	
	3GPP external Group ID
	123456789@domain.com
	In the 3GPP multicast case, the External Group Identifier is used in the group message delivery procedure and specified in TS 23.682 [15].

	m2m:requestID
	Request ID
	ab3f124a, CSE1/98821
	Used for Request IDs. This type may include the ID of the target CSE as well as a part that varies for each ID

	m2m:nhURI
	Non Hierarchical Identifier
	/CSE090112/ C190XX7T
	Used where a resourceID is required to be non-hierarchical

	m2m:acpType
	List of ACP Resource IDs
	//IN-CSEID.m2m.myoperator.org/93405
	Used to represent a list of AccessControlPolicy identifiers. The list shall contain at least one member.

	m2m:labels
	list of xs:token
	printers networkwifi1 home_energy (key-only)
domain:home color:red (key-value pair)
	A list of tokens used for describing and discovering resources (searching wifi connected printer from vendor 1)
Each token can have two formats, key-only and key-value pair. In the case of key-value pair, key and value are separated by “:”. The key portion doesn’t contain “:”. The list shall contain at least one member.

	m2m:triggerRecipientID
	Trigger Recipient Identifier
	3010
	Used when device triggering services are requested from the Underlying Network, to identify an instance of an ASN/MN-CSE on an execution environment, to which the trigger is routed. Defined as port number in the range 0 to 65535.

	m2m:listOfM2MID
	List of M2M identifiers
	
	xs:list of elements of data type m2m:ID. The list shall contain at least one member.

	m2m:listOfURIs
	List of any URI
	
	xs:list of elements of data type xs:anyURI. The list shall contain at least one member.

	m2m:listOfDuration
	List of durations
	
	xs:list of elements of data type xs:duration. The list shall contain at least one member.

	m2m:resourceTypeList
	List of resource types
	
	xs:list of elements of data type m2m:resourceType. The list shall contain at least one member.

	m2m:listOfMinMax
	List of Time Limits
	10  2560 
	xs:list of two xs:long values defining min and max limits of time intervals in units of milliseconds (value -1 representing infinite time)

	m2m:ipv4
	IPv4 address string with optional CIDR suffix
	10.125.0.0/16,122.77.12.1
	Used in m2m:accessControlRules specified in the section 6.3.5.26

	m2m:ipv6
	IPv6 address string with optional CIDR suffix
	::/0,  Fadf:ddd0::/32,  abcd:ffff:abb0:aaaa::/64
	Used in m2m:accessControlRules specified in the section 6.3.5.26

	m2m:countryCode
	Country Code
	KR
	2-character country code as defined by ISO 3166-1 [40]

	m2m:pointOfAccess
	single point of access of an AE or CSE
	http://172.25.0.10:8080/xyz
or

coap://m2m.sp.com:5683

or

mqtt://172.25.0.10:1883

or

ws://10.222.254.26:80
	A point of access is represented as a URI that shall contain the underlying transport protocol (in either lowercase or uppercase spelling), the IP address (or an FQDN in all lowercase) and optionally a port number and/or path. No whitespace characters are allowed. The protocol binding specifications may give additional instructions on how the URI is. interpreted. 

	m2m:poaList
	List of pointOfAccess strings
	http://172.25.0.10:8080/xyz
coap://m2m.sp.com:5683

mqtt://172.25.0.10:1883
	xs:list of elements of  data type m2m:pointOfAccess. The list shall contain at least one member.


	m2m:timestamp
	Time stamp string
	20141003T112032
	DateTime string using 'Basic Format' specified in ISO8601 [27]. Time zone shall be interpreted as UTC timezone. See below for more details.

	m2m:absRelTimestamp
	absolute or relative time stamp string
	20141003T112032 (absolute time),or 3600000 (relative time)
	defined as xs:union of m2m:timestamp and xs:long data types

	m2m:typeOfContent
	Type of Content
	application/xml
	The media type shall be an IANA registered Media Types name, or an experimental Media Type (See [26]) ':'

	m2m:serializations
	Serialization types
	application/xml application/json application/cbor
	A list of IANA registered media types that can be used for serialization of primitives. The permitted values are 

· application/xml

· application/json

· application/cbor
The list shall contain at least one member. 

	m2m:contentInfo
	Content Information
	application/xml:1

application/xml:1:0

application/xml:1:5
	A string consisting of a media type followed by a m2m:encodingType and optional m2m:contentSecurity, each separated by ':' character. If the m2m:contentSecurity value is not present, then the preceding ':' shall also be not present. If the m2m:contentSecurity value is not present then this has the same interpretation as a value of 0 for m2m:contentSecurity.

See note.

	m2m:protocolList
	List of protocols
	application/x-alljoyn;version=1.0 application/x-echonet-lite;version=1.0
	A list of MIME types for all communication protocols supported by the device.

	m2m:eventCat
	Event Category
	2
	Either

1. One of the values from m2m:stdEventCats or

2. A user-defined category in the range 100-999

	m2m:eventCatWithDef
	Event Category with default
	0
	Either
1. A value from m2m:eventCat , or

2. The value 0 which has the special meaning "default"

	m2m:listOfEventCat
	List of (applicable) Event Categories
	1 101

	xs:list of elements of data type m2m:eventCat. The list shall contain at least one member.

	m2m:listOfEventCatWithDef
	List of m2m:eventCatWithDef
	0 1 101
	xs:list of elements of data type m2m:eventCatWithDef.
The list shall contain at least one member.

	m2m:scheduleEntry
	Schedule Entry
	* 0-5 2,6,10 * * * *
	The string is used to describe a duration of enablement. The string format is described in clause 7.4.9.1

	m2m:attributeList
	List of xs:NCName
	poa rr
	Used for the Content parameter of Retrieve request primitives and in m2m:eventNotificationCriteria. Attributes represented with their short names. The list shall contain at least one member.

	m2m:roleID
	Role-ID
	1234abcd@role-issuer.com
	A string pattern consisting of a name (the issuerRelativeID) and an FQDN in all lowercase (the issuerID) separated by the ‘@' character, not including any whitespace characters. The issuerRelativeID shall be comprised of any combination of the Roman alphabet, numerals, '.', '_' and '-' characters.

	m2m:descriptorRepresentation
	Semantic content representation
	application/rdf+xml:1
	A string consisting of a media type followed by a m2m:encoding separated by ':' character. The only permitted value is application/rdf+xml:1

	m2m:sparql
	SPARQL content
	SELECT ?functionality 

WHERE {  

?functionality rdf:type base:Measuring.
?functionality base:refersTo ?aspect.
?aspect rdf:type instance:Temperature  }
	The string is used for SPARQL content, e.g. in semanticsFilter

	 m2m:missingDataList
	List of 

absolute timestamp or

list of relative timestamp


	absolute time:
20141103T111832  
20141103T112435

20141103T113633

or

relative time:
10000 

10005

10020
	Used for storing the time information of missing data points in Time Series

defined as xs:union of list of m2m:timestamp and list of xs:duration data types. The list shall contain at least one member.

	m2m:tokenID
	Token-ID
	1234abcd@token-issuer.com
	A string pattern consisting of a name (the issuerRelativeID) and an FQDN in all lowercase  (the issuerID) separated by the ‘@' character, not including any whitespace characters. See constraints above for the issuerRelativeID.

	m2m:dynAuthJWT
	JSON Web Token  (JWT), which uses either JSON Web Encryption (JWE) Compact Serialization JSON Web Signature (JWS) Compact Serialization
	See m2m:e2eCompactJWE and m2m:e2eCompactJWS
	Defined as xs:union of m2m:e2eCompactJWE and m2m:e2eCompactJWS

	m2m:e2eCompactJWS
	JSON Web Signature (JWS) Compact Serialization, used in End-to-End Security Features TS-0003 [7]
	eyJ0eXAiOiJK.

eyJpc3MiOiJqb2UiLA0KIC.

dBjftJeZ4CVP

(line breaks for display purposes only)
	Of the form [a].[b].[c], where components [a] and [c] are non-empty, while component [b] can be either empty or not empty. When not empty, each component is base64url encoded (IETF RFC 4648 [9]). See [i.7]

	m2m:e2eCompactJWE
	JSON Web Encryption (JWE) Compact Serialization, used in End-to-End Security Features TS-0003 [7]
	eyJ0eXAiOiJK.

eyJpc3MiOiJqb2UiLA0KIC.

dBjftJeZ4CVP.

5eym8TW_c8SuK.

SdiwkIr3a.

XFBoMYUZo

(line breaks for display purposes only)


	Of the form [a].[b].[c].[d].[e], where components [a] and [d] are non-empty, while components [b],[c] and [e] can be empty or not empty. When not empty, each component is base64url encoded (IETF RFC 4648 [9]). See [i.8]

	m2m:signatureList
	List of signatures generated using a certificate or MIC generated using a symmetric key.

It is used in Authorization Relationship Mapping 
	i6watmQQQ1y3GB+VsWq5fJKzQcBB4jRfH1bfJFj0JtFVtLotttzYyA== 
IWijxQjUrcXBYoCei4QxjWo9Kg8D3p9tlWoT4t0/gyTE96639In0FZFY2/rvP+/bMJ01EArmKZsR5VW3rwoPxw= 
(line breaks for display purposes only)
	Each signature or MIC in the list is represented as a string which is base64url encoded(IETF RFC 4648 [9]). The list shall contain at least one member.

	m2m:locationTargetID
	The identifier to be used for retrieving the location information of a remote Node or device of underlying network
	urn:gsma:imei:90420156-025763-0;vers=0 or 123456789@domain.com ;svn=42 or 8617791450839
	defined as xs:union of m2m:nodeID and m2m:externalID and MSISDN

	m2m:releaseVersion
	Service Layer Release Version
	3

or 

2a
	This parameter is set to the release version that the primitive complies with

	m2m:supportedReleaseVersions
	List of supported Release Versions
	applicable list elements: 1, 2, 2a, 3
	This list includes the release versions supported by AE or CSE. The list shall contain at least one member.

	m2m:mashupMember
	Semantic mashup member representation
	In case of m2m:listOfURIs:
//www.example.com/CSE-1/Sensor1988

In case of xs:base64Binary (RDF triples in application/rdf+xml):

PD94bWwgdmVyc2lvbj0iMS4wIj8+DQo8cmRmOlJERiB4bWxucz0iaHR0cDovL3d3dy5vbmVtMm0ub3JnL29udG9sb2d5L2hvdXNlc19…..(omitted) 

	Defined as xs:union of xs:base64Binary and m2m:listOfURIs.

	m2m:TMGI
	Temporary Mobile Group Identity allocated to the MBMS bearer.
	F2003090156
	A string assigned by the 3GPP network used to identify the MBMS Bearer Service. The format is defined in TS 23.003[17] 

	m2m:sessionDescription
	Session Description
	o=user 2890844526 2890844526 IN IP4 10.1.1.1

s=stream

c=IN IP4 10.1.1.1

t=0 0

m=video 5600 RTP/AVP 96

a=rtpmap:96 H264/90000
	The description format is a multi-lined text string as defined in Session Description Protocol (IETF RFC 4566 [52]). 

	m2m:sessionCapabilities
	Session Capability
	audio:AVP video:RTS/AVP
	Pair(s) of media type and corresponding protocol as defined in Session Description Protocol (IETF RFC 4566 [52]. The delimiter ofbetween the media type and the protocol is colon.

	m2m:resourceList
	List of universal resource identifiers. 
	
	list of elements of data type m2m: nhURIanyURI

	NOTE: The media type and m2m:encodingType in m2m:contentInfo describe the content data to which the End-to-End Security of Data (ESData) processing, if any, was applied as indicated by m2m:contentSecurity. The m2m:contentInfo indicates a sequence of processes to be applied to the content after being obtained from the CSE. First, the ESData processing (if any) as indicated by m2m:contentSecurity is applied. The result of this processing then has transfer decoding (if any) applied as indicated by m2m:encodingType. The result of this processing is then processed according to the media type.


The m2m:timestamp datatype uses ISO8601 [27] Complete Representation using the Basic Format as described here:

· The timestamp shall be a string containing Year, Month, Day, Hours, Minutes and Seconds components using the format YYYYMMDDThhmmss as defined in [27]. In this representation the character "T" is to indicate the start of the time of day portion.  

· All these components shall appear in the string; reduced representations are not permitted.

· The Seconds component may optionally contain a decimal fraction. In this case the string shall contain two integer digits, followed by a comma and then one or more fractional digits, up to a maximum of six. For example YYYYMMDDThhmmss,ssssss

· The timestamp string shall not contain Timezone information. All timestamps shall be interpreted as being in UTC.

A receiving or Hosting CSE shall accept a timestamp that contains fractional seconds, but it need not act on a timestamp with the level of precision that is implied by its fractional part. For example it is acceptable for a Hosting CSE to round up an expiration time when interpreting it.

NOTE 1:
Care should be taken when developing an application that compares timestamps. This is because AE's and CSE's are not required to have their clocks synchronized.

NOTE 2:
As the m2m:timestamp is expressed in UTC, an AE has to be aware of the Timezone in which it is operating if it is to be able to relate the timestamp to its local time.
-----------------------End of change 1-------------------------------------------
-----------------------Start of change 2-------------------------------------------
6.3.4.2 Enumeration type definitions

6.3.4.2.1 m2m:resourceType

Table 6.3.4.2.1‑1: Interpretation of resourceType
	Value
	Interpretation
	Note

	1
	accessControlPolicy
	

	2
	AE
	

	3
	container
	

	4
	contentInstance
	

	5
	CSEBase
	

	6
	delivery
	

	7
	eventConfig
	

	8
	execInstance
	

	9
	group
	

	10
	locationPolicy
	

	11
	m2mServiceSubscriptionProfile
	

	12
	mgmtCmd
	

	13
	mgmtObj
	

	14
	node
	

	15
	pollingChannel
	

	16
	remoteCSE
	

	17
	request
	

	18
	schedule
	

	19
	serviceSubscribedAppRule
	

	20
	serviceSubscribedNode
	

	21
	statsCollect
	

	22
	statsConfig
	

	23
	subscription
	

	24
	semanticDescriptor
	

	25
	notificationTargetMgmtPolicyRef
	

	26
	notificationTargetPolicy
	

	27
	policyDeletionRules
	

	28
	flexContainer
	

	29
	timeSeries
	

	30
	timeSeriesInstance
	

	31
	role
	

	32
	token
	

	33
	trafficPattern
	

	34
	dynamicAuthorizationConsultation
	

	35
	authorizationDecision
	

	36
	authorizationPolicy
	

	37
	authorizationInformation
	

	38
	ontologyRepository
	

	39
	ontology
	

	40
	semanticMashupJobProfile
	

	41
	semanticMashupInstance
	

	42
	semanticMashupResult
	

	43
	AEContactList
	

	44
	AEContactListPerCSE
	

	45
	localMulticastGroup
	

	46
	multimediaSession
	

	X1
	crossResourceSubscription
	

	10001
	accessControlPolicyAnnc
	

	10002
	AEAnnc
	

	10003
	containerAnnc
	

	10004
	contentInstanceAnnc
	

	10009
	groupAnnc
	

	10010
	locationPolicyAnnc
	

	10013
	mgmtObjAnnc
	

	10014
	nodeAnnc
	

	10016
	remoteCSEAnnc
	

	10018
	scheduleAnnc
	

	10024
	semanticDescriptorAnnc
	

	10028
	flexContainerAnnc
	

	10029
	timeSeriesAnnc
	

	10030
	timeSeriesInstanceAnnc
	

	10033
	trafficPatternAnnc
	

	10034
	dynamicAuthorizationConsultationAnnc
	

	10038
	ontologyRepositoryAnnc
	

	10039
	ontologyAnnc
	

	10040
	semanticMashupJobProfileAnnc
	

	10041
	semanticMashupInstanceAnnc
	

	10042
	semanticMashupResultAnnc
	

	10046
	multimediaSessionAnnc
	

	NOTE:
See clause 6.4.1 "Request message parameter data types".


-----------------------End of change 2-------------------------------------------
-----------------------Start of change 3-------------------------------------------
6.3.4.2.11 m2m:memberType

Used for memberType attribute in <group> resource.

Table 6.3.4.2.11‑1: Interpretation of memberType
	Value
	Interpretation
	Note

	0
	mixed
	A mixture of all the resource types (except mixed itself).

	1
	accessControlPolicy
	

	2
	AE
	

	3
	container
	

	4
	contentInstance
	

	5
	CSEBase
	

	6
	delivery
	

	7
	eventConfig
	

	8
	execInstance
	

	9
	group
	

	10
	locationPolicy
	

	11
	m2mServiceSubscription
	

	12
	mgmtCmd
	

	13
	mgmtObj
	

	14
	node
	

	15
	pollingChannel
	

	16
	remoteCSE
	

	17
	request
	

	18
	schedule
	

	19
	serviceSubscribedAppRule
	

	20
	serviceSubscribedNode
	

	21
	statsCollect
	

	22
	statsConfig
	

	23
	subscription
	

	24
	semanticDescriptor
	

	25
	notificationTargetMgmtPolicyRef
	

	26
	notificationTargetPolicy
	

	27
	policyDeletionRules
	

	28
	flexContainer
	

	29
	timeSeries
	

	30
	timeSeriesInstance
	

	31
	role
	

	32
	token
	

	33
	trafficPattern
	

	34
	dynamicAuthorizationConsultation
	

	35
	authorizationDecision
	

	36
	authorizationPolicy
	

	37
	authorizationInformation
	

	38
	ontologyRepository
	

	39
	ontology
	

	40
	semanticMashupJobProfile
	

	41
	semanticMashupInstance
	

	42
	semanticMashupResult
	

	43
	AEContactList
	

	44
	AEContactListPerCSE
	

	46
	multimediaSession
	

	X1
	crossResourceSubscription
	

	10001
	accessControlPolicyAnnc
	

	10002
	AEAnnc
	

	10003
	containerAnnc
	

	10004
	contentInstanceAnnc
	

	10009
	groupAnnc
	

	10010
	locationPolicyAnnc
	

	10013
	mgmtObjAnnc
	

	10014
	nodeAnnc
	

	10016
	remoteCSEAnnc
	

	10018
	scheduleAnnc
	

	10024
	semanticDescriptorAnnc
	

	10028
	flexContainerAnnc
	

	10029
	timeSeriesAnnc
	

	10030
	timeSeriesInstanceAnnc
	

	10033
	trafficPatternAnnc
	

	10034
	dynamicAuthorizationConsultationAnnc
	

	10038
	ontologyRepositoryAnnc
	

	10039
	ontologyAnnc
	

	10040
	semanticMashupJobProfileAnnc
	

	10041
	semanticMashupInstanceAnnc
	

	10042
	semanticMashupResultAnnc
	

	10046
	multimediaSessionAnnc
	

	20001
	oldest
	

	20002
	latest
	

	20003
	mashup
	

	NOTE:
See clause 7.4.13 "Resource Type group". 


-----------------------End of change 3-------------------------------------------
-----------------------Start of change 4-------------------------------------------
6.3.4.2 Enumeration type definitions

6.3.4.2.X 
m2m:timeWindowType

Used for timeWindowType attribute in <crossResourceSubscription> resource.

Table 6.3.4.2.X‑1: Interpretation of timeWindowType

	Value
	Interpretation
	Note

	1
	PERIODICWINDOW
	

	2
	SLIDINGWINDOW
	

	NOTE:
See clause 7.4.X  "Resource Type crossResourceSubscription".


-----------------------End of change 4-------------------------------------------
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6.3.5 Complex data types

6.3.5.X m2m:eventNotificationCriteriaSet

Used for eventNotificationCriteriaSet attribute in <crossResourceSubscription> resource. 
Table 6.3.5.X‑1: Type Definition of m2m:eventNotificationCriteriaSet
	Element Path
	Element Data Type 
	Multiplicity
	Note

	eventNotificationCriteriaEntry
	m2m:eventNotificationCriteria
	1..n
	This data type is a list of eventNotificationCriteria, which is defined in the clause 6.3.5.7. 
Each eventNotificationCriteriaEntry is in order applied to a regular resource entry contained in the regularResourcesAsTarget attribute of <crossResourceSubscription> resource.


6.3.5.X1 m2m:regularResourcesAsTarget
Used for regularResourcesAsTarget attribute in <crossResourceSubscription> resource. 
Table 6.3.5.X1‑1: Type Definition of m2m:regularResourcesAsTarget
	Element Path
	Element Data Type 
	Multiplicity
	Note

	regularResourceEntry
	m2m:resourceList
	1
	This data type is a list of identifiers of regular resources. Each element in the list has data type xs:anyURI.


6.3.5.X2 m2m:subscriptionResourcesAsTarget
Used for subscriptionResourcesAsTarget attribute in <crossResourceSubscription> resource. 
Table 6.3.5.X2‑1: Type Definition of m2m:subscriptionResourcesAsTarget
	Element Path
	Element Data Type 
	Multiplicity
	Note

	subscriptionResourceEntry
	m2m:resourceList
	1
	This data type is a list of identifiers of <subscription> resources. Each element in the list has data type xs:anyURI.


-----------------------End of change 5-------------------------------------------
-----------------------Start of change 6-------------------------------------------
6.5.3 regularResource

6.4.1.1 Description

This type definition includes the universal and common attributes used by the non-annouceable M2M resources. 

6.4.1.2 Reference

See Table 6.3.6‑2.

6.4.1.3 Usage

This type is used by the following resource types:

<delivery>, <eventConfig>, <execInstance>, <m2mServiceSubscriptionProfile>, <mgmtCommand>, <request>, <serviceSubscribedNode>, <statsCollect>, <statsConfig>, <subscription>, <serviceSubscribedAppRule>, <notificationTargetMgmtPolicyRef>, <notificationTargetPolicy>, <policyDeletionRules>, <dynamicAuthorizationConsultation>, <role>, <token>, <authorizationDecision>, <authorizationPolicy> <authorizationInformation>, <AEContactList>, <AEContactListPerCSE>, <localMulticastGroup>, <crossResourceSubscription>
-----------------------End of change 6-------------------------------------------
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7.4.3 Resource Type <CSEBase>

A <CSEBase> resource shall represent a CSE. This <CSEBase> resource shall be the root for all the resources that are residing on the CSE. The detailed description can be found in clause 9.6.3 in TS-0001 [6].
Table 7.4.3.1‑1: Data type definition of <CSEBase> resource

	Data Type ID
	File Name
	Note

	CSEBase
	CDT-CSEBase-v3_6_0.xsd
	


Table 7.4.3.1‑2: Universal/Common Attributes of <CSEBase> resource
	Attribute Name

	

	@resourceName

	resourceType

	resourceID

	parentID

	creationTime

	lastModifiedTime

	labels


The value of the parentID attribute for the <CSEBase> resource shall be an empty string since the <CSEBase> resource does not have a parent. The common attributes accessControlPolicyIDs and dynamicAuthorizationConsultationIDs are treated as resource specific attributes.
Table 7.4.3.1‑3: Resource Specific Attributes of <CSEBase> resource
	Attribute Name
	Data Type
	Default Value and Constraints

	
	
	

	accessControlPolicyIDs
	m2m:acpType
	No default

	cseType
	m2m:cseTypeID
	No default

	CSE-ID
	m2m:ID
	No default

	supportedResourceType
	list of m2m:resourceType
	No default

	pointOfAccess
	m2m:poaList
	No default

	nodeLink
	xs:anyURI
	No default

	dynamicAuthorizationConsultationIDs
	list of xs:anyURI
	No default

	contentSerialization
	m2m:serializations
	No default

	e2eSecInfo
	m2m:e2eSecInfo
	No default

	supportedReleaseVersions
	m2m:supportedReleaseVersions
	No default


Table 7.4.3.1‑4: Child resources of <CSEBase> resource

	Child Resource Type
	Child Resource Name
	Multiplicity
	Ref. to Resource Type Definition

	<remoteCSE>
	[variable]
	0..n
	Clause 7.4.4

	<remoteCSEAnnc>
	[variable]
	0..n
	Clause 7.4.4

	<node>
	[variable]
	0..n
	Clause 7.4.18

	<AE>
	[variable]
	0..n
	Clause 7.4.5

	<container>
	[variable]
	0..n
	Clause 7.4.6

	<group>
	[variable]
	0..n
	Clause 7.4.13

	<accessControlPolicy>
	[variable]
	0..n
	Clause 7.4.2

	<subscription>
	[variable]
	0..n
	Clause 7.4.8

	<mgmtCmd>
	[variable]
	0..n
	Clause 7.4.16

	<locationPolicy>
	[variable]
	0..n
	Clause 7.4.10

	<statsConfig>
	[variable]
	0..n
	Clause 7.4.23

	<statsCollect>
	[variable]
	0..n
	Clause 7.4.25

	<request>
	[variable]
	0..n
	Clause 7.4.12

	<delivery>
	[variable]
	0..n
	Clause 7.4.11

	<schedule>
	[variable]
	0..1
	Clause 7.4.9

	<m2mServiceSubscriptionProfile>
	[variable]
	0..n
	Clause 7.4.19

	<serviceSubscribedAppRule>
	[variable]
	0..n
	Clause 7.4.29

	<notificationTargetPolicy>
	[variable]
	0..n
	Clause 7.4.31

	<dynamicAuthorizationConsultation>
	[variable]
	0..n
	Clause 7.4.36

	<flexContainer>
	[variable]
	0..n
	Clause 7.4.37

	<timeSeries>
	[variable]
	0..n
	Clause 7.4.38

	<role>
	[variable]
	0..n
	Clause 7.4.40

	<token>
	[variable]
	0..n
	Clause 7.4.41

	<authorizationDecision>
	[variable]
	0..n
	Clause 7.4.43

	<authorizationPolicy>
	[variable]
	0..n
	Clause 7.4.44

	<authorizationInformation>
	[variable]
	0..n
	Clause 7.4.45

	<ontologyRepository>
	[variable]
	0..1
	Clause 7.4.46

	<semanticMashupJobProfile>
	[variable]
	0..n
	Clause 7.4.49

	<semanticMashupInstance>
	[variable]
	0..n
	Clause 7.4.50

	<AEContactList>
	[variable]
	0..1
	Clause 7.4.53

	<localMulticastGroup>
	[variable]
	0..n
	Clause 7.4.55

	<crossResourceSubscription>
	[variable]
	0..n
	Clause 7.4.X


-----------------------End of change 8-------------------------------------------
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7.4.4 Resource Type <remoteCSE>

7.4.4.1 Introduction

A <remoteCSE> resource shall represent a remote CSE that is registered to the Registrar CSE. <remoteCSE> resources shall be located directly under the <CSEBase> of the Registrar CSE.

In addition each registered CSE shall have a <remoteCSE> resource representing its Registrar CSE. This is located directly under the registered CSE's <CSEBase>.

The detailed description can be found in clause 9.6.4 in TS-0001 [6].

Table 7.4.4.1‑1: Data type definition of <remoteCSE> resource
	Data Type ID
	File Name
	Note

	remoteCSE
	CDT-remoteCSE-v3_6_0.xsd
	


Table 7.4.4.1‑2: Universal/Common Attributes of <remoteCSE> resource
	Attribute Name
	Request Optionality 

	
	Create
	Update

	@resourceName
	O
	NP

	resourceType
	NP
	NP

	resourceID
	NP
	NP

	parentID
	NP
	NP

	accessControlPolicyIDs
	O
	O

	creationTime
	NP
	NP

	expirationTime
	O
	O

	lastModifiedTime
	NP
	NP

	labels
	O
	O

	announceTo
	O
	O

	announcedAttribute
	O
	O

	dynamicAuthorizationConsultationIDs
	O
	O


Table 7.4.4.1‑3: Resource Specific Attributes of <remoteCSE> resource
	Attribute Name
	Request Optionality 
	Data Type
	Default Value and Constraints

	
	Create
	Update
	
	

	cseType
	O
	NP
	m2m:cseTypeID
	No default

	pointOfAccess
	O
	O
	m2m:poaList
	No default

	CSEBase
	M
	NP
	xs:anyURI
	No default

	CSE-ID
	M
	NP
	m2m:ID
	No default

	M2M-Ext-ID
	O
	O
	m2m:externalID 
	No default

	Trigger-Recipient-ID
	O
	O
	m2m:triggerRecipientID
	No default

	requestReachability
	M
	O
	xs:boolean
	No default

	nodeLink
	O
	O
	xs:anyURI
	No default

	triggerReferenceNumber
	O
	O
	xs:unsignedInt
	No default

	contentSerialization
	O
	O
	m2m:serializations
	No default

	e2eSecInfo
	O
	O
	m2m:e2eSecInfo
	No default

	descendantCSEs
	O
	O
	m2m:listOfM2MID
	No default

	supportedReleaseVersions
	M
	O
	m2m:supportedReleaseVersions
	No default

	multicastCapability
	O
	O
	m2m:multicastCapability
	No default

	externalGroupID
	O
	O
	m2m:externalID
	No default


Table 7.4.4.1‑4: Child resources of <remoteCSE> resource

	Child Resource Type 
	Child Resource Name
	Multiplicity
	Ref. to Resource Type Definition

	<container>
	[variable]
	0..n
	Clause 7.4.6

	<containerAnnc>
	[variable]
	0..n
	Clause 7.4.6

	<flexContainer>
	[variable]
	0..n
	Clause 7.4.37

	<flexContainerAnnc>
	[variable]
	0..n
	Clause 7.4.37

	<group>
	[variable]
	0..n
	Clause 7.4.13

	<groupAnnc>
	[variable]
	0..n
	Clause 7.4.13

	<accessControlPolicy>
	[variable]
	0..n
	Clause 7.4.2

	<accessControlPolicyAnnc>
	[variable]
	0..n
	Clause 7.4.2

	<subscription>
	[variable]
	0..n
	Clause 7.4.8

	<pollingChannel>
	[variable]
	0..1
	Clause 7.4.21

	<schedule>
	[variable]
	0..1
	Clause 7.4.9

	<nodeAnnc>
	[variable]
	0..n
	Clause 7.4.36

	<dynamicAuthorizationConsultation>
	[variable]
	0..n
	Clause 7.4.36

	<flexContainer>
	[variable]
	0..n
	Clause 7.4.37

	<timeSeries>
	[variable]
	0..n
	Clause 7.4.38

	<timeSeriesAnnc>
	[variable]
	0..n
	Clause 7.4.38

	<remoteCSEAnnc>
	[variable]
	0..n
	Clause 7.4.4

	<AEAnnc>
	[variable]
	0..n
	Clause 7.4.5

	<locationPolicyAnnc>
	[variable]
	0..n
	Clause 7.4.10

	<ontologyRepositoryAnnc>
	[variable]
	0..1
	Clause 7.4.46

	<semanticMashupJobProfile>
	[variable]
	0..n
	Clause 7.4.49

	<semanticMashupJobProfileAnnc>
	[variable]
	0..n
	Clause 7.4.49

	<semanticMashupInstance>
	[variable]
	0..n
	Clause 7.4.50

	<semanticMashupInstanceAnnc>
	[variable]
	0..n
	Clause 7.4.50

	<crossResourceSubscription>
	[variable]
	0..n
	Clause 7.4.X


-----------------------End of change 9-------------------------------------------
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7.4.5 Resource Type <AE>
7.4.5.1 Introduction

The <AE> resource represents information about an Application Entity known to a given Common Services Entity.
The detailed description can be found in clause 9.6.5 in TS-0001 [6].

Table 7.4.5.1‑1: Data type definition of <AE> resource

	Data Type ID
	File Name
	Note

	AE
	CDT-AE-v3_6_0.xsd
	XSD schema for AE resource


Table 7.4.5.1‑2: Universal/Common Attributes of <AE> resource
	Attribute Name
	Request Optionality 

	
	Create
	Update

	@resourceName
	O
	NP

	resourceType
	NP
	NP

	resourceID
	NP
	NP

	parentID
	NP
	NP

	accessControlPolicyIDs
	O
	O

	creationTime
	NP
	NP

	expirationTime
	O
	O

	lastModifiedTime
	NP
	NP

	labels
	O
	O

	announceTo
	O
	O

	announcedAttribute
	O
	O

	dynamicAuthorizationConsultationIDs
	O
	O


Table 7.4.5.1‑3: Resource Specific Attributes of <AE> resource
	Attribute Name
	Request Optionality 
	Data Type
	Default Value and Constraints

	
	Create
	Update
	
	

	appName
	O
	O
	xs:string
	No default

	App-ID
	M
	NP
	xs:string
	No default

	AE-ID
	NP
	NP
	m2m:ID
	No default

	pointOfAccess
	O
	O
	m2m:poaList
	No default

	ontologyRef
	O
	O
	xs:anyURI
	No default

	nodeLink
	O
	O
	xs:anyURI
	No default

	requestReachability
	M
	O
	xs:boolean
	No default

	contentSerialization
	O
	O
	m2m:serializations
	No default

	e2eSecInfo
	O
	O
	m2m:e2eSecInfo
	No default

	M2M-Ext-ID
	O
	O
	m2m:externalID
	No default

	supportedReleaseVersions
	M
	O
	m2m:supportedReleaseVersions
	No default

	registrationStatus
	O
	O
	m2m:AERegistrationStatus
	No default

	trackRegistrationPoints
	O
	O
	xs:boolean
	No default

	sessionCapabilities
	O
	O
	m2m:sessionCapabilities
	No default


Table 7.4.5.1‑4: Child resources of <AE> resource

	Child Resource Type 
	Child Resource Name
	Multiplicity
	Ref. to Resource Type Definition

	<subscription>
	[variable]
	0..n
	Clause 7.4.8

	<container>
	[variable]
	0..n
	Clause 7.4.6

	<group>
	[variable]
	0..n
	Clause 7.4.13

	<accessControlPolicy>
	[variable]
	0..n
	Clause 7.4.2

	<pollingChannel>
	[variable]
	0..n
	Clause 7.4.21

	<schedule>
	[variable]
	0..1
	Clause 7.4.9

	<semanticDescriptor>
	[variable]
	0..n
	Clause 7.4.34

	<dynamicAuthorizationConsultation>
	[variable]
	0..n
	Clause 7.4.36

	<flexContainer>
	[variable]
	0..n
	Clause 7.4.37

	<timeSeries>
	[variable]
	0..n
	Clause 7.4.38

	<trafficPattern>
	[variable]
	0..n
	Clause 7.4.42

	<semanticMashupInstance>
	[variable]
	0..n
	Clause 7.4.50

	<multimediaSession>
	[variable]
	0..n
	Clause 7.4.56

	<crossResourceSubscription>
	[variable]
	0..n
	Clause 7.4.X1


-----------------------End of change 10-------------------------------------------
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8.2.3 Resource attributes
In protocol bindings, resource attributes names shall be translated into short names shown in the following tables.

Table 8.2.3‑1: Resource attribute short names (1/6)

	Attribute Name
	Occurs in
	Short Name

	accessControlPolicyIDs
	All except accessControlPolicy, contentInstance
	acpi

	announcedAttribute
	accessControlPolicy, AE, container, contentInstance, group, locationPolicy, mgmtObj, node, remoteCSE, schedule, semanticDescriptor, trafficPattern
	aa

	announceTo
	accessControlPolicy, AE, container, contentInstance, group, locationPolicy, mgmtObj, node, remoteCSE, schedule, semanticDescriptor, trafficPattern
	at

	creationTime
	All
	ct

	expirationTime
	All except contentInstance, CSEBase
	et

	labels
	All (optional)
	lbl

	lastModifiedTime
	All
	lt

	Link
	All
	lnk

	parentID
	All
	pi

	resourceID
	All
	ri

	resourceType
	All
	ty*

	stateTag
	container, contentInstance, delivery, request
	st

	resourceName
	All
	rn

	privileges
	accessControlPolicy
	pv

	selfPrivileges
	accessControlPolicy
	pvs

	App-ID
	AE
	api

	AE-ID
	AE
	aei

	AE-IDList
	AEContactListPerCSE
	ail

	appName
	AE
	apn

	pointOfAccess
	AE, CSEBase, remoteCSE
	poa

	ontologyRef
	AE, container, contentInstance, semanticDescriptor. flexContainer, timeSeries
	or

	nodeLink
	AE, CSEBase, remoteCSE, flexContainer
	nl

	contentSerialization
	AE
	csz

	registrationStatus
	AE
	regs

	trackRegistrationPoints
	AE
	trps

	sessionCapabilities
	AE
	scp

	creator
	container, contentInstance,eventConfig, group, pollingChannel, statsCollect, statsConfig, subscription, semanticDescriptor, notificationTargetPolicy, flexContainer, timeSeries, crossResourceSubscription
	cr

	maxNrOfInstances
	container, timeSeries
	mni

	maxByteSize
	container, timeSeries
	mbs

	maxInstanceAge
	container, timeSeries
	mia

	currentNrOfInstances
	container, timeSeries
	cni


Table 8.2.3‑2: Resource attribute short names (2/6)

	Attribute Name
	Occurs in
	Short Name

	currentByteSize
	container
	cbs

	locationID
	container
	li

	disableRetrieval
	container
	disr

	contentInfo
	contentInstance, timeSeries
	cnf

	contentSize
	contentInstance, timeSeriesInstance
	cs

	contentRef
	contentInstance
	conr

	containerDefinition
	flexContainer
	cnd

	primitiveContent 
	request
	pc*

	content
	contentInstance, timeSeriesInstance
	con

	cseType
	CSEBase, remoteCSE
	cst

	CSE-ID
	CSEBase, remoteCSE, service SubscribedNode, AEContactListPerCSE
	csi

	supportedResourceType
	CSEBase
	srt

	notificationCongestionPolicy
	CSEBase
	ncp

	source
	delivery
	sr

	target
	delivery, request
	tg

	lifespan
	delivery
	ls

	eventCat
	delivery
	ec

	deliveryMetaData
	delivery
	dmd

	aggregatedRequest
	delivery
	arq

	eventID
	eventConfig, statsCollect
	evi

	eventType
	eventConfig
	evt

	evenStart
	eventConfig
	evs

	eventEnd
	eventConfig
	eve

	operationType
	eventConfig
	opt

	dataSize
	eventConfig
	ds

	execStatus
	execInstance
	exs

	execResult
	execInstance
	exr

	execDisable
	execInstance
	exd

	execTarget
	execInstance, mgmtCmd
	ext

	execMode
	execInstance, mgmtCmd
	exm

	execFrequency
	execInstance, mgmtCmd
	exf

	execDelay
	execInstance, mgmtCmd
	exy

	execNumber
	execInstance, mgmtCmd
	exn

	execReqArgs
	execInstance, mgmtCmd
	exra

	execEnable
	mgmtCmd
	exe

	memberType
	group
	mt

	currentNrOfMembers
	group
	cnm

	maxNrOfMembers
	group
	mnm

	memberIDs
	group
	mid

	membersAccessControlPolicyIDs
	group
	macp

	memberTypeValidated
	group
	mtv

	consistencyStrategy
	group
	csy

	semanticSupportIndicator
	group
	ssi

	groupName
	group, subscription
	gn

	locationSource
	locationPolicy
	los

	locationUpdatePeriod
	locationPolicy
	lou

	locationTargetID
	locationPolicy
	lot

	locationServer
	locationPolicy
	lor

	locationContainerID
	locationPolicy
	loi

	locationContainerName
	locationPolicy
	lon

	locationStatus
	locationPolicy
	lost

	authID
	locationPolicy
	aid

	retrieveLastKnownLocation
	locationPolicy
	rlkl

	locationUpdateEventCriteria
	locationPolicy
	luec

	description
	mgmtCmd, mgmtObj, all management resources from firmware, ontology
	dc

	cmdType
	mgmtCmd
	cmt

	mgmtDefinition
	mgmtObj, all management resources from firmware
	mgd

	objectIDs
	mgmtObj
	obis


Table 8.2.3‑3: Resource attribute short names (3/6)

	Attribute Name
	Occurs in
	Short Name

	objectPaths
	mgmtObj
	obps

	mgmtSchema
	mgmtObj
	mgs

	nodeID
	node
	ni

	hostedCSELink
	node
	hcl

	mgmtClientAddress
	node
	mgca

	hostedAELinks

	node
	hael

	hostedServiceLinks

	node
	hsl

	CSEBase
	remoteCSE
	cb*

	M2M-Ext-ID
	remoteCSE, AE, locationPolicy
	mei

	Trigger-Recipient-ID
	remoteCSE
	tri

	requestReachability
	remoteCSE
	rr

	triggerReferenceNumber
	remoteCSE
	trn

	descendantCSEs
	remoteCSE
	dcse

	multicastCapability
	remoteCSE
	mtcc

	originator
	request
	org

	metaInformation
	request
	mi

	requestStatus
	request
	rs

	operationResult
	request
	ors

	operation
	request
	op*

	requestID
	request
	rid

	scheduleElement
	schedule
	se

	networkCoordinated
	schedule
	nco

	deviceIdentifier
	serviceSubscribedNode
	di

	ruleLinks
	serviceSubscribedNode
	rlk

	niddRequired
	serviceSubscribedNode
	nrq

	statsCollectID
	statsCollect
	sci

	collectingEntityID
	statsCollect
	cei

	collectedEntityID
	statsCollect
	cdi

	devStatus
	areaNwkDeviceInfo
	ss

	statsRuleStatus
	statsCollect
	srs

	statModel
	statsCollect
	sm

	collectPeriod
	statsCollect
	cp

	eventNotificationCriteria
	subscription
	enc

	expirationCounter
	subscription, crossResourceSubscription
	exc

	notificationURI
	subscription, crossResourceSubscription
	nu

	groupID
	Subscription
	gpi

	notificationForwardingURI
	Subscription
	nfu

	batchNotify
	Subscription
	bn

	rateLimit
	Subscription
	rl

	preSubscriptionNotify
	Subscription
	psn

	pendingNotification
	Subscription
	pn

	notificationStoragePriority
	Subscription
	nsp

	latestNotify
	Subscription
	ln

	notificationContentType
	Subscription
	nct

	notificationEventCat
	subscription, crossResourceSubscription
	nec

	subscriberURI
	subscription, crossResourceSubscription
	su

	version
	firmware, software, token
	vr

	URL
	firmware, software
	url

	update
	firmware
	ud

	updateStatus
	firmware
	uds

	install
	software
	in

	uninstall
	software
	un

	installStatus
	software
	ins

	activate
	software
	act

	deactivate
	software
	dea

	activeStatus
	software, areaNwkInfo
	acts

	memAvailable
	memory
	mma

	memTotal
	memory
	mmt


Table 8.2.3‑4: Resource attribute short names (4/6)

	Attribute Name
	Occurs in
	Short Name

	areaNwkType
	areaNwkInfo
	ant

	listOfDevices
	areaNwkInfo
	ldv

	devId
	areaNwkDeviceInfo
	dvd

	devType
	areaNwkDeviceInfo
	dvt

	areaNwkId
	areaNwkDeviceInfo
	awi

	sleepInterval
	areaNwkDeviceInfo
	sli

	sleepDuration
	areaNwkDeviceInfo
	sld

	listOfNeighbors
	areaNwkDeviceInfo
	lnh

	batteryLevel
	battery
	btl

	batteryStatus
	battery
	bts

	deviceLabel
	deviceInfo
	dlb

	manufacturer
	deviceInfo
	man

	model
	deviceInfo
	mod

	deviceType
	deviceInfo
	dty

	fwVersion
	deviceInfo
	fwv

	swVersion
	deviceInfo
	swv

	hwVersion
	deviceInfo
	hwv

	manufacturerDetailsLink
	deviceInfo
	mfdl

	manufacturingDate
	deviceInfo
	mfd

	subModel
	deviceInfo
	smod

	deviceName
	deviceInfo
	dvnm

	osVersion
	deviceInfo
	osv

	country
	deviceInfo
	cnty

	location
	deviceInfo
	loc

	systemTime
	deviceInfo
	syst

	supportURL
	deviceInfo
	spur

	presentationURL
	deviceInfo
	purl

	protocol
	deviceInfo
	ptl

	capabilityName
	deviceCapability
	can

	attached
	deviceCapability
	att

	capabilityActionStatus
	deviceCapability
	cas

	enable
	deviceCapability, allJoynSvcObject
	ena

	disable
	deviceCapability
	dis

	currentState
	deviceCapability
	cus

	reboot
	reboot
	rbo

	factoryReset
	reboot
	far

	logTypeId
	eventLog
	lgt

	logData
	eventLog
	lgd

	logStatus
	eventLog
	lgst

	logStart
	eventLog
	lga

	logStop
	eventLog
	lgo

	firmwareName
	firmware
	fwn

	softwareName
	software
	swn

	cmdhPolicyName
	cmdhPolicy
	cpn

	mgmtLink
	cmdhPolicy, activeCmdhPolicy, cmdhDefaults, cmdhNetworkAccessRules, cmdhNwAccessRule
	cmlk

	activeCmdhPolicyLink
	activeCmdhPolicy
	acmlk

	order
	cmdhDefEcValue, cmdhLimits
	od

	defEcValue
	cmdhDefEcValue
	dev

	requestOrigin
	cmdhDefEcValue, cmdhLimits
	ror

	requestContext
	cmdhDefEcValue, cmdhLimits
	rct

	requestContextNotification
	cmdhDefEcValue, cmdhLimits
	rctn

	requestCharacteristics
	cmdhDefEcValue, cmdhLimits
	rch

	applicableEventCategories
	cmdhNetworkAccessRules
	aecs

	applicableEventCategory
	cmdhEcDefParamValues, cmdhBuffer
	aec

	defaultRequestExpTime
	cmdhEcDefParamValues
	dqet

	defaultResultExpTime
	cmdhEcDefParamValues
	dset

	defaultOpExecTime
	cmdhEcDefParamValues
	doet

	defaultRespPersistence
	cmdhEcDefParamValues
	drp

	defaultDelAggregation
	cmdhEcDefParamValues
	dda

	limitsEventCategory
	cmdhLimits
	lec

	limitsRequestExpTime
	cmdhLimits
	lqet

	limitsResultExpTime
	cmdhLimits
	lset

	limitsOpExecTime
	cmdhLimits
	loet

	limitsRespPersistence
	cmdhLimits
	lrp

	limitsDelAggregation
	cmdhLimits
	lda

	targetNetwork
	cmdhNwAccessRule, trafficPattern
	ttn


Table 8.2.3‑5: Resource attribute short names (5/6)

	Attribute Name
	Occurs in
	Short Name

	minReqVolume
	cmdhNwAccessRule
	mrv

	spreadingWaitTime
	cmdhNwAccessRule
	swt

	backOffParameters
	cmdhNwAccessRule
	bop

	otherConditions
	cmdhNwAccessRule
	ohc

	maxBufferSize
	cmdhBuffer
	mbfs

	storagePriority
	cmdhBuffer
	sgp

	applicableCredIDs
	serviceSubscribedAppRule
	apci

	allowedApp-IDs
	serviceSubscribedAppRule
	aai

	allowedAEs
	serviceSubscribedAppRule
	aae

	allowedRole-IDs
	serviceSubscribedAppRule
	ari

	notificationTargetURI
	notificationTargetMgmtPolicyRef
	ntu

	notificationlPolicyID
	notificationTargetMgmtPolicyRef
	npi

	action
	notificationTargetPolicy
	acn

	policyLabel
	notificationTargetPolicy
	plbl

	rulesRelationship
	notificationTargetPolicy
	rrs

	creator
	notificationTargetPolicy
	cr

	deletionRules
	policyDeletionRules
	dr

	deletionRulesRelation
	policyDeletionRules
	drr

	dynamicAuthorizationConsultationIDs
	All resources having an accessControlPolicyID attribute
	daci

	dynamicAuthorizationEnabled
	dynamicAuthorizationConsultation
	dae

	dynamicAuthorizationPoA
	dynamicAuthorizationConsultation
	dap

	dynamicAuthorizationLifetime
	dynamicAuthorizationConsultation
	dal

	descriptorRepresentation
	semanticDescriptor
	dcrp

	semanticOpExec
	semanticDescriptor
	soe

	descriptor
	semanticDescriptor
	dsp

	relatedSemantics
	semanticDescriptor
	rels

	semanticValidated
	semanticDescriptor
	svd

	validationEnable
	semanticDescriptor
	vlde

	periodicInterval
	timeSeries
	pei

	missingDataDetect
	timeSeries
	mdd

	missingDataMaxNr
	timeSeries
	mdn

	missingDataList
	timeSeries
	mdlt

	missingDataCurrentNr
	timeSeries
	mdc

	missingDataDetectTimer
	timeSeries
	mdt

	dataGenerationTime
	timeSeriesInstance
	dgt

	sequenceNr
	timeSeriesInstance
	snr

	providedToNSE
	trafficPattern
	ptn

	periodicIndicator
	trafficPattern
	pri

	periodicDurationTime
	trafficPattern
	pdt

	periodicIntervalTime
	trafficPattern
	pit

	stationaryIndication
	trafficPattern
	sti

	dataSizeIndicator
	trafficPattern
	dsi

	validityTime
	trafficPattern
	vdt

	roleID
	role
	rlid

	roleName
	role
	rlnm

	tokenLink
	role
	rltl

	tokenID
	token
	tkid

	tokenObject
	token
	tkob

	issuer
	token, role
	tkis

	holder
	token, role
	tkhd

	notBefore
	token, role
	tknb

	notAfter
	token, role
	tkna

	tokenName
	token
	tknm

	audience
	token
	tkau

	permissions
	token
	tkps

	extension
	token
	tkex

	e2eSecInfo
	CSEBase, remoteCSE, AE
	esi

	supportedReleaseVersions
	CSEBase, remoteCSE, AE
	srv


Table 8.2.3‑6: Resource attribute short names (6/6)

	Attribute Name
	Occurs in
	Short Name

	serviceName
	genericInterworkingService
	gisn

	operationName
	genericInterworkingOperationInstance
	gion

	inputDataPointLinks
	genericInterworkingService, genericInterworkingOperationInstance
	giip

	outputDataPointLinks
	genericInterworkingService, genericInterworkingOperationInstance
	giop

	inputLinks
	genericInterworkingOperationInstance
	giil

	outputLinks
	genericInterworkingOperationInstance
	giol

	operationState
	genericInterworkingOperationInstance
	gios

	direction
	allJoynApp
	dir

	objectPath
	allJoynSvcObject
	ajop

	interfaceIntrospectXmlRef
	allJoynInterface
	ajir

	input
	allJoynMethodCall
	inp

	callStatus
	allJoynMethodCall
	clst

	output
	allJoynMethodCall
	out

	currentValue
	allJoynProperty
	crv

	requestedValue
	allJoynProperty
	rqv

	decision
	authorizationDecision
	dec

	status
	authorizationDecision, authorizationPolicy, authorizationInformation
	sus

	to
	authorizationDecision, authorizationPolicy
	to*

	from
	authorizationDecision, authorizationInformation
	fr*

	requestedResourceType
	authorizationDecision
	rrt

	operation
	authorizationDecision
	op*

	filterUsage
	authorizationDecision
	fu

	roleIDs
	authorizationDecision, authorizationInformation
	rids*

	tokenIDs
	authorizationDecision, authorizationInformation
	tids*

	tokens
	authorizationDecision
	tkns*

	requestTime
	authorizationDecision
	rtm

	originatorLocation
	authorizationDecision
	olo

	originatorIP
	authorizationDecision
	oip

	policies
	authorizationPolicy
	ps

	combiningAlgorithm
	authorizationPolicy
	ca

	ontologyFormat
	ontology
	ontf

	ontologyContent
	ontology
	ontc

	memberFilter
	semanticMashupJobProfile
	mbft

	smiID
	semanticMashupJobProfile
	miid

	inputDescriptor
	semanticMashupJobProfile
	iptd

	outputDescriptor
	semanticMashupJobProfile
	uptd

	functionDescriptor
	semanticMashupJobProfile
	fucd

	smjpID
	semanticMashupInstance
	mjid

	smjpInputParameter
	semanticMashupInstance, semanticMashupResult
	jpin

	memberStoreType
	semanticMashupInstance
	mst

	mashupMember
	semanticMashupInstance
	msm

	resultGenType
	semanticMashupInstance
	rgt

	periodForResultGen
	semanticMashupInstance
	prg

	mashupResultFormat
	semanticMashupResult
	mrf

	mashupResult
	semanticMashupResult
	mrt

	numberImpactedCSEs
	AEContactList
	nic

	externalGroupID
	LocalMulticastGroup, remoteCSE
	egid

	multicastAddress
	LocalMulticastGroup
	mad

	multicastGroupFanoutTarget
	LocalMulticastGroup
	mgft

	memberList
	LocalMulticastGroup
	mli

	responseTarget
	LocalMulticastGroup
	rstt

	responseTimeWindow
	LocalMulticastGroup
	rstw

	TMGI
	LocalMulticastGroup
	tmgi

	sessionOriginatorID
	multimediaSession
	soi

	acceptedSessionDescriptions
	multimediaSession
	asd

	offeredSessionDescriptions
	multimediaSession
	osd

	sessionState
	multimediaSession
	sst

	regularResourcesAsTarget
	crossResourceSubscription
	rrat

	subscriptionResourcesAsTarget
	crossResourceSubscription
	srat

	timeWindowType
	crossResourceSubscription
	twt

	timeWindowSize
	crossResourceSubscription
	tws

	eventNotificationCriteriaSet
	crossResourceSubscription
	encs

	associatedCrossResourceSub
	subscription
	acrs

	NOTE:
* marked short names have been already assigned in Table 8.2.2-1.


-----------------------End of change 11-------------------------------------------
-----------------------Start of change 12-------------------------------------------
8.2.4 Resource types

In protocol bindings resource type names shall be translated into short names of Table 8.2.4‑1.
Table 8.2.4‑1: Resource and specialization type short names

	Resource Type Name
	Short Name

	accessControlPolicy
	acp

	accessControlPolicyAnnc
	acpA

	AE
	ae

	AEAnnc
	aeA

	container
	cnt

	containerAnnc
	cntA

	contentInstance
	cin

	contentInstanceAnnc
	cinA

	CSEBase
	cb

	delivery
	dlv

	eventConfig
	evcg

	execInstance
	exin

	group
	grp

	groupAnnc
	grpA

	locationPolicy
	lcp

	locationPolicyAnnc
	lcpA

	m2mServiceSubscriptionProfile
	mssp

	mgmtCmd
	mgc

	node
	nod

	nodeAnnc
	nodA

	pollingChannel
	pch

	remoteCSE
	csr

	remoteCSEAnnc
	csrA

	request
	req

	schedule
	sch

	scheduleAnnc
	schA

	serviceSubscribedAppRule
	asar

	serviceSubscribedNode
	svsn

	statsCollect
	stcl

	statsConfig
	stcg

	subscription
	sub

	firmware
	fwr

	firmwareAnnc
	fwrA

	software
	swr

	softwareAnnc
	swrA

	memory
	mem

	memoryAnnc
	memA

	areaNwkInfo
	ani

	areaNwkInfoAnnc
	aniA

	areaNwkDeviceInfo
	andi

	areaNwkDeviceInfoAnnc
	andiA

	battery
	bat

	batteryAnnc
	batA

	deviceInfo
	dvi

	deviceInfoAnnc
	dviA

	deviceCapability
	dvc

	deviceCapabilityAnnc
	dvcA

	reboot
	rbo *

	rebootAnnc
	rboA

	eventLog
	evl

	eventLogAnnc
	evlA

	cmdhPolicy
	cmp

	activeCmdhPolicy
	acmp

	cmdhDefaults
	cmdf

	cmdhDefEcValue
	cmdv

	cmdhEcDefParamValues
	cmpv

	cmdhLimits
	cml

	cmdhNetworkAccessRules
	cmnr

	cmdhNwAccessRule
	cmwr

	cmdhBuffer
	cmbf

	notificationTargetMgmtPolicyRef
	ntpr

	notificationTargetPolicy
	ntp

	policyDeletionRules
	pdr

	dynamicAuthorizationConsultation
	dac

	semanticDescriptor
	smd

	semanticDescriptorAnnc
	smdA

	timeSeries
	ts

	timeSeriesAnnc
	tsA

	timeSeriesInstance
	tsi

	timeSeriesInstanceAnnc
	tsiA

	trafficPattern
	trpt

	trafficPatternAnnc
	trptA

	role
	rol

	token
	tk

	genericInterworkingService
	gis

	genericInterworkingServiceAnnc
	gisA

	genericInterworkingOperationInstance
	gio

	genericInterworkingOperationInstanceAnnc
	gioA

	svcObjWrapper
	ajsw

	svcObjWrapperAnnc
	ajswA

	svcFwWrapper
	ajfw

	svcFwWrapperAnnc
	ajfwA

	allJoynApp
	ajap

	allJoynAppAnnc
	ajapA

	allJoynSvcObject
	ajso

	allJoynSvcObjectAnnc
	ajsoA

	allJoynInterface
	ajif

	allJoynInterfaceAnnc
	ajifA

	allJoynMethod
	ajmd

	allJoynMethodAnnc
	ajmdA

	allJoynMethodCall
	ajmc

	allJoynMethodCallAnnc
	ajmcA

	allJoynProperty
	ajpr

	allJoynPropertyAnnc
	ajprA

	authorizationDecision
	auds

	authorizationPolicy
	aupy

	authorizationInformation
	auif

	ontologyRepository
	ontr

	ontologyRepositoryAnnc
	ontrA

	ontology
	ont

	ontologyAnnc
	ontA

	semanticMashupJobProfile
	smjp

	semanticMashupJobProfileAnnc
	smjpA

	semanticMashupInstance
	smi

	semanticMashupInstanceAnnc
	smiA

	semanticMashupResult
	smr

	semanticMashupResultAnnc
	smrA

	AEContactList
	alst

	AEContactListPerCSE
	alpc

	localMulticastGroup
	lmg

	multimediaSession
	mms

	multimediaSessionAnnc
	mmsA

	crossResourceSubscription
	crs

	NOTE:
* marked short names have been already assigned in attribute Tables 8.2.3-1 to 8.2.3-5.


-----------------------End of change 12-------------------------------------------
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8.2.5 Complex data types members

In protocol bindings complex data types member names shall be translated into short names of Table 8.2.5-1.

Table 8.2.5‑1: Complex data type member short names

	Member Name
	Occurs in
	Short Name

	createdBefore
	filterCriteria, eventNotificationCriteria
	crb

	createdAfter
	filterCriteria, eventNotificationCriteria
	cra

	modifiedSince
	filterCriteria, eventNotificationCriteria
	ms

	unmodifiedSince
	filterCriteria, eventNotificationCriteria
	us

	stateTagSmaller
	filterCriteria, eventNotificationCriteria
	sts

	stateTagBigger
	filterCriteria, eventNotificationCriteria
	stb

	expireBefore
	filterCriteria, eventNotificationCriteria
	exb

	expireAfter
	filterCriteria, eventNotificationCriteria
	exa

	labels
	filterCriteria, eventNotificationCriteria
	lbl*

	labelsQuery
	filterCriteria
	lbq

	resourceType
	filterCriteria, accessControlObjectDetails
	ty*

	sizeAbove
	filterCriteria, eventNotificationCriteria
	sza

	sizeBelow
	filterCriteria, eventNotificationCriteriay
	szb

	contentType
	filterCriteria
	cty

	limit
	filterCriteria
	lim

	attribute
	filterCriteria, eventNotificationCriteria
	atr

	contentFilterSyntax
	filterCriteria
	cfs

	contentFilterQuery
	filterCriteria
	cfq

	level
	filterCriteria
	lvl

	offset
	filterCriteria
	ofst

	notificationEventType
	eventNotificationCriteria, notificationEvent
	net

	operationMonitor
	eventNotificationCriteria, notificationEvent
	om

	representation
	notificationEvent
	rep

	filterUsage
	filterCriteria
	fu*

	eventCatType
	eventCat
	ect

	eventCatNo
	eventCat
	ecn

	number
	batchNotify
	num

	duration
	batchNotify
	dur

	notification
	aggregatedNotification, 
Request Primitive Content
	sgn

	notificationEvent
	notification
	nev

	verificationRequest
	notification
	vrq

	subscriptionDeletion
	notification
	sud

	subscriptionReference
	notification
	sur

	creator
	notification
	cr*

	notificationForwardingURI
	notification
	nfu*

	notificationTarget
	notification
	ntt

	targetRemovalRequest
	notification
	trr

	targetRemovalAllowance
	notification
	tra

	IPEDiscoveryRequest
	notification
	idr

	AERegistrationPointChange
	notification
	aerp

	AEReferenceIDChange
	notification
	aerid

	trackingID1
	notification
	tid1

	trackingID2
	notification
	tid2

	filterCriteria
	IPEDiscoveryRequest
	fc*

	operation
	operationMonitor, dynAuthDasRequest
	op*

	operations
	operationMonitor
	ops

	originator
	operationMonitor, IPEDiscoveryRequest, dynAuthDasRequest
	or*

	action
	actionStatus
	acn*

	status
	actionStatus
	sus*

	childResource
	All except execInstance, announced resource, management resources from firmware
	ch

	accessControlRule
	privileges, selfPrivileges
	acr

	accessControlOriginators
	accessControlRule
	acor

	accessControlOperations
	accessControlRule
	acop

	accessControlContexts
	accessControlRule
	acco

	accessControWindow
	accessControlContexts
	actw

	accessControlIpAddresses
	accessControlContexts
	acip

	ipv4Addresses
	accessControlIpAddress
	ipv4

	ipv6Addresses
	accessControlIpAddress
	ipv6

	accessControlLocationRegion
	accessControlContexts
	aclr

	countryCode
	accessControlLocationRegion
	accc

	circRegion
	accessControlLocationRegion
	accr

	name
	attribute, anyArgType, mgmtLinkRef, childResourceRef, contentRef
	nm*

	specializationID
	childResourceRef, accessControlObjectDetails
	spid

	value
	attribute
	val

	type
	anyArgType
	typ

	maxNrOfNotify
	rateLimit
	mnn

	timeWindow
	rateLimit
	tww

	scheduleEntry
	scheduleElement
	sce

	aggregatedNotification
	Request Primitive Content
	agn

	attributeList
	Request Primitive Content
	atrl

	securityInfo
	Request Primitive Content, Response Primitive Content
	seci

	aggregatedResponse
	Response Primitive Content
	agr

	resource
	Response Primitive Content
	rce

	URIList
	Response Primitive Content
	uril

	debugInfo
	Response Primitive Content
	dbg

	queryResult
	Response Primitive Content
	qres

	anyArg
	resetArgsType, rebootArgsType, uploadArgsType, downloadArgsType, softwareInstallArgsType softwareUpdateArgsType, softwareUninstallArgsType, execReqArgsListType
	any

	fileType
	downloadArgsType
	ftyp

	URI
	resourceWrapper, dynAuthTokenReqInfo
	uri

	URL
	downloadArgsType
	url*

	username
	uploadArgsType, downloadArgsType, softwareUpdateArgsType, softwareUninstallArgsType,
	unm

	password
	uploadArgsType, downloadArgsType, softwareUpdateArgsType, softwareUninstallArgsType,
	pwd

	filesize
	downloadArgsType
	fsi

	targetFile
	downloadArgsType
	tgf

	delaySeconds
	downloadArgsType
	dss

	successURL
	downloadArgsType
	surl

	startTime
	downloadArgsType
	stt

	completeTime
	downloadArgsType
	cpt

	UUID
	softwareInstallArgsType softwareUpdateArgsType, softwareUninstallArgsType,
	uuid

	executionEnvRef
	softwareInstallArgsType softawareUpdateArgsType, softwareUninstallArgsType,
	eer

	version
	softwareUninstallArgsType, tokenClaimSet
	vr*

	reset
	execReqArgsListType
	rst

	reboot
	execReqArgsListType
	rbo*

	upload
	execReqArgsListType
	uld

	download
	execReqArgsListType
	dld

	softwareInstall
	execReqArgsListType
	swin

	softwareUpdate
	execReqArgsListType
	swup

	softwareUninstall
	execReqArgsListType
	swun

	tracingOption
	deliveryMetaData
	tcop

	tracingInfo
	deliveryMetaData
	tcin

	responseTypeValue
	responseTypeInfo
	rtv

	notificationURI
	responseTypeInfo
	nu

	timeOfDay
	deletionContexts
	tod

	locationRegions
	deletionContexts
	lr

	URIReference
	contentRef
	urir

	semanticsFilter
	filterCriteria
	smf

	missingDataList
	timeSeries
	mdl

	missingData
	eventNotificationCriteria
	md

	tokenID
	tokenClaimSet, dynAuthLocalTokenIdAssignments
	tkid

	holder
	tokenClaimSet
	tkhd*

	issuer
	tokenClaimSet
	tkis*

	notBefore
	tokenClaimSet
	tknb*

	notAfter
	tokenClaimSet
	tkna*

	tokenName
	tokenClaimSet
	tknm*

	audience
	tokenClaimSet
	tkau*

	permissions
	tokenClaimSet
	tkps*

	extension
	tokenClaimSet
	tkex*

	permission
	tokenPermissions
	pm

	resourceIDs
	tokenPermission
	ris

	privileges
	tokenPermission, setOfPermissions
	pv*

	roleIDs
	tokenPermission
	rids*

	localTokenIdAssignment
	dynAuthLocalTokenIdAssignments
	ltia

	localTokenID
	dynAuthLocalTokenIdAssignment
	lti

	dasInfo
	dynAuthTokenReqInfo
	dasi

	dasRequest
	dynAuthTokenReqInfo
	daq

	securedDasRequest
	dynAuthTokenReqInfo
	sdr

	filterOperation
	filterCriteria
	fo

	targetedResourceType
	dynAuthDasRequest
	trt

	originatorIP
	dynAuthDasRequest
	oip*

	ipv4Address
	dynAuthDasRequest, ipAddress
	ip4

	ipv6Address
	dynAuthDasRequest, ipAddress
	ip6

	originatorLocation
	dynAuthDasRequest
	olo*

	originatorRoleIDs
	dynAuthDasRequest
	orid

	requestTimestamp
	dynAuthDasRequest
	rts

	targetedResourceID
	dynAuthDasRequest
	trid

	proposedPrivilegesLifetime
	dynAuthDasRequest
	ppl

	roleIDsFromACPs
	dynAuthDasRequest
	rfa

	tokenIDs
	dynAuthDasRequest
	tids

	dynamicACPInfo
	dynAuthDasResponse
	dai

	grantedPrivileges
	dynAuthDasResponse
	gp

	privilegesLifetime
	dynAuthDasResponse
	pl

	tokens
	dynAuthDasResponse
	tkns

	securityInfoType
	securityInfo
	sit

	dasRequest
	securityInfo
	dreq

	dasResponse
	securityInfo
	dres

	dynAuthRelMapRequest
	securityInfo
	darq

	dynAuthRelMapResponse
	securityInfo
	dars

	esprimRandObject
	securityInfo
	ero

	esprimObject
	securityInfo
	epo

	escertkeMessage
	securityInfo
	eckm

	resourceRef
	listOfChildResourceRef
	rrf

	resourceRefList
	Response Primitive Content
	rrl

	esprimRandID
	originatorESPrimRandObject, receiverESPrimRandObject,
	esri

	esprimRandValue
	originatorESPrimRandObject, receiverESPrimRandObject,
	esrv

	esprimRandExpiry
	originatorESPrimRandObject, receiverESPrimRandObject,
	esrx

	esprimKeyGenAlgID
	originatorESPrimRandObject, 
	esk

	esprimKeyGenAlgIDs
	receiverESPrimRandObject,
	esks

	esprimProtocolAndAlgIDs
	originatorESPrimRandObject, receiverESPrimRandObject,
	espa

	supportede2ESecFeatures
	e2eSecInfo
	esf

	certificates
	e2eSecInfo
	escert

	sharedReceiverESPrimRandObject
	e2eSecInfo
	esro

	networkAction
	backOffParameters
	nwa

	initialBackoffTime
	backOffParameters
	ibt

	additionalBackoffTime
	backOffParameters
	abt

	maximumBackoffTime
	backOffParameters
	mbt

	optionalRandomBackoffTime
	backOffParameters
	rbt

	backOffParametersSet
	backOffParameters
	bops

	dataLink
	listOfDataLinks
	dali

	attributeName
	dataLink
	atn

	dataContainerID
	dataLink
	dcid

	accessControlAuthenticationFlag
	accessControlRule
	acaf

	accessControlObjectDetails
	accessControlRule
	acod

	dataLinkEntry
	listOfDataLinks
	dle

	childResourceType
	accessControlObjectDetails, eventNotificationCriteria, filterCriteria
	chty

	parentResourceType
	filterCriteria
	pty

	childLabels
	filterCriteria
	clbl 

	parentLabels
	filterCriteria
	palb

	childAttribute
	filterCriteria
	catr

	parentAttribute
	filterCriteria
	patr

	applyRelativePath
	filterCriteria
	arp

	sessionDescription
	sessionDescriptions
	sdc

	eventNotificationCriteriaEntry
	eventNotificationCriteriaSet
	encn

	NOTE:
* marked short names have been already assigned in attribute Table 8.2.3-1 to Table 8.2.3-6.
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6.4.1.4 Receiver error response class

Table 6.6.3.6-1 specifies the RSCs for Receiver error responses.

51xx codes are oneM2M specific, which are used in generic procedures.

52xx codes are oneM2M specific, which are used in resource specific procedures.
Table 6.6.3.6‑1: RSCs for Receiver error response class

	Numeric Code
	Description

	5000
	INTERNAL_SERVER_ERROR

	5001
	NOT_IMPLEMENTED

	5103
	TARGET_NOT_REACHABLE

	5105
	RECEIVER_HAS_NO_PRIVILEGE

	5106
	ALREADY_EXISTS

	5203
	TARGET_NOT_SUBSCRIBABLE

	5204
	SUBSCRIPTION_VERIFICATION_INITIATION_FAILED

	5205
	SUBSCRIPTION_HOST_HAS_NO_PRIVILEGE

	5206
	NON_BLOCKING_REQUEST_NOT_SUPPORTED

	5207
	NOT_ACCEPTABLE

	5208
	DISCOVERY_DENIED_BY_IPE

	5209
	GROUP_MEMBERS_NOT_RESPONDED

	5210
	ESPRIM_DECRYPTION_ERROR

	5211
	ESPRIM_ENCRYPTION_ERROR

	5212
	SPARQL_UPDATE_ERROR

	5213
	MASH_UP_OPERATION_FAILED

	5214
	TARGET_HAS_NO_SESSION_CAPABILITY

	5215
	SESSION_IS_ONLINE

	5216
	JOIN_MULTICAST_GROUP_FAILED

	5217
	LEAVE_MULTICAST_GROUP_FAILED

	52xx
	CROSS_RESOURCE_OPERATION_FAILURE


-----------------------End of change 14-------------------------------------------
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