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oneM2M Notice

The document to which this cover statement is attached is submitted to oneM2M.  Participation in, or attendance at, any activity of oneM2M, constitutes acceptance of and agreement to be bound by terms of the Working Procedures and the Partnership Agreement, including the Intellectual Property Rights (IPR) Principles Governing oneM2M Work found in Annex 1 of the Partnership Agreement.

GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
	A-PRO-34.1-004
	Raise a CR to address the <trafficPattern> resource referenced in Table B.2.1.2-1.


All of the information captured in Annex B is captured in TS-00026 3GPP Interworking.
I suggest removing the entire Annex, leaving a note for reference.

Related note for minutes:

	TS-0004
	It only lists a normative Annex for device triggering for 3GPP. A similar Annex 
(like B.2 under B annex) should be included for 3GPP2. Note that in section 5.1.1
references to 3GPP2 device triggering to Annex B.1 which is not right. It should
refer to Annex B.2 once it is added in the document.
	Need an editorial CR to Section 5.1.1 & also into to Annex B.

LS to 3GPP2?


----------------------- Start of change 1 -----------------------
Annex B (normative): 
3GPP MTC Interworking Device triggering

Refer to TS-0026 3GPP Interworking 

 
B.1.1.  
B.1.1.1. 


B.1.1.2. 





B.1.1.3. 

B.1.1.4. 

B.1.1.5. 

B.2. 
B.2.1.  
B.2.1.1. 


B.2.1.2. 


	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


B.2.1.3. 


	
	
	

	
	
	


B.3. 
B.3.1.  


· 
· 
B.3.2.  













B.3.3.  


----------------------- End of change 1 -----------------------
----------------------- Start of change 2 -----------------------
5.2.1 Interfaces to the underlying networks
The CSEs access the network service functions provided by the underlying networks such as 3GPP, 3GPP2 and WLAN via Mcn reference point. Protocol bindings to the Mcn reference point are described in clause 9. The following services are provided by the underlying networks:

· Device triggering see TS-0026)
· Location request (see Annex G)
· Device Management (see clause 7.3.4)
----------------------- End of change 2 -----------------------
----------------------- Start of change 3 -----------------------
----------------------- End of change 3 -----------------------
----------------------- Start of change 4 -----------------------
----------------------- End of change 2 -----------------------
CHECK LIST

· Does this change request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.?
· Does this CR contain changes related to only one particular issue/problem?
· Does this change request  make all the changes necessary to address the issue or problem?  E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable?
· Does this change request follow the drafting rules?
· Are all pictures editable?
· Have you checked the spelling and grammar?
· Have you used change bars for all modifications?
· Does the change include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change? (Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.)
· Are multiple changes in this CR clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.?
�PRO-2017-0322R02 proposed to delete <trafficPattern>. This Annex shall be updated. Action for Convida.
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