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Introduction
Changes for announcement TPs release 3.
----------------------- Start of change 1 -----------------------
TP/oneM2M/CSE/ANNC/UPD/001
	TP Id
	TP/oneM2M/CSE/ANNC/UPD/001

	Test objective
	Check that the IUT announces successfully the RESOURCE_TYPE resource when a new CSE-ID is provided in announcedTo optional attribute and its parent resource having been announced to the announcement target CSE

	Reference
	TS-0001 [1], clause 10.2.18.4, TS-0004 [2], clause 7.3.3.10

	Parent Release
	Release 3

	Config Id
	CF02

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having registered to the remoteCSE


and the IUT having created and announced the PARENT_RESOURCE resource to the announcement target CSE

and the IUT having created a RESOURCE_TYPE resource at TARGET_RESOURCE_ADDRESS containing



announceTo attribute set to NULL


and the AE having privileges to perform UPDATE operation on the resource TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE-ID and 



Content containing



RESOURCE_TYPE resource containing




announceTo attribute set to ANNC_TARGET_CSE_ADDRESS
}
	IUT ( AE

	
	then {

The IUT sends a valid CREATE Request containing


To set REMOTE_CSE_RESOURCE_ADDRESS and


Content containing



RESOURCE_TYPE announced variant resource containing





MA (mandatory) attributes 
}
	IUT ( CSE


	TP Id
	RESOURCE_TYPE

	TP/oneM2M/CSE/ANNC/UPD/001_ACP
	1 (accesControlPolicy)

	TP/oneM2M/CSE/ANNC/UPD/001_CNT
	3 (container)

	TP/oneM2M/CSE/ANNC/UPD/001_GRP
	9 (group)

	TP/oneM2M/CSE/ANNC/UPD/001_LCP
	10 (locationPolicy)

	TP/oneM2M/CSE/ANNC/UPD/001_MGO
	13 (mgmtObj)

	TP/oneM2M/CSE/ANNC/UPD/001_NOD
	14 (node)

	TP/oneM2M/CSE/ANNC/UPD/001_SCH
	18 (schedule)

	TP/oneM2M/CSE/ANNC/UPD/001_TS
	29 (timeSeries)


TP/oneM2M/CSE/ANNC/UPD/004
	TP Id
	TP/oneM2M/CSE/ANNC/UPD/004

	Test objective
	Check that the IUT returns a successful response with announceAttribute set to NULL if announcedAttribute contains an attribute that is not marked OA

	Reference
	TS-0001 [1], clause 10.2.18.1 and clause 10.2.18.4, TS-0004 [2], clause  7.3.1.10

	Parent Release
	Release 3

	Config Id
	CF02

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered to the remoteCSE

and the IUT having registered the AE


and the IUT having created and announced the PARENT_RESOURCE resource to the announcement target CSE 

and the IUT having created a  RESOURCE_TYPE resource at TARGET_RESOURCE_ADDRESS containing



announceTo attribute set to NULL



announcedAttribute attribute set to NULL



parentId attribute set to PARENT_RESOURCE_ADDRESS

and the AE having privileges to perform UPDATE operation on the TARGET_RESOURCE_ADDRESS

and the IUT having received a valid UPDATE Request containing



Content  containing



RESOURCE_TYPE resource containing




announcedAttribute attribute set to pi and




announceTo attribute set to ANNC_TARGET_CSE_ADDRESS

and the IUT having sent a valid CREATE Request containing


Content containing




RESOURCE_TYPE resource announced variant resource containing




MA (mandatory) attributes and 





not pi attribute

and the IUT having received a valid Response containing



Response Status Code set to 2001 (CREATED
}



}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid Response from CSE containing 



Response Status Code set to 2001 (CREATED)


}


}
	IUT ( CSE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and


Content containing




RESOURCE_TYPE resource containing





announceTo attribute set to ANNC_TARGET_CSE_ADDRESS 



and




announcedAttribute set to NULL
}
	IUT ( AE


	TP Id
	RESOURCE_TYPE

	TP/oneM2M/CSE/ANNC/UPD/004_CNT
	3 (container)

	TP/oneM2M/CSE/ANNC/UPD/004_GRP
	9 (group)

	TP/oneM2M/CSE/ANNC/UPD/004_LCP
	10 (locationPolicy)

	TP/oneM2M/CSE/ANNC/UPD/004_MGO
	13 (mgmtObj)

	TP/oneM2M/CSE/ANNC/UPD/004_NOD
	14 (node)

	TP/oneM2M/CSE/ANNC/UPD/004_SCH
	18 (schedule)

	TP/oneM2M/CSE/ANNC/UPD/004_TS
	29 (timeSeries)


TP/oneM2M/CSE/ANNC/UPD/006

	TP Id
	TP/oneM2M/CSE/ANNC/UPD/006

	Test objective
	Check that the IUT announces successfully the RESOURCE_TYPE resource when a new CSE-ID is provided in announcedTo optional attribute and IUT having been already announced to announcement target CSE

	Reference
	TS-0001 [1], clause 10.2.18.4, TS-0004 [2], clause 7.3.3.10

	Parent Release
	Release 3

	Config Id
	CF02

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT not having registered to the remoteCSE


and the IUT having been announced to the announcement target CSE


and the IUT having created the RESOURCE_TYPE resource 


and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE-ID and 



Content containing



RESOURCE_TYPE resource containing




announceTo attribute set to ANNC_TARGET_CSE_ADDRESS
}
	IUT ( AE

	
	then {

The IUT sends a valid CREATE Request containing


To set to REMOTE_CSE_ANNC_RESOURCE_ADDRESS and


Content containing



RESOURCE_TYPE announced variant resource containing





MA (mandatory) attributes

}
	IUT ( CSE




	TP Id
	RESOURCE_TYPE

	TP/oneM2M/CSE/ANNC/UPD/006_ACP
	1 (accesControlPolicy)

	TP/oneM2M/CSE/ANNC/UPD/006_CNT
	3 (container)

	TP/oneM2M/CSE/ANNC/UPD/006_GRP
	9 (group)

	TP/oneM2M/CSE/ANNC/UPD/006_LCP
	10 (locationPolicy)

	TP/oneM2M/CSE/ANNC/UPD/006_MGO
	13 (mgmtObj)

	TP/oneM2M/CSE/ANNC/UPD/006_NOD
	14 (node)

	TP/oneM2M/CSE/ANNC/UPD/006_SCH
	18 (schedule)

	TP/oneM2M/CSE/ANNC/UPD/006_TS
	29 (timeSeries)


TP/oneM2M/CSE/ANNC/UPD/008
	TP Id
	TP/oneM2M/CSE/ANNC/UPD/008

	Test objective
	Check that the IUT provides confirmation of the announcement of an attribute to the originator of the initiating request after a successful attribute announcement procedure

	Reference
	TS-0001 [1], clause 10.2.18.6, TS-0004 [2], clause 7.3.3.10

	Parent Release
	Release 3

	Config Id
	CF02

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having registered to the remoteCSE


and the IUT having created a RESOURCE_TYPE resource containing



OA_ATTRIBUTE attribute set to VALUE and



announceTo attribute set to ANNC_TARGET_CSE_ADDRESS and



announcedAttribute attribute set to NULL


and the IUT having announced the RESOURCE_TYPE resource to the announcement target CSE


and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS


and the IUT having received a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and 



Content containing



RESOURCE_TYPE resource containing






announcedAttribute attribute set to OA_ATTRIBUTE

and the IUT having sent a valid UPDATE Request containing


To set to TARGET_ANNC_RESOURCE_ADDRESS and


Content containing



RESOURCE_TYPE announced variant resource containing





OA_ATTRIBUTE attribute set to VALUE

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid Response from ANNC_TARGET_CSE containing 



Response Status Code set to 2004 (UPDATED) containing



valid RESOURCE_TYPE announced variant resource representation }
	IUT ( CSE

	
	then {


the IUT updates the RESOURCE_TYPE resource


and the IUT sends a valid Response containing


Response Status Code set to 2004 (UPDATED) and


Content containing



RESOURCE_TYPE resource containing




announcedAttribute attribute set to OA_ATTRIBUTE
}
	IUT ( AE


	TP Id
	RESOURCE_TYPE
	OA_ATTRIBUTE

	TP/oneM2M/CSE/ANNC/UPD/008_CNT/MBS
	3 (container)
	maxByteSize

	TP/oneM2M/CSE/ANNC/UPD/008_GRP/MNM
	9 (group)
	maxNrOfMembers

	TP/oneM2M/CSE/ANNC/UPD/008_LCP/LOI
	10 (locationPolicy)
	locationContainerID

	TP/oneM2M/CSE/ANNC/UPD/008_MGO/DC
	13 (mgmtObj)
	description

	TP/oneM2M/CSE/ANNC/UPD/008_NOD/HCL
	14 (node)
	hostedCSELink

	TP/oneM2M/CSE/ANNC/UPD/008_SCH/SE
	18 (schedule)
	scheduleElement

	TP/oneM2M/CSE/ANNC/UPD/008_TS/MBS
	29 (timeSeries)
	maxByteSize


TP/oneM2M/CSE/ANNC/UPD/009
	TP Id
	TP/oneM2M/CSE/ANNC/UPD/009

	Test objective
	Check that the IUT updates successfully RESOURCE_TYPE announced variant resource when a new OA attribute is provided to announcedAttribute attribute of the original resource

	Reference
	TS-0001 [1], clause 10.2.18.8, TS-0004 [2], clause 7.3.3.10

	Parent Release
	Release 3

	Config Id
	CF02

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having registered to the remoteCSE


and the IUT having created a RESOURCE_TYPE resource containing



OA_ATTRIBUTE attribute set to VALUE and



announceTo attribute set to ANNC_TARGET_CSE_ADDRESS and



announcedAttribute attribute set to NULL



and the IUT having announced the RESOURCE_TYPE resource to the announcement target CSE


and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE-ID and 



Content containing



RESOURCE_TYPE resource containing





announcedAttribute attribute set to OA_ATTRIBUTE
}
	IUT ( AE

	
	then {

The IUT sends a valid UPDATE Request containing


To set to TARGET_ANNC_RESOURCE_ADDRESS and


Content containing



RESOURCE_TYPE announced variant resource containing





OA_ATTRIBUTE attribute set to VALUE

}
	IUT ( CSE


	TP Id
	RESOURCE_TYPE
	OA_ATTRIBUTE

	TP/oneM2M/CSE/ANNC/UPD/009_CNT/MBS
	3 (container)
	maxByteSize

	TP/oneM2M/CSE/ANNC/UPD/009_GRP/MNM
	9 (group)
	maxNrOfMembers

	TP/oneM2M/CSE/ANNC/UPD/009_LCP/LOI
	10 (locationPolicy)
	locationContainerID

	TP/oneM2M/CSE/ANNC/UPD/009_MGO/DC
	13 (mgmtObj)
	description

	TP/oneM2M/CSE/ANNC/UPD/009_NOD/HCL
	14 (node)
	hostedCSELink

	TP/oneM2M/CSE/ANNC/UPD/009_SCH/SE
	18 (schedule)
	scheduleElement

	TP/oneM2M/CSE/ANNC/UPD/009_TS/MBS
	29 (timeSeries)
	maxByteSize


TP/oneM2M/CSE/ANNC/UPD/011
	TP Id
	TP/oneM2M/CSE/ANNC/UPD/011

	Test objective
	Check that the IUT updates successfully the RESOURCE_TYPE announced variant resource when a optional attribute present in the announcedAttribute attribute of its original resource is updated.

	Reference
	TS-0001 [1], clause 10.2.18.10, TS-0004 [2], clause 7.3.3.10

	Parent Release
	Release 3

	Config Id
	CF02

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having registered to the remoteCSE


and the IUT having created a RESOURCE_TYPE resource containing


OA_ATTRIBUTE attribute set to VALUE_1 and


announceTo attribute set to ANNC_TARGET_CSE_ADDRESS and


announcedAttribute attribute set to OA_ATTRIBUTE

and the IUT having announced the RESOURCE_TYPE resource to the announcement target CSE


and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE-ID and 



Content containing



RESOURCE_TYPE resource containing




OA_ATTRIBUTE attribute set to VALUE_2

}
	IUT ( AE

	
	then {

The IUT sends a valid UPDATE Request containing


To set to TARGET_ANNC_RESOURCE_ADDRESS and


Content containing



RESOURCE_TYPE announced variant resource containing





OA_ATTRIBUTE attribute set to VALUE_2

}
	IUT ( CSE


	TP Id
	RESOURCE_TYPE
	OA_ATTRIBUTE

	TP/oneM2M/CSE/ANNC/UPD/011_CNT/MBS
	3 (container)
	maxByteSize

	TP/oneM2M/CSE/ANNC/UPD/011_GRP/MNM
	9 (group)
	maxNrOfMembers

	TP/oneM2M/CSE/ANNC/UPD/011_LCP/LOI
	10 (locationPolicy)
	locationContainerID

	TP/oneM2M/CSE/ANNC/UPD/011_MGO/DC
	13 (mgmtObj)
	description

	TP/oneM2M/CSE/ANNC/UPD/011_NOD/HCL
	14 (node)
	hostedCSELink

	TP/oneM2M/CSE/ANNC/UPD/011_SCH/SE
	18 (schedule)
	scheduleElement

	TP/oneM2M/CSE/ANNC/UPD/011_TS/MBS
	29 (timeSeries)
	maxByteSize


TP/oneM2M/CSE/ANNC/UPD/013
	TP Id
	TP/oneM2M/CSE/ANNC/UPD/013

	Test objective
	Check that the IUT provides confirmation of the de-announcement of an attribute to the originator of the initiating request after a successful attribute de-announcement procedure

	Reference
	TS-0001 [1], clause 10.2.18.7, TS-0004 [2], clause 7.3.3.10

	Parent Release
	Release 3

	Config Id
	CF02

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having registered to the remoteCSE


and the IUT having created a RESOURCE_TYPE resource containing


announceTo attribute set to ANNC_TARGET_CSE_ADDRESS and


announcedAttribute attribute set to OA_ATTRIBUTE and


valid OA_ATTRIBUTE attribute

and the IUT having announced the RESOURCE_TYPE resource to the announcement target CSE


and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS


and the IUT having received a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and 



Content containing



RESOURCE_TYPE resource containing




announcedAttribute attribute set to NULL


and The IUT having sent a valid UPDATE Request containing


To set to TARGET_ANNC_RESOURCE_ADDRESS and


Content containing



RESOURCE_TYPE announced variant resource containing





OA_ATTRIBUTE attribute set to NULL

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid Response from ANNC_TARGET_CSE containing 



Response Status Code set to 2004 (UPDATED) containing



RESOURCE_TYPE announced variant resource containing





OA_ATTRIBUTE attribute set to NULL

}
	IUT ( CSE

	
	then {


the IUT updates the RESOURCE_TYPE resource


and the IUT sends valid Response containing


Response Status Code set to 2004 (UPDATED) and


Content containing



RESOURCE_TYPE resource containing




announcedAttribute attribute set to NULL 

}
	IUT ( AE


	TP Id
	RESOURCE_TYPE
	OA_ATTRIBUTE
	PICS

	TP/oneM2M/CSE/ANNC/UPD/013_CNT/MBS
	3 (container)
	maxByteSize
	PICS_IN_PROFILE

	TP/oneM2M/CSE/ANNC/UPD/013_GRP/MNM
	9 (group)
	maxNrOfMembers
	

	TP/oneM2M/CSE/ANNC/UPD/013_LCP/LOI
	10 (locationPolicy)
	locationContainerID
	

	TP/oneM2M/CSE/ANNC/UPD/013_MGO/DC
	13 (mgmtObj)
	description
	

	TP/oneM2M/CSE/ANNC/UPD/013_NOD/HCL
	14 (node)
	hostedCSELink
	

	TP/oneM2M/CSE/ANNC/UPD/013_SCH/SE
	18 (schedule)
	scheduleElement
	

	TP/oneM2M/CSE/ANNC/UPD/013_TS/MBS
	29 (timeSeries)
	maxByteSize
	


TP/oneM2M/CSE/ANNC/UPD/014
	TP Id
	TP/oneM2M/CSE/ANNC/UPD/014

	Test objective
	Check that the IUT removes an announcement target CSE from the announceTo attribute if it does not return successful CREATE response for the announced resource (for an UPDATE initiating resource announcement)

	Reference
	TS-0001 [1], clause 10.2.18.4

	Parent Release
	Release 3

	Config Id
	CF02

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having registered to the remoteCSE


and the IUT having created the container resource


and the AE having privileges to perform UPDATE operation on the resource 
CONTAINER_RESOURCE_ADDRESS

and the IUT having received a valid UPDATE Request from AE containing 



To set to CONTAINER_RESOURCE_ADDRESS and


From set to AE-ID and 



Content containing



container resource containing




announceTo attribute set to ANNC_TARGET_CSE_ADDRESS


and The IUT having sent a valid CREATE Request containing


To set to ANNC_CONTAINER_RESOURCE_ADDRESS and


Content containing



containerAnnc resource containing





MA (mandatory) attributes 
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid Response from ANNC_TARGET_CSE containing 


Response Status Code set to 4000 (BAD_REQUEST)
}
	IUT ( CSE

	
	then {

the IUT updates the container resource


and the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and



Content containing



container resource containing





announceTo attribute set to NULL
}
	IUT ( AE


---------------------- End of change 1 -----------------------
CHECK LIST

· Does this change request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.?

· Does this CR contain changes related to only one particular issue/problem?
· Does this change request  make all the changes necessary to address the issue or problem?  E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable?
· Does this change request follow the drafting rules?
· Are all pictures editable?
· Have you checked the spelling and grammar?
· Have you used change bars for all modifications?
· Does the change include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change? (Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.)
· Are multiple changes in this CR clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.?
© 2020 oneM2M Partners
                                                                                                   Page 9 (of 9)



[image: image1.png]