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Changes for timeSeries TPs release 3.
----------------------- Start of change 1 -----------------------
TP/oneM2M/CSE/DMR/CRE/006

	TP Id
	TP/oneM2M/CSE/DMR/CRE/006

	Test objective
	Check that the IUT returns a default value to RW ATTRIBUTE in the response of a RESOURCE_TYPE resource CREATE Request where no a RW ATTRIBUTE is provided by AE

	Reference
	TS-0001 [1], clause 10.2.4.1, TS-0004 [2], clause 7.4.7.1

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE

and the AE having privileges to perform CREATE operation on the resource 
AE_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {


the IUT receives a valid CREATE Request from AE containing


To set to AE_RESOURCE_ADDRESS and


From set to AE_ID and 

Resource Type set to RESOURCE_TYPE and

Content containing

     RESOURCE_TYPE resource representation   
}
	IUT ( AE

	
	then {
the IUT creates the RESOURCE_TYPE resource 

and the IUT sends a valid Response containing

Response Status Code set to 2001 (CREATED) and

Content containing



RESOURCE_TYPE resource containing

      

valid ATTRIBUTE attribute
}
	IUT ( AE


	TP Id
	PARENT_RELEASE
	Reference
	RESOURCE_TYPE
	ATTRIBUTE

	TP/oneM2M/CSE/DMR/CRE/006_CNT/MNI
	Release 1
	TS-0001 [1], clause 9.6.6, TS-0004 [2], clause 7.4.7.1
	container
	maxNrOfInstances

	TP/oneM2M/CSE/DMR/CRE/006_CNT/MBS
	Release 1
	TS-0001 [1], clause 9.6.6, TS-0004 [2], clause 7.4.7.1
	container
	maxByteSize

	TP/oneM2M/CSE/DMR/CRE/006_CNT/MIA
	Release 1
	TS-0001 [1], clause 9.6.6, TS-0004 [2], clause 7.4.7.1
	container
	maxInstanceAge

	TP/oneM2M/CSE/DMR/CRE/006_TS/MNI
	Release 3
	TS-0001 [1], clause 9.6.36, TS-0004 [2], clause 7.4.38.1
	timeSeries
	maxNrOfInstances

	TP/oneM2M/CSE/DMR/CRE/006_TS/MBS
	Release 3
	TS-0001 [1], clause 9.6.36, TS-0004 [2], clause 7.4.38.1
	timeSeries
	maxByteSize

	TP/oneM2M/CSE/DMR/CRE/006_TS/MIA
	Release 3
	TS-0001 [1], clause 9.6.36, TS-0004 [2], clause 7.4.38.1
	timeSeries
	maxInstanceAge


TP/oneM2M/CSE/DMR/CRE/007

	TP Id
	TP/oneM2M/CSE/DMR/CRE/007

	Test objective
	Checks that the IUT accepts a newly created RESOURCE_TYPE when the currentNrOfInstances exceeds the field value set in maxNrOfInstances in the PARENT_RESOURCE_TYPE resource by removing enough of the oldest RESOURCE_TYPE resources to allow the creation of the new RESOURCE_TYPE resource

	Reference
	TS-0001 [1], clause 10.2.19.2, TS-0004 [2], clause 7.4.8.2

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE containing

             a PARENT_RESOURCE_TYPE resource containing

                   currentNrOfInstances attribute set to MAX_NUMBER_OF_INSTANCES
                   and maxNrOfInstances attribute set to MAX_NUMBER_OF_INSTANCES

and the AE having privileges to perform CREATE operation on the resource 
PARENT_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {


the IUT receives a valid CREATE Request from AE containing


To set to PARENT_RESOURCE_ADDRESS and


From set to AE_ID and 

           Resource Type set to RESOURCE_TYPE and

Content containing

     RESOURCE_TYPE resource representation
}
	IUT ( AE

	
	then {

the IUT creates the RESOURCE_TYPE resource



and the IUT removes the oldest RESOURCE_TYPE resources 


and the IUT sends a valid Response containing



Response Status Code set to 2001 (CREATED)

}
	IUT ( AE


	TP Id
	PARENT_RELEASE
	PARENT_RESOURCE_TYPE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/CRE/007_CNT/CIN
	Release 1
	container
	contentInstance

	TP/oneM2M/CSE/DMR/CRE/007_TS/TSI
	Release 3
	timeSeries
	timeSeriesInstance


TP/oneM2M/CSE/DMR/CRE/008

	TP Id
	TP/oneM2M/CSE/DMR/CRE/008

	Test objective
	Checks that the IUT accepts a newly created RESOURCE_TYPE resource when the currentByteSize exceeds the field value set in maxByteSize in the PARENT_RESOURCE_TYPE resource by removing enough of the oldest RESOURCE_TYPE resources to allow the creation of the new RESOURCE_TYPE resource..

	Reference
	TS-0001 [1], clause 10.2.19.2

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE containing

          a PARENT_RESOURCE_TYPE resource containing

     maxByteSize attribute set to MAX_BYTE_SIZE_OF_DATA and
currentByteSize attribute set to MAX_BYTE_SIZE_OF_DATA

and the AE having privileges to perform CREATE operation on the resource 
PARENT_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Expected behaviour

	
	when {


the IUT receives a valid CREATE Request from AE containing


To set to PARENT_RESOURCE_ADDRESS and


From set to AE_ID and 

Resource Type set to RESOURCE_TYPE and

           Content containing

RESOURCE_TYPE resource with size less than  

       MAX_BYTE_SIZE_OF DATA
}
	IUT ( AE

	
	then {
the IUT creates the RESOURCE_TYPE resource 

and the IUT removes the oldest contentInstance resources

and the IUT sends a valid Response containing

Response Status Code set to 2001 (CREATED)  
}
	IUT ( AE


	TP Id
	PARENT_RELEASE
	PARENT_RESOURCE_TYPE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/CRE/008_CNT/CIN
	Release 1
	container
	contentInstance

	TP/oneM2M/CSE/DMR/CRE/008_TS/TSI
	Release 3
	timeSeries
	timeSeriesInstance


	TP Id
	PARENT_RELEASE
	PICS Selection
	Reference
	RESOURCE_TYPE
	OPTIONAL_ATTRIBUTE

	TP/oneM2M/CSE/DMR/CRE/012_CNT/ACPI
	Release 1
	PICS_CNT_ACPI
	TS-0001 [1], clause 9.6.1.3.2-1
	3 (container)
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/CRE/012_CNT/ET
	Release 1
	PICS_CNT_ET
	TS-0001 [1], clause 9.6.1.3.1-1
	3 (container)
	expirationTime

	TP/oneM2M/CSE/DMR/CRE/012_CNT/LBL
	Release 1
	PICS_CNT_LBL
	TS-0001 [1], clause 9.6.1.3.2-1
	3 (container)
	labels

	TP/oneM2M/CSE/DMR/CRE/012_CNT/MNI
	Release 1
	PICS_CNT_MNI
	TS-0001 [1], clause 9.6.6-2
	3 (container)
	maxNrOfInstances

	TP/oneM2M/CSE/DMR/CRE/012_CNT/MBS
	Release 1
	PICS_CNT_MBS
	TS-0001 [1], clause 9.6.6-2
	3 (container)
	maxByteSize

	TP/oneM2M/CSE/DMR/CRE/012_CNT/MIA
	Release 1
	PICS_CNT_MIA
	TS-0001 [1], clause 9.6.6-2
	3 (container)
	maxInstanceAge

	TP/oneM2M/CSE/DMR/CRE/012_CNT/OR
	Release 1
	PICS_CNT_OR
	TS-0001 [1], clause 9.6.6-2
	3 (container)
	ontologyRef

	TP/oneM2M/CSE/DMR/CRE/012_CNT/CR
	Release 1
	PICS_CNT_CR
	TS-0001 [1], clause 9.6.6-2
	3 (container)
	creator

	TP/oneM2M/CSE/DMR/CRE/012_CIN/ET
	Release 1
	PICS_CIN_ET
	TS-0001 [1], clause 9.6.1.3.1-1
	4 (contentInstance)
	expirationTime

	TP/oneM2M/CSE/DMR/CRE/012_CIN/LBL
	Release 1
	PICS_CIN_LBL
	TS-0001 [1], clause 9.6.1.3.2-1
	4 (contentInstance)
	labels

	TP/oneM2M/CSE/DMR/CRE/012_CIN/CR
	Release 1
	PICS_CIN_CR
	TS-0001 [1], clause 9.6.7-2
	4 (contentInstance)
	creator

	TP/oneM2M/CSE/DMR/CRE/012_CIN/CNF
	Release 1
	PICS_CIN_CNF
	TS-0001 [1], clause 9.6.7-2
	4 (contentInstance)
	contentInfo

	TP/oneM2M/CSE/DMR/CRE/012_CIN/OR
	Release 1
	PICS_CIN_OR
	TS-0001 [1], clause 9.6.7-2
	4 (contentInstance)
	ontologyRef

	TP/oneM2M/CSE/DMR/CRE/012_ACP/ET
	Release 1
	N/A
	TS-0001 [1], clause 9.6.1.3.1-1
	1 (accesControlPolicy)
	expirationTime

	TP/oneM2M/CSE/DMR/CRE/012_ACP/LBL
	Release 1
	PICS_ACP_LBL
	TS-0001 [1], clause 9.6.1.3.2-1
	1 (accesControlPolicy)
	labels

	TP/oneM2M/CSE/DMR/CRE/012_SUB/ACPI
	Release 1
	PICS_SUB_ACPI
	TS-0001 [1], clause 9.6.1.3.2-1
	23 (subscription)
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/CRE/012_SUB/ET
	Release 1
	N/A
	TS-0001 [1], clause 9.6.1.3.1-1
	23 (subscription)
	expirationTime

	TP/oneM2M/CSE/DMR/CRE/012_SUB/LBL
	Release 1
	PICS_SUB_LBL
	TS-0001 [1], clause 9.6.1.3.2-1
	23 (subscription)
	labels

	TP/oneM2M/CSE/DMR/CRE/012_SUB/ENC
	Release 1
	PICS_SUB_ENC
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	eventNotificationCriteria

	TP/oneM2M/CSE/DMR/CRE/012_SUB/EXC
	Release 1
	PICS_SUB_EXC
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	expirationCounter

	TP/oneM2M/CSE/DMR/CRE/012_SUB/GPI
	Release 1
	PICS_SUB_GPI
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	groupID

	TP/oneM2M/CSE/DMR/CRE/012_SUB/NFU
	Release 1
	PICS_SUB_NFU
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	notificationForwardingURI

	TP/oneM2M/CSE/DMR/CRE/012_SUB/BN
	Release 1
	PICS_SUB_BN
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	batchNotify

	TP/oneM2M/CSE/DMR/CRE/012_SUB/RL
	Release 1
	PICS_SUB_RL
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	rateLimit

	TP/oneM2M/CSE/DMR/CRE/012_SUB/PSN
	Release 1
	PICS_SUB_PSN
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	preSubscriptionNotify

	TP/oneM2M/CSE/DMR/CRE/012_SUB/PN
	Release 1
	PICS_SUB_PN
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	pendingNotification

	TP/oneM2M/CSE/DMR/CRE/012_SUB/NSP
	Release 1
	PICS_SUB_NSP
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	notificationStoragePriority

	TP/oneM2M/CSE/DMR/CRE/012_SUB/LN
	Release 1
	PICS_SUB_LN
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	latestNotify

	TP/oneM2M/CSE/DMR/CRE/012_SUB/NCT
	Release 1
	PICS_SUB_NCT
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	notificationContentType

	TP/oneM2M/CSE/DMR/CRE/012_SUB/NEC
	Release 1
	PICS_SUB_NEC
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	notificationEventCat

	TP/oneM2M/CSE/DMR/CRE/012_SUB/CR
	Release 1
	PICS_SUB_CR
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	creator

	TP/oneM2M/CSE/DMR/CRE/012_SUB/SU
	Release 1
	PICS_SUB_SU
	TS-0001 [1], clause 9.6.8-2
	23 (subscription)
	subscriberURI

	TP/oneM2M/CSE/DMR/CRE/012_STCG/CR
	Release 4
	
	TS-0001 [1], clause 9.6.23-2
	22 (statsConfig)
	creator

	TP/oneM2M/CSE/DMR/CRE/012_TS/ACPI
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/CRE/012_TS/ET
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	expirationTime

	TP/oneM2M/CSE/DMR/CRE/012_TS/LBL
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	labels

	TP/oneM2M/CSE/DMR/CRE/012_TS/CR
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	creator

	TP/oneM2M/CSE/DMR/CRE/012_TS/MNI
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	maxNrOfInstances

	TP/oneM2M/CSE/DMR/CRE/012_TS/MBS
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	maxByteSize

	TP/oneM2M/CSE/DMR/CRE/012_TS/MIA
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	maxInstanceAge

	TP/oneM2M/CSE/DMR/CRE/012_TS/PEI
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	periodicInterval

	TP/oneM2M/CSE/DMR/CRE/012_TS/MDD
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	missingDataDetect

	TP/oneM2M/CSE/DMR/CRE/012_TS/MDN
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	missingDataMaxNr

	TP/oneM2M/CSE/DMR/CRE/012_TS/MDT
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	missingDataDetectTimer

	TP/oneM2M/CSE/DMR/CRE/012_TS/OR
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	29 (timeSeries)
	ontologyRef

	TP/oneM2M/CSE/DMR/CRE/012_TSI/ET
	Release 3
	
	TS-0001 [1], clause 9.6.37-2
	30 (timeSeriesInstance)
	expirationTime

	TP/oneM2M/CSE/DMR/CRE/012_TSI/LBL
	Release 3
	
	TS-0001 [1], clause 9.6.37-2
	30 (timeSeriesInstance)
	labels

	TP/oneM2M/CSE/DMR/CRE/012_TSI/SNR
	Release 3
	
	TS-0001 [1], clause 9.6.37-2
	30 (timeSeriesInstance)
	sequenceNr


TP/oneM2M/CSE/DMR/CRE/013
	TP Id
	TP/oneM2M/CSE/DMR/CRE/013

	Test objective
	Check that the IUT rejects the CREATE Request of a RESOURCE_TYPE resource with error “NOT_ACCEPTABLE” when contentSize exceeds maxByteSize of the PARENT_RESOURCE_TYPE

	Reference
	TS-0001 [1], clause 10.2.19, TS-0004 [2], clause 7.4.7.2.1

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE containing

            a PARENT_RESOURCE_TYPE resource having

             maxByteSize attribute set to MAX_BYTE_SIZE
}

	Expected behaviour
	Test events
	Direction

	
	when {


the IUT receives a valid CREATE Request from AE containing


To set to PARENT_RESOURCE_ADDRESS and


From set to AE_ID and 

           Content containing




RESOURCE_TYPE resource containing




valid content with size larger than MAX_BYTE_SIZE
}
	IUT ( AE

	
	then {
the IUT sends a valid Response containing

Response Status Code set to 5207 (NOT_ACCEPTABLE) 
}
	IUT ( AE


	TP Id
	PARENT_RELEASE
	PARENT_RESOURCE_TYPE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/CRE/013_CNT/CIN
	Release 1
	container
	contentInstance

	TP/oneM2M/CSE/DMR/CRE/013_TS/TSI
	Release 3
	timeSeries
	timeSeriesInstance


TP/oneM2M/CSE/DMR/CRE/014

	TP Id
	TP/oneM2M/CSE/DMR/CRE/014

	Test objective
	Check that the IUT updates the currentByteSize attribute in a PARENT_RESOURCE_TYPE when a new RESOURCE_TYPE is created. 

	Reference
	TS-0001 [1], clause 10.2.19.2, TS-0004 [2], clause 7.4.8.2

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE containing

          
a PARENT_RESOURCE_TYPE resource at PARENT_RESOURCE_ADDRESS 




containing

     maxByteSize attribute set to MAX_BYTE_SIZE_OF_DATA and
currentByteSize attribute set to 0

and the AE having privileges to perform CREATE operation on the resource 
PARENT_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {


the IUT receives a valid CREATE Request from AE containing


To set to PARENT_RESOURCE_ADDRESS and


From set to AE_ID and 



Resource Type set to RESOURCE_TYPE and



Content containing



 RESOURCE_TYPE resource containing

    

valid content attribute with size equal to DATA_SIZE
}
	IUT ( AE

	
	then {


the IUT increments currentByteSize attribute of PARENT_RESOURCE_ADDRESS resource by DATA_SIZE


and the IUT sends a valid Response containing



Response Status Code set to 2001 (CREATED)}
	IUT ( AE


	TP Id
	PARENT_RELEASE
	PARENT_RESOURCE_TYPE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/CRE/014_CNT/CIN
	Relase 1
	container
	contentInstance

	TP/oneM2M/CSE/DMR/CRE/014_TS/TSI
	Release 3
	timeSeries
	timeSeriesInstance


	TP Id
	PARENT_RELEASE
	Reference
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/UPD/010_CNT
	Release 1
	TS-0001 [1], clause 10.2.4.3 
	3 (container)

	TP/oneM2M/CSE/DMR/UPD/010_TS
	Release 3
	TS-0001 [1], clause 10.2.30.3 
	29 (timeSeries)


	TP Id
	PARENT_RELEASE
	PICS Selection
	Reference
	RESOURCE_TYPE
	OPTIONAL_ATTRIBUTE

	TP/oneM2M/CSE/DMR/UPD/014_CNT/ACPI
	Release 1
	PICS_CNT_ACPI
	TS-0001 [1], clause 9.6.1.3.2-1
	container
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/UPD/014_CNT/ET
	Release 1
	PICS_CNT_ET
	TS-0001 [1], clause 9.6.1.3.1-1
	container
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/014_CNT/LBL
	Release 1
	PICS_CNT_LBL
	TS-0001 [1], clause 9.6.1.3.2-1
	container
	labels

	TP/oneM2M/CSE/DMR/UPD/014_CNT/MNI
	Release 1
	PICS_CNT_MNI
	TS-0001 [1], clause 9.6.6-2
	container
	maxNrOfInstances

	TP/oneM2M/CSE/DMR/UPD/014_CNT/MBS
	Release 1
	PICS_CNT_MBS
	TS-0001 [1], clause 9.6.6-2
	container
	maxByteSize

	TP/oneM2M/CSE/DMR/UPD/014_CNT/MIA
	Release 1
	PICS_CNT_MIA
	TS-0001 [1], clause 9.6.6-2
	container
	maxInstanceAge

	TP/oneM2M/CSE/DMR/UPD/014_CNT/OR
	Release 1
	PICS_CNT_OR
	TS-0001 [1], clause 9.6.6-2
	container
	ontologyRef

	TP/oneM2M/CSE/DMR/UPD/014_ACP/ET
	Release 1
	N/A
	TS-0001 [1], clause 9.6.1.3.1-1
	accessControlPolicy
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/014_ACP/LBL
	Release 1
	PICS_ACP_LBL
	TS-0001 [1], clause 9.6.1.3.2-1
	accessControlPolicy
	labels

	TP/oneM2M/CSE/DMR/UPD/014_SUB/ACPI
	Release 1
	PICS_SUB_ACPI
	TS-0001 [1], clause 9.6.1.3.2-1
	subscription
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/UPD/014_SUB/ET
	Release 1
	N/A
	TS-0001 [1], clause 9.6.1.3.1-1
	subscription
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/014_SUB/LBL
	Release 1
	PICS_SUB_LBL
	TS-0001 [1], clause 9.6.1.3.2-1
	subscription
	labels

	TP/oneM2M/CSE/DMR/UPD/014_SUB/ENC
	Release 1
	PICS_SUB_ENC
	TS-0001 [1], clause 9.6.8-2
	subscription
	eventNotificationCriteria

	TP/oneM2M/CSE/DMR/UPD/014_SUB/EXC
	Release 1
	PICS_SUB_EXC
	TS-0001 [1], clause 9.6.8-2
	subscription
	expirationCounter

	TP/oneM2M/CSE/DMR/UPD/014_SUB/GPI
	Release 1
	PICS_SUB_GPI
	TS-0001 [1], clause 9.6.8-2
	subscription
	groupID

	TP/oneM2M/CSE/DMR/UPD/014_SUB/NFU
	Release 1
	PICS_SUB_NFU
	TS-0001 [1], clause 9.6.8-2
	subscription
	notificationForwardingURI

	TP/oneM2M/CSE/DMR/UPD/014_SUB/BN
	Release 1
	PICS_SUB_BN
	TS-0001 [1], clause 9.6.8-2
	subscription
	batchNotify

	TP/oneM2M/CSE/DMR/UPD/014_SUB/RL
	Release 1
	PICS_SUB_RL
	TS-0001 [1], clause 9.6.8-2
	subscription

	rateLimit

	TP/oneM2M/CSE/DMR/UPD/014_SUB/PN
	Release 1
	PICS_SUB_PN
	TS-0001 [1], clause 9.6.8-2
	subscription
	pendingNotification

	TP/oneM2M/CSE/DMR/UPD/014_SUB/NSP
	Release 1
	PICS_SUB_NSP
	TS-0001 [1], clause 9.6.8-2
	subscription
	notificationStoragePriority

	TP/oneM2M/CSE/DMR/UPD/014_SUB/LN
	Release 1
	PICS_SUB_LN
	TS-0001 [1], clause 9.6.8-2
	subscription
	latestNotify

	TP/oneM2M/CSE/DMR/UPD/014_SUB/NCT
	Release 1
	PICS_SUB_NCT
	TS-0001 [1], clause 9.6.8-2
	subscription
	notificationContentType

	TP/oneM2M/CSE/DMR/UPD/014_SUB/NEC
	Release 1
	PICS_SUB_NEC
	TS-0001 [1], clause 9.6.8-2
	subscription
	notificationEventCat

	TP/oneM2M/CSE/DMR/UPD/014_STCG/LBL
	Release 4
	
	TS-0001 [1], clause 9.6.23-2
	statsConfig
	labels

	TP/oneM2M/CSE/DMR/UPD/014_STCG/ACPI
	Release 4
	
	TS-0001 [1], clause 9.6.23-2
	statsConfig
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/UPD/014_TS/ACPI
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/UPD/014_TS/LBL
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	labels

	TP/oneM2M/CSE/DMR/UPD/014_TS/MNI
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	maximumNrOfInstances

	TP/oneM2M/CSE/DMR/UPD/014_TS/MBS
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	maxByteSize

	TP/oneM2M/CSE/DMR/UPD/014_TS/MIA
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	maxInstanceAge

	TP/oneM2M/CSE/DMR/UPD/014_TS/PEI
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	periodicInterval

	TP/oneM2M/CSE/DMR/UPD/014_TS/MDD
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	missingDataDetect

	TP/oneM2M/CSE/DMR/UPD/014_TS/MDN
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	missingDataMaxNr

	TP/oneM2M/CSE/DMR/UPD/014_TS/MDT
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	missingDataDetectTimer

	TP/oneM2M/CSE/DMR/UPD/014_TS/OR
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	ontologyRef


	TP Id
	PARENT_RELEASE
	PICS Selection
	Reference
	RESOURCE_TYPE
	OPTIONAL_ATTRIBUTE

	TP/oneM2M/CSE/DMR/UPD/015_CSR/LBL
	Release 1
	PICS_CSR_LBL
	TS-0001 [1], clause 9.6.4-2
	remoteCSE
	labels

	TP/oneM2M/CSE/DMR/UPD/015_CSR/POA
	Release 1
	PICS_CSR_POA
	TS-0001 [1], clause 9.6.4-2
	remoteCSE
	pointOfAccess

	TP/oneM2M/CSE/DMR/UPD/015_CSR/NL
	Release 1
	PICS_CSR_NL
	TS-0001 [1], clause 9.6.4-2
	remoteCSE
	nodeLink

	TP/oneM2M/CSE/DMR/UPD/015_AE/LBL
	Release 1
	PICS_AE_LBL
	TS-0001 [1], clause 9.6.5-2
	AE
	labels

	TP/oneM2M/CSE/DMR/UPD/015_AE/ACPI
	Release 1
	PICS_AE_ACPI
	TS-0001 [1], clause 9.6.5-2
	AE
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/UPD/015_AE/APN
	Release 1
	PICS_AE_APN
	TS-0001 [1], clause 9.6.5-2
	AE
	AppName

	TP/oneM2M/CSE/DMR/UPD/015_AE/POA
	Release 1
	PICS_AE_POA
	TS-0001 [1], clause 9.6.5-2
	AE
	pointOfAccess

	TP/oneM2M/CSE/DMR/UPD/015_AE/OR
	Release 1
	PICS_AE_OR
	TS-0001 [1], clause 9.6.5-2
	AE
	ontologyRef

	TP/oneM2M/CSE/DMR/UPD/015_CNT/LBL
	Release 1
	PICS_CNT_LBL
	TS-0001 [1], clause 9.6.6-2
	container
	labels

	TP/oneM2M/CSE/DMR/UPD/015_CNT/ACPI
	Release 1
	PICS_CNT_ACPI
	TS-0001 [1], clause 9.6.6-2
	container
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/UPD/015_CNT/MNI
	Release 1
	PICS_CNT_MNI
	TS-0001 [1], clause 9.6.6-2
	container
	maxNrOfInstances

	TP/oneM2M/CSE/DMR/UPD/015_CNT/MBS
	Release 1
	PICS_CNT_MBS
	TS-0001 [1], clause 9.6.6-2
	container
	maxByteSize

	TP/oneM2M/CSE/DMR/UPD/015_CNT/MIA
	Release 1
	PICS_CNT_MIA
	TS-0001 [1], clause 9.6.6-2
	container
	maxInstanceAge

	TP/oneM2M/CSE/DMR/UPD/015_CNT/OR
	Release 1
	PICS_CNT_OR
	TS-0001 [1], clause 9.6.6-2
	container
	ontologyRef

	TP/oneM2M/CSE/DMR/UPD/015_CNT/LI
	Release 1
	PICS_CNT_LI
	TS-0001 [1], clause 9.6.6-2
	container
	locationID

	TP/oneM2M/CSE/DMR/UPD/015_ACP/LBL
	Release 1
	PICS_ACP_LBL
	TS-0001 [1], clause 9.6.2-2
	accessControlPolicy
	labels

	TP/oneM2M/CSE/DMR/UPD/015_SUB/ACPI
	Release 1
	PICS_SUB_ACPI
	TS-0001 [1], clause 9.6.8-2
	subscription
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/UPD/015_SUB/LBL
	Release 1
	PICS_SUB_LBL
	TS-0001 [1], clause 9.6.8-2
	subscription
	labels

	TP/oneM2M/CSE/DMR/UPD/015_SUB/ENC
	Release 1
	PICS_SUB_ENC
	TS-0001 [1], clause 9.6.8-2
	subscription
	eventNotificationCriteria

	TP/oneM2M/CSE/DMR/UPD/015_SUB/EXC
	Release 1
	PICS_SUB_EXC
	TS-0001 [1], clause 9.6.8-2
	subscription
	expirationCounter

	TP/oneM2M/CSE/DMR/UPD/015_SUB/GPI
	Release 1
	PICS_SUB_GPI
	TS-0001 [1], clause 9.6.8-2
	subscription
	groupID

	TP/oneM2M/CSE/DMR/UPD/015_SUB/NFU
	Release 1
	PICS_SUB_NFU
	TS-0001 [1], clause 9.6.8-2
	subscription
	notificationForwardingURI

	TP/oneM2M/CSE/DMR/UPD/015_SUB/BN
	Release 1
	PICS_SUB_BN
	TS-0001 [1], clause 9.6.8-2
	subscription
	batchNotify

	TP/oneM2M/CSE/DMR/UPD/015_SUB/RL
	Release 1
	PICS_SUB_RL
	TS-0001 [1], clause 9.6.8-2
	subscription
	rateLimit

	TP/oneM2M/CSE/DMR/UPD/015_SUB/PN
	Release 1
	PICS_SUB_PN
	TS-0001 [1], clause 9.6.8-2
	subscription
	pendingNotification

	TP/oneM2M/CSE/DMR/UPD/015_SUB/NSP
	Release 1
	PICS_SUB_NSP
	TS-0001 [1], clause 9.6.8-2
	subscription
	notificationStoragePriority

	TP/oneM2M/CSE/DMR/UPD/015_SUB/LN
	Release 1
	PICS_SUB_LN
	TS-0001 [1], clause 9.6.8-2
	subscription
	latestNotify

	TP/oneM2M/CSE/DMR/UPD/015_SUB/NEC
	Release 1
	PICS_SUB_NEC
	TS-0001 [1], clause 9.6.8-2
	subscription
	notificationEventCat

	TP/oneM2M/CSE/DMR/UPD/015_GRP/LBL
	Release 1
	PICS_GRP_LBL
	TS-0001 [1], clause 9.6.13-2
	group
	labels

	TP/oneM2M/CSE/DMR/UPD/015_GRP/ACPI
	Release 1
	PICS_GRP_ACPI
	TS-0001 [1], clause 9.6.13-2
	group
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/UPD/015_GRP/MACP
	Release 1
	PICS_GRP_MACP
	TS-0001 [1], clause 9.6.13-2
	group
	membersAccessControlPolicyIDs

	TP/oneM2M/CSE/DMR/UPD/015_GRP/GN
	Release 1
	PICS_GRP_GN
	TS-0001 [1], clause 9.6.13-2
	group
	groupName

	TP/oneM2M/CSE/DMR/UPD/015_NOD/LBL
	Release 4
	
	TS-0001 [1], clause 9.6.18-2
	node
	labels

	TP/oneM2M/CSE/DMR/UPD/015_NOD/ACPI
	Release 4
	
	TS-0001 [1], clause 9.6.18-2
	node
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/UPD/015_NOD/HCL
	Release 4
	
	TS-0001 [1], clause 9.6.18-2
	node
	hostedCSELink

	TP/oneM2M/CSE/DMR/UPD/015_TS/ACPI
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	accessControlPolicyIDs

	TP/oneM2M/CSE/DMR/UPD/015_TS/LBL
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	labels

	TP/oneM2M/CSE/DMR/UPD/015_TS/MNI
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	maximumNrOfInstances

	TP/oneM2M/CSE/DMR/UPD/015_TS/MBS
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	maxByteSize

	TP/oneM2M/CSE/DMR/UPD/015_TS/MIA
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	maxInstanceAge

	TP/oneM2M/CSE/DMR/UPD/015_TS/PEI
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	periodicInterval

	TP/oneM2M/CSE/DMR/UPD/015_TS/MDD
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	missingDataDetect

	TP/oneM2M/CSE/DMR/UPD/015_TS/MDN
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	missingDataMaxNr

	TP/oneM2M/CSE/DMR/UPD/015_TS/MDT
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	missingDataDetectTimer

	TP/oneM2M/CSE/DMR/UPD/015_TS/OR
	Release 3
	
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	ontologyRef

	TP Id
	PARENT_RELEASE
	Reference
	RESOURCE_TYPE
	MANDATORY_ATTRIBUTE

	TP/oneM2M/CSE/DMR/UPD/016_CSR/ET
	Release 1
	TS-0001 [1], clause 9.6.4-2
	remoteCSE
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/016_CSR/RR
	Release 1
	TS-0001 [1], clause 9.6.4-2
	remoteCSE
	requestReachability

	TP/oneM2M/CSE/DMR/UPD/016_AE/ET
	Release 1
	TS-0001 [1], clause 9.6.5-2
	AE
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/016_AE/RR
	Release 1
	TS-0001 [1], clause 9.6.5-2
	AE
	requestReachability

	TP/oneM2M/CSE/DMR/UPD/016_CNT/ET
	Release 1
	TS-0001 [1], clause 9.6.6-2
	container
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/016_ACP/ET
	Release 1
	TS-0001 [1], clause 9.6.2-2
	accessControlPolicy
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/016_ACP/PV
	Release 1
	TS-0001 [1], clause 9.6.2-2
	accessControlPolicy
	privileges

	TP/oneM2M/CSE/DMR/UPD/016_ACP/PVS
	Release 1
	TS-0001 [1], clause 9.6.2-2
	accessControlPolicy
	selfPrivileges

	TP/oneM2M/CSE/DMR/UPD/016_SUB/ET
	Release 1
	TS-0001 [1], clause 9.6.8-2
	subscription
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/016_SUB/NU
	Release 1
	TS-0001 [1], clause 9.6.8-2
	subscription
	notificationURI

	TP/oneM2M/CSE/DMR/UPD/016_SUB/NCT
	Release 1
	TS-0001 [1], clause 9.6.8-2
	subscription
	notificationContentType

	TP/oneM2M/CSE/DMR/UPD/016_GRP/ET
	Release 1
	TS-0001 [1], clause 9.6.13-2
	group
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/016_GRP/MNM
	Release 1
	TS-0001 [1], clause 9.6.13-2
	group
	maxNrOfMembers

	TP/oneM2M/CSE/DMR/UPD/016_GRP/MID
	Release 1
	TS-0001 [1], clause 9.6.13-2
	group
	memberIDs

	TP/oneM2M/CSE/DMR/UPD/016_NOD/ET
	Release 4
	TS-0001 [1], clause 9.6.18-2
	node
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/016_NOD/NI
	Release 4
	TS-0001 [1], clause 9.6.18-2
	node
	nodeID

	TP/oneM2M/CSE/DMR/UPD/016_TS/ET
	Release 3
	TS-0001 [1], clause 9.6.36-2
	timeSeries
	expirationTime


	TP Id
	PARENT_RELEASE
	Reference
	RESOURCE_TYPE
	PARENT_RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/UPD/011_CNT/CIN
	Release 1
	TS-0001 [1], clause 10.2.4.3 
	4 (contentInstance)
	3 (container)

	TP/oneM2M/CSE/DMR/UPD/011_TS/TSI
	Release 3
	TS-0001 [1], clause 10.2.31.3 
	30 (timeSeriesInstance)
	29 (timeSeries)


	TP Id
	PARENT_RELEASE
	Reference
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/DEL/005_CNT
	Release 1
	TS-0001 [1], clause 10.2.4.4
	3 (container)

	TP/oneM2M/CSE/DMR/DEL/005_TS
	Release 3
	TS-0001 [1], clause 10.2.30.4
	29 (timeSeries)


	TP Id
	PARENT_RELEASE
	Reference
	RESOURCE_TYPE
	PARENT_RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/DEL/006_CNT/CIN
	Release 1
	TS-0001 [1], clause 10.2.4.4
	4 (contentInstance)
	3 (container)

	TP/oneM2M/CSE/DMR/DEL/006_TS/TSI
	Release 3
	TS-0001 [1], clause 10.2.30.4
	30 (timeSeriesInstance)
	29 (timeSeries)


TP/oneM2M/CSE/SUB/CRE/001

	TP Id
	TP/oneM2M/CSE/SUB/CRE/001

	Test objective
	Check that the IUT rejects the creation of the <subscription> resource when the target subscribed-to RESOURCE_TYPE resource is not subscribable. 

	Reference
	TS-0001 [1], clause 10.2.11.2 & TS-0004 [2], clause 7.4.8.2.1

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having a resource PARENT_RESOURCE_ADDRESS allowing 



the AE to perform CREATE operation

and the IUT having a resource PARENT_RESOURCE_ADDRESS not being 



subscribable RESOURCE_TYPE resource

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid CREATE Request from AE containing 




To set to PARENT_RESOURCE_ADDRESS and



Resource Type set to 23 (subscription) and



From set to AE-ID and 




Content containing 

subscription resource representation
}
	IUT ( AE

	
	then {

the IUT does not create the subscription resource

and the IUT sends a valid Response containing 


Response Status Code set to 5203 (TARGET_NOT_SUBSCRIBABLE) and


no Content 

}
	IUT ( AE


	TP Id
	PARENT_RELEASE
	Reference
	RESOURCE_TYPE

	TP/oneM2M/CSE/SUB/CRE/001_CIN
	Release 1
	TS-0001 [1], clause 9.6.7 
	4 (contentInstance)

	TP/oneM2M/CSE/SUB/CRE/001_SUB
	Release 1
	TS-0001 [1], clause 9.6.8
	23 (subscription)

	TP/oneM2M/CSE/SUB/CRE/001_TSI
	Release 3
	TS-0001 [1], clause 9.6.37
	30 (timeSeriesInstance)


	TP Id
	TP/oneM2M/CSE/SUB/CRE/007

	Test objective
	Check that the IUT accepts the creation of a subscription resource with the eventNotificationCriteria attribute which includes a missingData condition provided

	Reference
	TS-0001 [1], clause 9.6.8, 9.6.36

	Config Id
	CF01

	Parent Release
	Release 3

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE

     and the IUT having a TARGET_RESOURCE_ADDRESS of type <timeSeries>


and the Originator having privileges to perform CREATE operation on the resource 
TARGET_RESOURCE_ADDRESS 
}

	Expected behaviour
	Test events
	Direction

	
	when {


the IUT receives a valid CREATE Request from AE containing 




Resource Type set to subscription and 

To set to TARGET_RESOURCE_ADDRESS and



From set to AE-ID and 




Content containing




supscription resource containing





eventNotificationCriteria attribute containing






valid missingData condition
}
	IUT  AE

	
	then {
the IUT creates the subscription resource 

and the IUT sends a valid Response containing 



Response Status Code set to 2001 (CREATED)
}
	IUT  AE


---------------------- End of change 1 -----------------------
CHECK LIST

· Does this change request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.?

· Does this CR contain changes related to only one particular issue/problem?
· Does this change request  make all the changes necessary to address the issue or problem?  E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable?
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· Are all pictures editable?
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