ADN Profiles
	Sensing service
(ADN 1)
	REG (F)
	AE Registration (F1)
	Creation of <AE> resource with mandatory attributes
	KETI
	KETI

	
	DMR (F)
	Data Management of Container
	Creation of <container> resource with mandatory attributes
	
	KETI

	
	
	Data Management of ContentInstance
	Creation of <contentInstance> resource with mandatory attributes
	
	KETI

	Actuation service
(ADN 2)
	SUB (F)
	Subscription
	Creation of <subscription> resource with mandatory attributes
	KETI
	KETI

	
	SUB (F)
	Notification
	Post of notification with mandatory attributes
	
	KETI

	
	
	Aggregate notification
	Post of aggregatedNotification with mandatory attributes
	
	KETI

	
	REG (E)
	AE Registration (F1)
	Creation of <AE> resource with mandatory attributes
	
	KETI

	
	DMR (E)
	Data Management of Container
	Creation of <container> resource with mandatory attributes
	
	KETI

	
	
	Data Management of ContentInstance
	Creation of <contentInstance> resource with mandatory attributes
	
	KETI

	ADN 3
	DMR (F)
	Data management
	Creation of <contentInstance> resource with mandatory attributes as an originator
	Huawei
	Huawei

	
	REG (E)
	AE registration
	Creation of <AE> resource with mandatory attributes as an originator
	
	Huawei

	
	DMR (E)
	<container> resource management.
	Creation of <container> resource with mandatory attributes as an originator
	
	Huawei

	ADN 4
	REG (F)
	AE registration
	Creation of <AE> resource with mandatory attributes and the pointOfAccess attribute as an originator
	Huawei
	Huawei

	
	SUB (F)
	Configuration of subscription
	Creation of <subscription> resource with notificationURI set to the AE-ID with the eventType of eventNotification set to C as an originator
	
	Huawei

	
	
	Receive notification
	Receiving notifications
	
	Huawei

	AND 5
	REG (F)
	AE registration (F1)
	AE registration operation in originator role, only with mandatory attributes.
	TTA
	TTA

	
	
	<AE> resource management
	Retrieve operation in originator role.
	
	TTA

	
	
	
	Update operation in originator role, only with mandatory attributes
	
	TTA

	
	
	AE deregistration
	AE deregistration operation in originator.
	
	TTA

	
	DMR (F)
	<CSEBase> resource management
	Retrieve operation in originator role.
	
	TTA

	
	
	<container> resource management.
	Create operation in originator role, only with mandatory attributes
	
	KETI

	
	
	
	Retrieve operation in originator role.
	
	KETI

	
	
	
	Update operation in originator role, only with mandatory attributes
	
	KETI

	
	
	
	Delete operation in originator role.
	
	KETI

	
	
	<contentInstance> resource management
	Create operation in originator role, only with mandatory attributes
	
	KETI

	
	
	
	Retrieve operation in originator role.
	
	KETI

	
	
	
	Delete operation in originator role.
	
	KETI

	
	
	<latest> resource management
	Retrieve operation in originator role.
	
	TTA

	
	
	
	Delete operation in originator role.
	
	TTA

	
	
	<oldest> resource management
	Retrieve operation in originator role.
	
	TTA

	
	
	
	Delete operation in originator role.
	
	TTA




IN Profiles

	

	
	AE Registration
	AE registration operation in receiver role, only using mandatory attributes.
	TTA
	TP/oneM2M/CSE/REG/BV/001
TP/oneM2M/CSE/REG/BV/002
TP/oneM2M/CSE/REG/BV/003
TP/oneM2M/CSE/REG/BV/004
TP/oneM2M/CSE/REG/BV/005

	
	
	
	AE registration operation in receiver role, using optional attributes.
	
	

	
	
	AE deregistration
	AE deregistration operation in receiver role.
	TTA
	TP/oneM2M/CSE/REG/BV/006

	
	
	<AE> resource management
	Retrieve operation in receiver role.
	ETSI/AT4
	TP/oneM2M/CSE/DMR/RET/BV/013_02
TP/oneM2M/CSE/DMR/RET/BO/014_02

	
	
	
	Update operation in receiver role, only with mandatory attributes
	ETSI/AT4
	

	
	
	
	Update operation in receiver role, using optional attribute ‘accessControlPolicyIDs’
	ETSI/AT4
	

	
	
	
	Update operation in receiver role, using optional attribute ‘expirationTime’
	ETSI/AT4
	

	
	
	
	Update operation in receiver role, using optional attribute ‘labels’
	ETSI/AT4
	

	
	
	
	Update operation in receiver role, using optional attribute ‘announceTo’
	ETSI/AT4
	

	
	
	
	Update operation in receiver role, using optional attribute ‘announcedAttribute’
	ETSI/AT4
	

	
	
	
	Update operation in receiver role, using optional attribute ‘appName’
	ETSI/AT4
	

	
	
	
	Update operation in receiver role, using optional attribute ‘pointOfAccess’
	ETSI/AT4
	

	
	
	
	Update operation in receiver role, using optional attribute ‘ontologyRef’
	ETSI/AT4
	

	
	
	
	Update operation in receiver role, using optional attribute ‘nodeLink’
	ETSI/AT4
	

	
	
	
	Update operation in receiver role, using optional attribute ‘requestReachability’
	ETSI/AT4
	

	
	
	
	Update operation in receiver role, using optional attribute ‘contentSerialization’
	ETSI/AT4
	

	
	
	CSE registration
	CSE registration operation in receiver role, only using mandatory attributes.
	ETSI
	

	
	
	
	CSE registration operation in receiver role, using optional attributes.
	ETSI
	

	
	
	CSE deregistration
	CSE deregistration operation in receiver role.
	ETSI
	

	
	
	<remoteCSE> resource management
	Retrieve operation in receiver role.
	ETSI
	

	
	
	
	Update operation in receiver role, only with mandatory attributes
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘accessControlPolicyIDs’
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘expirationTime’
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘labels’
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘announceTo’
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘announcedAttribute’
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘pointOfAccess’
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘M2M-Ext-ID’
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘Trigger-Recipient-ID’
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘requestReachability’
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘nodeLink’
	ETSI
	

	
	DMR (F)
	<container> resource management.
	Create operation in receiver role, only using mandatory attributes
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/001_01
TP/oneM2M/CSE/DMR/CRE/BV/002_01
TP/oneM2M/CSE/DMR/CRE/BV/003_01

	
	
	
	Create operation in receiver role, using optional attribute ‘accessControlPolicyIDs’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_01

	
	
	
	Create operation in receiver role, using optional attribute ‘expirationTime’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_02

	
	
	
	Create operation in receiver role, using optional attribute ‘labels’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_03

	
	
	
	Create operation in receiver role, using optional attribute ‘announceTo’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/016_02

	
	
	
	Create operation in receiver role, using optional attribute ‘announcedAttribute’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/017_02

	
	
	
	Create operation in receiver role, using optional attribute ‘maxNrOfInstances’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_04

	
	
	
	Create operation in receiver role, using optional attribute ‘maxByteSize’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_05

	
	
	
	Create operation in receiver role, using optional attribute ‘maxInstanceAge’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_06

	
	
	
	Create operation in receiver role, using optional attribute ‘locationID’	Comment by Miguel Angel Reina Ortega: This attribute is used by the CSE when creating a container upon successful validation of a locationPolicy CREATE request. Should it be removed?
	ETSI
	

	
	
	
	Create operation in receiver role, using optional attribute ‘ontologyRef’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_07

	
	
	
	Update operation in receiver role, only using mandatory attributes
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/001_01
TP/oneM2M/CSE/DMR/UPD/BV/002_01
TP/oneM2M/CSE/DMR/UPD/BV/003_01
TP/oneM2M/CSE/DMR/UPD/BV/004_01
TP/oneM2M/CSE/DMR/UPD/BV/005_01
TP/oneM2M/CSE/DMR/UPD/BV/006_01
TP/oneM2M/CSE/DMR/UPD/BV/007_01
TP/oneM2M/CSE/DMR/UPD/BV/008_01
TP/oneM2M/CSE/DMR/UPD/BV/009_01

	
	
	
	Update operation in receiver role, using optional attribute ‘accessControlPolicyIDs ‘
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_01

	
	
	
	Update operation in receiver role, using optional attribute ‘expirationTime’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_02

	
	
	
	Update operation in receiver role, using optional attribute ‘labels’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_03

	
	
	
	Update operation in receiver role, using optional attribute ‘announceTo’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/015_02

	
	
	
	Update operation in receiver role, using optional attribute ‘announcedAttribute’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/016_02

	
	
	
	Update operation in receiver role, using optional attribute ‘maxNrOfInstances’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_04

	
	
	
	Update operation in receiver role, using optional attribute ‘maxByteSize’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_05

	
	
	
	Update operation in receiver role, using optional attribute ‘maxInstanceAge’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_06

	
	
	
	Update operation in receiver role, using optional attribute ‘locationID’	Comment by Miguel Angel Reina Ortega: This attribute is used by the CSE when creating a container upon successful validation of a locationPolicy CREATE request. Should it be removed?
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘ontologyRef’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_07

	
	
	
	Retrieve operation in receiver role.
	ETSI
	TP/oneM2M/CSE/DMR/RET/BV/001_01
TP/oneM2M/CSE/DMR/RET/BV/002_01
TP/oneM2M/CSE/DMR/RET/BV/003_01

	
	
	
	Delete operation in receiver role.
	ETSI
	TP/oneM2M/CSE/DMR/DEL/BV/001_01
TP/oneM2M/CSE/DMR/DEL/BV/002_01
TP/oneM2M/CSE/DMR/DEL/BV/003_01
TP/oneM2M/CSE/DMR/DEL/BV/004_01

	
	
	<contentInstance> resource management
	Create operation in receiver role, only using mandatory attributes
	ETSI
	

	
	
	
	Create operation in receiver role, using optional attribute ‘expirationTime’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_08

	
	
	
	Create operation in receiver role, using optional attribute ‘labels’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_09

	
	
	
	Create operation in receiver role, using optional attribute ‘announceTo’
	ETSI
	TP/oneM2M/CSE/CRE/DMR/BV/016_03

	
	
	
	Create operation in receiver role, using optional attribute ‘announcedAttribute’
	ETSI
	TP/oneM2M/CSE/CRE/DMR/BV/017_03

	
	
	
	Create operation in receiver role, using optional attribute ‘creator’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_10

	
	
	
	Create operation in receiver role, using optional attribute ‘contentInfo’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_11

	
	
	
	Create operation in receiver role, using optional attribute ‘ontologyRef’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_12

	
	
	
	Retrieve operation in receiver role.
	ETSI
	

	
	
	
	Delete operation in receiver role.
	ETSI
	

	
	
	<latest> resource management
	Retrieve operation in receiver role.
	ETSI
	TP/oneM2M/CSE/DMR/RET/BV/012
TP/oneM2M/CSE/DMR/RET/BO/009

	
	
	
	Delete operation in receiver role.
	ETSI
	TP/oneM2M/CSE/DMR/DEL/BV/007
TP/oneM2M/CSE/DMR/DEL/BO/008

	
	
	<oldest> resource management
	Retrieve operation in receiver role.
	ETSI
	TP/oneM2M/CSE/DMR/RET/BV/010
TP/oneM2M/CSE/DMR/RET/BO/011

	
	
	
	Delete operation in receiver role.
	ETSI
	TP/oneM2M/CSE/DMR/DEL/BV/009
TP/oneM2M/CSE/DMR/DEL/BO/010

	
	
	<accessControlPolicy> resource management
	Create operation in receiver role, only using mandatory attributes
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/001_03
TP/oneM2M/CSE/DMR/CRE/BV/002_03
TP/oneM2M/CSE/DMR/CRE/BV/003_03

	
	
	
	Create operation in receiver role, using optional attribute ‘expirationTime’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_13

	
	
	
	Create operation in receiver role, using optional attribute ‘labels’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_14

	
	
	
	Create operation in receiver role, using optional attribute ‘announceTo’
	ETSI
	TP/oneM2M/CSE/CRE/DMR/BV/016_01

	
	
	
	Create operation in receiver role, using optional attribute ‘announcedAttribute’
	ETSI
	TP/oneM2M/CSE/CRE/DMR/BV/017_01

	
	
	
	Update operation in receiver role, only using mandatory attributes
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/001_03
TP/oneM2M/CSE/DMR/UPD/BV/002_03
TP/oneM2M/CSE/DMR/UPD/BV/003_03
TP/oneM2M/CSE/DMR/UPD/BV/004_03
TP/oneM2M/CSE/DMR/UPD/BV/005_03
TP/oneM2M/CSE/DMR/UPD/BV/006_03
TP/oneM2M/CSE/DMR/UPD/BV/007_03
TP/oneM2M/CSE/DMR/UPD/BV/008_03
TP/oneM2M/CSE/DMR/UPD/BV/009_03

	
	
	
	Update operation in receiver role, using optional attribute ‘expirationTime’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_08

	
	
	
	Update operation in receiver role, using optional attribute ‘labels’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_09

	
	
	
	Update operation in receiver role, using optional attribute ‘announceTo’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/015_01

	
	
	
	Update operation in receiver role, using optional attribute ‘announcedAttribute’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/016_01

	
	
	
	Update operation in receiver role, using optional attribute ‘Privileges’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_10

	
	
	
	Update operation in receiver role, using optional attribute ‘selfPrivileges’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_11

	
	
	
	Retrieve operation in receiver role.
	ETSI
	TP/oneM2M/CSE/DMR/RET/BV/001_03
TP/oneM2M/CSE/DMR/RET/BV/002_03
TP/oneM2M/CSE/DMR/RET/BV/003_03

	
	
	
	Delete operation in receiver role.
	ETSI
	TP/oneM2M/CSE/DMR/DEL/BV/001_03
TP/oneM2M/CSE/DMR/DEL/BV/002_03
TP/oneM2M/CSE/DMR/DEL/BV/003_03
TP/oneM2M/CSE/DMR/DEL/BV/004_03

	
	
	<subscription> resource management
	Create operation in receiver role, only using mandatory attributes
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/001_06
TP/oneM2M/CSE/DMR/CRE/BV/002_06
TP/oneM2M/CSE/DMR/CRE/BV/003_06

	
	
	
	Create operation in receiver role, using optional attribute ‘accessControlPolicyIDs 
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_15

	
	
	
	Create operation in receiver role, using optional attribute ‘expirationTime’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_16

	
	
	
	Create operation in receiver role, using optional attribute ‘labels’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_17

	
	
	
	Create operation in receiver role, using optional attribute ‘eventNotificationCriteria’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_18

	
	
	
	Create operation in receiver role, using optional attribute ‘expirationCounter’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_19

	
	
	
	Create operation in receiver role, using optional attribute ‘groupID’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_20

	
	
	
	Create operation in receiver role, using optional attribute ‘notificationForwardingURI’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_21

	
	
	
	Create operation in receiver role, using optional attribute ‘batchNotify’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_22

	
	
	
	Create operation in receiver role, using optional attribute ‘rateLimit’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_23

	
	
	
	Create operation in receiver role, using optional attribute ‘preSubscriptionNotify’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_24

	
	
	
	Create operation in receiver role, using optional attribute ‘pendingNotification’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_25

	
	
	
	Create operation in receiver role, using optional attribute ‘notificationStoragePriority’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_26

	
	
	
	Create operation in receiver role, using optional attribute ‘latestNotify’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_27

	
	
	
	Create operation in receiver role, using optional attribute ‘notificationContentType’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_28

	
	
	
	Create operation in receiver role, using optional attribute ‘notificationEventCat’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_29

	
	
	
	Create operation in receiver role, using optional attribute ‘creator’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_30

	
	
	
	Create operation in receiver role, using optional attribute ‘subscriberURI’
	ETSI
	TP/oneM2M/CSE/DMR/CRE/BV/015_31

	
	
	
	Update operation in receiver role, only using mandatory attributes
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/001_06
TP/oneM2M/CSE/DMR/UPD/BV/002_06
TP/oneM2M/CSE/DMR/UPD/BV/003_06
TP/oneM2M/CSE/DMR/UPD/BV/004_06
TP/oneM2M/CSE/DMR/UPD/BV/005_06
TP/oneM2M/CSE/DMR/UPD/BV/006_06
TP/oneM2M/CSE/DMR/UPD/BV/007_06
TP/oneM2M/CSE/DMR/UPD/BV/008_06
TP/oneM2M/CSE/DMR/UPD/BV/009_06

	
	
	
	Update operation in receiver role, using optional attribute ‘accessControlPolicyIDs 
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_12

	
	
	
	Update operation in receiver role, using optional attribute ‘expirationTime’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_13

	
	
	
	Update operation in receiver role, using optional attribute ‘labels’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_14

	
	
	
	Update operation in receiver role, using optional attribute ‘eventNotificationCriteria’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_15

	
	
	
	Update operation in receiver role, using optional attribute ‘expirationCounter’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_16

	
	
	
	Update operation in receiver role, using optional attribute ‘notificationURI’
	ETSI
	

	
	
	
	Update operation in receiver role, using optional attribute ‘groupID’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_17

	
	
	
	Update operation in receiver role, using optional attribute ‘notificationForwardingURI’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_18

	
	
	
	Update operation in receiver role, using optional attribute ‘batchNotify’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_19

	
	
	
	Update operation in receiver role, using optional attribute ‘rateLimit’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_20

	
	
	
	Update operation in receiver role, using optional attribute ‘pendingNotification’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_21

	
	
	
	Update operation in receiver role, using optional attribute ‘notificationStoragePriority’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_22

	
	
	
	Update operation in receiver role, using optional attribute ‘latestNotify’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_23

	
	
	
	Update operation in receiver role, using optional attribute ‘notificationContentType’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_24

	
	
	
	Update operation in receiver role, using optional attribute ‘notificationEventCat’
	ETSI
	TP/oneM2M/CSE/DMR/UPD/BV/014_25

	
	
	
	Retrieve operation in receiver role.
	ETSI
	TP/oneM2M/CSE/DMR/RET/BV/001_06
TP/oneM2M/CSE/DMR/RET/BV/002_06
TP/oneM2M/CSE/DMR/RET/BV/003_06

	
	
	
	Delete operation in receiver role.
	ETSI
	TP/oneM2M/CSE/DMR/DEL/BV/001_06
TP/oneM2M/CSE/DMR/DEL/BV/002_06
TP/oneM2M/CSE/DMR/DEL/BV/003_06
TP/oneM2M/CSE/DMR/DEL/BV/004_06

	
	Security
	<accessControlPolicy> operation
	Use of multiple accessControlRules in privileges
	ETSI
	TP/oneM2M/CSE/SEC/ACP/BV/001

	
	
	
	Use of multiple accessControlRules in selfprivileges
	ETSI
	TP/oneM2M/CSE/SEC/ACP/BV/002

	
	
	
	Use of a domain in accessControlOriginator
	ETSI
	TP/oneM2M/CSE/SEC/ACP/BV/003

	
	
	
	Use of a “*” (all) in accessControlOriginator
	ETSI
	TP/oneM2M/CSE/SEC/ACP/BV/004

	
	
	
	Use of accessControlTimeWindow context
	ETSI
	TP/oneM2M/CSE/SEC/ACP/BV/005-6

	
	
	
	Use of accessControlLocationRegion context
	ETSI
	TP/oneM2M/CSE/SEC/ACP/BV/007-8

	
	
	
	Use of accessControlIpAddresses context
	ETSI
	TP/oneM2M/CSE/SEC/ACP/BV/009-10

	
	
	
	Use of parent’s privileges when accessControlPolicyIDs is not defined for a resource
	ETSI
	TP/oneM2M/CSE/SEC/ACP/BV/011-12

	
	
	
	Use of multiple accessControlPolicy resources for a resource
	ETSI
	TP/oneM2M/CSE/SEC/ACP/BV/014

	
	
	
	Update operation of ‘accessControlPolicyIDs’ attribute
	ETSI
	TP/oneM2M/CSE/SEC/ACP/BV/015-16

	
	Subscription and Notification
	Notification operation
	Use of eventType attribute
	ETSI
	TP/oneM2M/CSE/SUB/BV/007-8-9

	
	
	
	Use of notification creator
	ETSI
	TP/oneM2M/CSE/SUB/BV/010

	
	
	
	Use of notificationContentType attribute
	ETSI
	TP/oneM2M/CSE/SUB/BV/011-12

	
	
	
	Use of expiration counter attribute
	ETSI
	TP/oneM2M/CSE/SUB/BV/013-14

	
	
	
	Use of eventNotificationCriteria attribute
	ETSI
	TP/oneM2M/CSE/SUB/BV/01516

	
	
	
	Use of batchNotify attribute
	ETSI
	TP/oneM2M/CSE/SUB/BV/018

	
	
	
	Use of preSubscriptionNotify attribute
	ETSI
	TP/oneM2M/CSE/SUB/BV/022




	Task #
	Action item
	Owner

	T1
	Test requirements analysis
	Miguel (ETSI)

	T2
	Prioritise and develop REG TPs
	Miguel (ETSI)

	T3
	Prioritise and develop DMR TPs
	Miguel (ETSI), Mahdi (Sensinov)

	T4
	Prioritise and develop SUB TPs
	Sungchan (KETI), Jason (Huawei)

	T5
	Prioritise and develop GMG TPs
	Sookhyun (TTA), Jason (Huawei), Bob (IDC)

	T6
	Prioritise and develop DIS TPs
	Sookhyun (TTA), Sungchan (KETI)

	T7
	Prioritise and develop LOC TPs
	Sookhyun (TTA), Jason (Huawei)

	T8
	Prioritise and develop DMG TPs
	Mahdi (Sensinove), Jason (Huawei)

	T9
	Prioritise and develop CMDH TPs
	Mahdi (Sensinove)

	T10
	Prioritise and develop SEC TPs
	Franck (EGM)

	T11
	Prioritise and develop ANN TPs
	Bob (IDC)




