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1. Introduction

This contribution proposes some improvements to TPs for groups CSE/DMR, CSE/DMR/UPD and CSE/LOC of the TS-0018 – Test Suite Structure and Test Purposes. This includes:
· Use of valid ATTRIBUTE attribute  expression as defined in TST-2017-0004-TS-0018R01-Test_urposes_harmonization where applicable

· Use of set to NULL where response shall contain an attribute after deletion

· TP/oneM2M/CSE/DMR/UPD/BO/007 and TP/oneM2M/CSE/DMR/UPD/BO/008:
· Response Status Code replaced by 4000 (BAD REQUEST)

· Typos in permutation tables
· Removal of (optional) before Content containing expression

Proposal

================ Start of  1st  Part: Test Purposes ==================
7.2.1. Group AE
	TP Id
	TP/oneM2M/AE/DMR/BV/004

	Test objective
	Check that the IUT sends a Container creation request with optional attribute ATTRIBUTE_NAME when it is triggered

	Reference
	TS-0001 10.1.1.1 & 10.2.4.1, TS-0004 7.2.2.1 & 7.4.7.1

	Config Id
	CF03

	PICS Selection
	PICS_AE.

	Initial conditions
	with {

the IUT being registered and 

the IUT having privileges to perform CREATE operation on resource AE_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT is triggered to send a container CREATE Request

}
	IUT ( CSE

	
	then {

the IUT sends a valid CREATE Request to CSE containing 



Resource Type set to 3 (Container) and


From set to AE_ID and
           Content containing

                 valid ATTRIBUTE_NAME attribute
}
	CSE ( IUT


	TP ID
	ATTRIBUTE_NAME

	TP/oneM2M/AE/DMR/BV/004_01
	Access ControlPolicy IDs

	TP/oneM2M/AE/DMR/BV/004_02
	Max Number Of Instances

	TP/oneM2M/AE/DMR/BV/004_03
	Max Byte Size

	TP/oneM2M/AE/DMR/BV/004_04
	Max Instance Age

	TP/oneM2M/AE/DMR/BV/004_05
	Ontology Ref

	TP/oneM2M/AE/DMR/BV/004_06
	Location ID


	TP Id
	TP/oneM2M/AE/DMR/UPD/BV/001

	Test objective
	Check that the IUT sends a UPDATE request with the value of the attribute ATTRIBUTE_NAME of the TARGET_RESOURCE_ADDRESS resource 

	Reference
	TS-0001 10.1.3

	Config Id
	CF03

	PICS Selection
	PICS_AE

	Initial conditions
	with {

the IUT being registered 

and the CSE having created a resource TARGET_RESOURCE_ADDRESS of type RESOURCE_TYPE containing

a RW attribute ATTRIBUTE_NAME set to VALUE_1
and the IUT having privileges to perform UPDATE operation on resource TARGET_RESOURCE_ADDRESS 


}

	Expected behaviour
	Test events
	Direction

	
	when {


     the IUT is triggered to send a UPDATE Request on the TARGET_RESOURCE_ADDRESS containing ATTRIBUTE_NAME 
}
	NA

	
	then {

     the IUT sends a valid UPDATE Request containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME set to VALUE_2
}
	 IUT ( CSE


	TP Id
	Reference
	RESOURCE_TYPE
	ATTRIBUTE_NAME

	TP/oneM2M/AE/DMR/UPD/BV/001_01
	TS-0001 10.2.1.3
	2 (AE)
	labels


7.2.2
Group CSE
	TP Id
	TP/oneM2M/CSE/DMR/UPD/BV/001

	Test objective
	Check that the IUT updates  successfully the value of the attribute ATTRIBUTE_NAME of the TARGET_RESOURCE_ADDRESS resource 

	Reference
	TS-0001 10.1.3

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered the AE 

and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing



a RW attribute ATTRIBUTE_NAME set to VALUE_1

and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME set to VALUE_2
}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME set to VALUE_2
}
	IUT ( AE


	TP Id
	Reference
	RESOURCE_TYPE
	ATTRIBUTE_NAME

	TP/oneM2M/CSE/DMR/UPD/BV/001_01
	TS-0001 10.2.4.3 
	3 (container)
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/001_02
	TS-0001 10.2.7.4
	9 (group)
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/001_03
	TS-0001 10.2.21.3
	1 (accessControlPolicy)
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/001_04
	
	18 (schedule)
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/001_05
	TS-0001 10.2.13.4
	15 (pollingChannel)
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/001_06
	TS-0001 10.2.11.4
	23 (subscription)
	labels


	TP Id
	TP/oneM2M/CSE/DMR/UPD/BV/002

	Test objective
	Check that the IUT adds  successfully the attribute ATTRIBUTE_NAME to the TARGET_RESOURCE_ADDRESS resource 

	Reference
	TS-0001 10.1.3

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered the AE 

and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing



no optional RW attribute ATTRIBUTE_NAME

and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME set to VALUE_1
}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME set to VALUE_1
}
	IUT ( AE


	TP Id
	Reference
	RESOURCE_TYPE
	ATTRIBUTE_NAME

	TP/oneM2M/CSE/DMR/UPD/BV/002_01
	TS-0001 10.2.4.3 
	3 (container)
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/002_02
	TS-0001 10.2.7.4
	9 (group)
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/002_03
	TS-0001 10.2.21.3
	1 (accessControlPolicy)
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/002_04
	
	18 (schedule)
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/002_05
	TS-0001 10.2.13.4
	15 (pollingChannel)
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/002_06
	TS-0001 10.2.11.4
	23 (subscription)
	labels


	TP Id
	TP/oneM2M/CSE/DMR/UPD/BV/003

	Test objective
	Check that the IUT deletes  successfully the attribute ATTRIBUTE_NAME from the TARGET_RESOURCE_ADDRESS resource 

	Reference
	TS-0001 10.1.3

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered the AE 

and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing



an optional RW attribute ATTRIBUTE_NAME

and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME set to NULL
}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME set to NULL
}
	IUT ( AE


	TP Id
	TP/oneM2M/CSE/DMR/UPD/BV/004

	Test objective
	Check that the IUT updates  the value of the attribute ATTRIBUTE_NAME_1, and creates the ATTRIBUTE_NAME_2 and deletes the ATTRIBUTE_NAME_3 of the TARGET_RESOURCE_ADDRESS resource 

	Reference
	TS-0001 10.1.3

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered the AE 

and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing



a RW attribute ATTRIBUTE_NAME_1 set to VALUE_1 and


no optional RW attribute ATTRIBUTE_NAME_2 and


an optional RW attribute ATTRIBUTE_NAME_3 

and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME_1 set to VALUE_2 and




ATTRIBUTE_NAME_2 set to VALUE_3 and




ATTRIBUTE_NAME_3 set to NULL

}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME_1 set to VALUE_2 and




ATTRIBUTE_NAME_2 set to VALUE_3 and




ATTRIBUTE_NAME_3 set to NULL
}
	IUT ( AE


	TP Id
	Reference
	RESOURCE_TYPE
	ATTRIBUTE_NAME_1
	ATTRIBUTE_NAME_2
	ATTRIBUTE_NAME_3

	TP/oneM2M/CSE/DMR/UPD/BV/004_01
	TS-0001 10.2.4.3 
	3 (container)
	expirationTime
	maxNrOfInstances
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/004_02
	TS-0001 10.2.7.4
	9 (group)
	expirationTime
	groupName
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/004_03
	TS-0001 10.2.21.3
	1 (accessControlPolicy)
	privileges
	announceTo-
	labels-

	TP/oneM2M/CSE/DMR/UPD/BV/004_04
	
	18 (schedule)
	scheduleElement
	announceTo-
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/004_05
	TS-0001 10.2.13.4
	15 (pollingChannel)
	labels-
	accessControlPolicyIDs
	labels

	TP/oneM2M/CSE/DMR/UPD/BV/004_06
	TS-0001 10.2.11.4
	23 (subscription)
	expirationTime
	labels
	expirationCounter


	TP/oneM2M/CSE/DMR/UPD/BV/004_06
	TS-0001 10.2.11.4
	23 (subscription)
	expirationTime
	labels
	expirationCounter
	-
	"20001231T012345"
	"VALUE_1"


	TP Id
	TP/oneM2M/CSE/DMR/UPD/BI/005

	Test objective
	Check that the IUT responds with an error when the AE tries to update an attribute of a  TARGET_RESOURCE_ADDRESS resource which does not exist

	Reference
	TS-0001 10.1.3 – item 15)

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered the AE 

and the IUT not having created a resource TARGET_RESOURCE_ADDRESS
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and


Content containing




RESOURCE_TYPE resource containing





valid ATTRIBUTE_NAME attribute 
}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 4004 (NOT_FOUND)
 }
	IUT ( AE


	TP Id
	Reference
	RESOURCE_TYPE
	ATTRIBUTE_NAME

	TP/oneM2M/CSE/DMR/UPD/BO/005_01
	TS-0001 10.2.4.3 
	3 (container)
	labelsexpirationCounter

	TP/oneM2M/CSE/DMR/UPD/BO/005_02
	TS-0001 10.2.7.4
	9 (group)
	labelsexpirationCounter

	TP/oneM2M/CSE/DMR/UPD/BO/005_03
	TS-0001 10.2.21.3
	1 (accessControlPolicy)
	labelsexpirationCounter

	TP/oneM2M/CSE/DMR/UPD/BO/005_04
	
	18 (schedule)
	expirationCounterlabels

	TP/oneM2M/CSE/DMR/UPD/BO/005_05
	TS-0001 10.2.13.4
	15 (pollingChannel)
	expirationCounterlabels

	TP/oneM2M/CSE/DMR/UPD/BO/005_06
	TS-0001 10.2.11.4
	23 (subscription)
	labelsmaxNrOfInstances


	TP Id
	TP/oneM2M/CSE/DMR/UPD/BO/006

	Test objective
	Check that the IUT responds with an error when the AE tries to update the attribute ATTRIBUTE_NAME of a TARGET_RESOURCE_ADDRESS resource without having privileges for the UPDATE operation

	Reference
	TS-0001 10.1.3 – 16)

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered the AE 

and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing



a RW ATTRIBUTE_NAME attribute set to VALUE_1

and the AE not having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME attribute set to VALUE_2
}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 4103 (ACCESS_DENIED)
 }
	IUT ( AE


	TP Id
	Reference
	RESOURCE_TYPE
	ATTRIBUTE_NAME

	TP/oneM2M/CSE/DMR/UPD/BO/006_01
	TS-0001 10.2.4.3 
	3 (container)
	labels

	TP/oneM2M/CSE/DMR/UPD/BO/006_02
	TS-0001 10.2.7.4
	9 (group)
	labels

	TP/oneM2M/CSE/DMR/UPD/BO/006_03
	TS-0001 10.2.21.3
	1 (accessControlPolicy)
	labels

	TP/oneM2M/CSE/DMR/UPD/BO/006_04
	
	18 (schedule)
	labels

	TP/oneM2M/CSE/DMR/UPD/BO/006_05
	TS-0001 10.2.13.4
	15 (pollingChannel)
	labels

	TP/oneM2M/CSE/DMR/UPD/BO/006_06
	TS-0001 10.2.11.4
	23 (subscription)
	labels


	TP Id
	TP/oneM2M/CSE/DMR/UPD/BO/007

	Test objective
	Check that the IUT responds with an error when the AE tries to update a non-RW attribute ATTRIBUTE_NAME of a TARGET_RESOURCE_ADDRESS resource

	Reference
	TS-0001 10.1.3

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered the AE 

and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing



a non-RW attribute ATTRIBUTE_NAME


and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and


Content containing




RESOURCE_TYPE resource containing





valid ATTRIBUTE_NAME attribute 

}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 4000 (BAD_REQUEST) 

}
	IUT ( AE


	TP Id
	Reference
	RESOURCE_TYPE
	ATTRIBUTE_NAME

	TP/oneM2M/CSE/DMR/UPD/BO/007_01
	TS-0001 10.2.4.3 
	3 (container)
	creationTime

	TP/oneM2M/CSE/DMR/UPD/BO/007_02
	TS-0001 10.2.7.4
	9 (group)
	creationTime

	TP/oneM2M/CSE/DMR/UPD/BO/007_03
	TS-0001 10.2.21.3
	1 (accessControlPolicy)
	creationTime

	TP/oneM2M/CSE/DMR/UPD/BO/007_04
	
	18 (schedule)
	creationTime

	TP/oneM2M/CSE/DMR/UPD/BO/007_05
	TS-0001 10.2.13.4
	15 (pollingChannel)
	creationTime

	TP/oneM2M/CSE/DMR/UPD/BO/007_06
	TS-0001 10.2.11.4
	23 (subscription)
	creationTime


	TP/oneM2M/CSE/DMR/UPD/BO/007_06
	TS-0001 10.2.11.4
	23 (subscription)
	labels
	creationTimelabels
	"20001231T012345"


	TP Id
	TP/oneM2M/CSE/DMR/UPD/BO/008

	Test objective
	Check that the IUT responds with an error when the AE tries to delete a mandatory RW attribute ATTRIBUTE_NAME of a TARGET_RESOURCE_ADDRESS resource

	Reference
	TS-0001 10.1.3

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered the AE 

and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing



a mandatory RW attribute ATTRIBUTE_NAME

and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME attribute set to NULL
}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 4000 (BAD_REQUEST) }
	IUT ( AE


	TP Id
	Reference
	RESOURCE_TYPE
	ATTRIBUTE_NAME

	TP/oneM2M/CSE/DMR/UPD/BO/008_01
	TS-0001 10.2.4.3 
	3 (container)
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/BO/008_02
	TS-0001 10.2.7.4
	9 (group)
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/BO/008_03
	TS-0001 10.2.21.3
	1 (accessControlPolicy)
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/BO/008_04
	
	18 (schedule)
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/BO/008_05
	TS-0001 10.2.13.4
	15 (pollingChannel)
	expirationTime

	TP/oneM2M/CSE/DMR/UPD/BO/008_06
	TS-0001 10.2.11.4
	23 (subscription)
	expirationTime

	
	
	
	
	


	TP Id
	TP/oneM2M/CSE/DMR/UPD/BO/009

	Test objective
	Check that the IUT responds with an error when the AE tries to update a RW attribute ATTRIBUTE_NAME of the TARGET_RESOURCE_ADDRESS resource with an UNACCEPTABLE_VALUE

	Reference
	TS-0001 10.1.3 – item 17)

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered the AE 


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing 



a valid RW attribute ATTRIBUTE_NAME 

and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and


Content containing




RESOURCE_TYPE resource containing





ATTRIBUTE_NAME attribute set to UNACCEPTABLE_VALUE
}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 4102 (CONTENTS_UNACCEPTABLE)
 }
	IUT ( AE


	TP Id
	Reference
	RESOURCE_TYPE
	ATTRIBUTE_NAME

	TP/oneM2M/CSE/DMR/UPD/BO/009_01
	TS-0001 10.2.4.3 
	3 (container)
	labels

	TP/oneM2M/CSE/DMR/UPD/BO/009_02
	TS-0001 10.2.7.4
	9 (group)
	labels

	TP/oneM2M/CSE/DMR/UPD/BO/009_03
	TS-0001 10.2.21.3
	1 (accessControlPolicy)
	labels

	TP/oneM2M/CSE/DMR/UPD/BO/009_04
	
	18 (schedule)
	labels

	TP/oneM2M/CSE/DMR/UPD/BO/009_05
	TS-0001 10.2.13.4
	15 (pollingChannel)
	labels

	TP/oneM2M/CSE/DMR/UPD/BO/009_06
	TS-0001 10.2.11.4
	23 (subscription)
	labels


	TP Id
	TP/oneM2M/CSE/DMR/UPD/BV/010

	Test objective
	Check that the stateTag attribute of a <Container> resource is increased when an update operation has been performed on its child resource

	Reference
	TS-0001 10.1.3

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a <Container> resource containing


CHILD_RESOURCE_TYPE resource containing



valid ATTRIBUTE_NAME


and the AE having privileges to perform UPDATE operation on the <Container> child 
resource


and the IUT having updated TARGET_CHILD_RESOURCE_ADDRESS resource
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid RETRIEVE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID 


}
	IUT  AE

	
	then {

the IUT sends a valid Response containing



Content containing




RESOURCE_TYPE resource containing




stateTag attribute set to 2
}
	IUT  AE


	TP Id
	TP/oneM2M/CSE/LOC/BV/002

	Test objective
	Check that the IUT accepts the creation of locationPolicy resource with locationSource attribute and locationUpdatePeriod attribute provided.  

	Reference
	 TS-0001 10.2.10.1, TS-0004 7.4.11.2

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the AE having privileges to perform CREATE operation on the resource 
TARGET_RESOURCE_ADDRESS
}

	Expected behaviour
	Test events
	Direction

	
	when {


the IUT receives a valid CREATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


Resource Type set to 10 (locationPolicy) and


From set to AE_ID and 



Content containing



locationPolicy resource containing




locationSource attribute set to 1 (Network_based) and




valid locationUpdatePeriod attribute and





valid locationTargetID attribute and 





valid locationServer attribute

}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing


Response Status Code set to 2001 (CREATED) 
}
	IUT ( AE


	TP Id
	TP/oneM2M/CSE/LOC/BO/001

	Test objective
	Check that the IUT rejects the creation of <locationPolicy> resource when AE has no privilege to perform the creation request for the <locationPolicy> resource

	Reference
	TS-0001 10.2.10.1, TS-0004 7.4.11.2

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the originator AE


and the AE not having privileges to perform CREATE operation on the resource 
TARGET_RESOURCE_ADDRESS 
}

	Expected behaviour
	Test events
	Direction

	
	when {
the IUT receives a valid CREATE Request from AE containing 




To set to PARENT_RESOURCE_ADDRESS and



Resource Type set to 10 (locationPolicy) and



From set to AE_ID and 




Content containing




locationPolicy resource containing





locationSource attribute set to 1 (Network_based) and





valid locationUpdatePeriod attribute and






valid locationTargetID attribute and 






valid locationServer attribute



}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing

Response Status Code set to 4103 (ACCESS_DENIED)

}
	IUT ( AE


	 TP Id
	TP/oneM2M/CSE/LOC/BO/002

	Test objective
	Check that the IUT responds with an error when receiving a creation request of <locationPolicy> resource target to the TARGET_RESOURCE_ADDRESS which does not exist in the Hosting CSE 

	Reference
	TS-0001 10.2.10.1, TS-0004 7.4.11.2

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

      and the IUT having registered the originator AE


and the IUT not having created a resource TARGET_RESOURCE_ADDRESS



}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid CREATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


Resource Type set to 10 (locationPolicy) and


From set to AE_ID and 



Content containing



locationPolicy resource containing




locationSource attribute set to 1 (Network_based) and




valid locationUpdatePeriod attribute and





valid locationTargetID attribute and 





valid locationServer attribute



}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 4004 (NOT_FOUND)

}
	IUT ( AE


