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Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
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All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
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Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
[bookmark: _GoBack]This CR proposes a new error response code which is used for error handling of 3GPP Traffic Pattern API in SDS-2019-0423. The CR applies to “6033” as the response code, because the response code “6032” has  been allocated to 3GPP QoS session API in SDS-2019-0404. 
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Table 6.6.3.7-1 specifies the RSCs for when the external system reported errors over Mcn reference point.
Table 6.6.3.7‑1: RSCs for Network system error response class
	Numeric Code
	Description

	6003
	EXTERNAL_OBJECT_NOT_REACHABLE

	6005
	EXTERNAL_OBJECT_NOT_FOUND

	6010
	MAX_NUMBER_OF_MEMBER_EXCEEDED

	6020
	MGMT_SESSION_CANNOT_BE_ESTABLISHED

	6021
	MGMT_SESSION_ESTABLISHMENT_TIMEOUT

	6022
	INVALID_CMDTYPE

	6023
	INVALID_ARGUMENTS

	6024
	INSUFFICIENT_ARGUMENTS

	6025
	MGMT_CONVERSION_ERROR

	6026
	MGMT_CANCELLATION_FAILED

	6028
	ALREADY_COMPLETE

	6029
	MGMT_COMMAND_NOT_CANCELLABLE

	6030
	EXTERNAL_OBJECT_NOT_REACHABLE_BEFORE_RQET_TIMEOUT

	6031
	EXTERNAL_OBJECT_NOT_REACHABLE_BEFORE_OET_TIMEOUT

	6033
	REQUESTED_ACTIVITY_PATTERN_NOT_PERMITTED
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