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1. Introduction

This contribution proposes new resources list on NSE-CSF description.
2. Proposal
-------------- Start change ---------------------
6.2.8
Network Service Exposure, Service Execution and Triggering

6.2.8.1
General Concepts

Network Service Exposure, Service Execution and Triggering (NSE) CSF manages communications with the Underlying Networks for accessing network service functions over the Z reference point. The NSE CSF uses the available/supported methods for service "requests" on behalf of M2M Applications. The NSE CSF shields other CSFs and AFs from the specific technologies and mechanisms supported by the Underlying Networks. 

Note: The NSE CSF provides adaptation for different set of network service functions supported by various Underlying Networks.

The network service functions provided by the Underlying Network include service functions such as, but not limited to, device triggering, small data transmission, location notification, policy rules setting, location queries, IMS services, device management. Such services do not include the general transport services.

6.2.8.2
Detailed Descriptions

NSE CSF shall manage communication with the Underlying Networks for obtaining network service functions on behalf of other CSFs, remote CSEs or M2M Applications. The NSE CSF shall use the Z reference point for communicating with the Underlying Networks. 

Note: The network services provided by the Underlying Networks include services such as, but not limited to, device triggering, small data transmission, location notification, policy rules setting, location queries, IMS services, device management. Such services do not include general transport services. 

The M2M system shall allow the Underlying Networks to control network service procedures and information exchange over the Underlying Networks while providing such network services. For example, for the 3GPP networks, the Underlying Network may chose to provide the network services based on control plane signalling mechanisms.

Other CSFs in a CSE that need to use the services offered by the Underlying Network shall use the NSE CSF. 

The NSE CSF shall shield other CSFs and AFs from the specific technology and mechanisms supported by the Underlying Networks. 
Note: The NSE CSF provides adaptation for different set of network service functions supported by various Underlying Networks.

The NSE CSF shall maintain over the Z reference point, the necessary connections and/or sessions between the CSE and the Underlying Network when local CSFs are in need of a network service. 

The NSE CSF shall provide to the CMDH CSF information related to the Underlying Network so the CMDH CSF can include them to determine proper communication handling.
=========== Add following tests =============--

The NSE CSF shall provide following resources.

· serviceExposure resource for M2M Applications

· deviceTriggering resource as a child resource of serviceExposure resource

· deviceCharacteristic resource as a child resource of serviceExposure resource

· locationNotification resource as a child resource of serviceExposure resource

· policyRule resource as a child resource of serviceExposure resource

· locationQuery resource as a child resource of serviceExposure resource

· imsService resource as a child resource of serviceExposure resource

· deviceManagement resource as a child resource of serviceExposure resource

· bcastRequest resource as a child resource of serviceExposure resource
· 
· underlyingNetwork resource for the CSE operation purpose

· collection of underlyingNetwork resources

· linkManagement resource as a child resource of underlyingNetwork resource

· linkCredential resource as a child resource of linkManagement resource
================== Stop adding ============================
---------------------- End of change ------------------------------------------------------------------
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