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1
Introduction

This contribution proposes the  text for section 7.2
7.
M2M Identification and addressing

7.2
M2M Identifier and Life Cycle and Characteristics 
	Identifier
	Assigned by
	Assigned to
	Assigned during 
	Lifetime 
	Scope
	Used during
	Remarks 

	M2M Service Provider Identifier
	Out of scope
	All M2M nodes that interact within the oneM2M framework 
	Out of scope
	Life of the M2M node
	Global
	FFS
	

	Application Instance Identifier
	FFS
	Application instance, when the executing instance registers to a local CSE
	FFS
	Application Instance Registration
	Global
	- Application instance Registration
- Other operations FFS
	

	Application Identifier
	Out of scope
	Application
	Out of scope
	Application
	N/A
	N/A
	

	CSE Identifier
	M2M SP
	An CSE executing in an M2M node within the oneM2M framework
	FFS
	Life of the CSE
	Global
	FFS
	

	M2M Node Identifier
	M2M SP
	M2M Node hosting CSE
	Out of scope
	Life of the M2M Node
	Global
	Out of scope
	

	M2M Subscription Identifier


	M2M SP 
	One or more CSEs belonging to the same M2M subscriber 
	At service signup 
	Life of the Subscription with the MM SP
	Global
	-Charging and Information Recorded
- Other operations are FFS
	Multiple CSEs can be allocated the same M2M Subscription Identifier

	Request Identifier
	Y-Interface  CSE 
X-Interface  
Application Instance 
	A request initiated by an application  or CSE
	Y-Interface: Handling of a request received by a CSE and that requires communication with a peer CSE.
X-Interface: Request initiated by an application instance
	Life time of the request
	Y-Interface:

Global

X-Interface:
Local
	Requests and corresponding responses
	

	External Identifier
	Manual mode:
Jointly between the Access Network provider and M2M SP, where applicable.

Plug-And- Play:
 FFS
	CSE. Within the access network, the Identifier shall map to the M2M Device where the CSE is resident. 
	Administrative Agreement.
Plug-and-Play option is FFS
	Life time of the CSE.
	FFS
	Requests initiated by an M2M SP over the Z-Interface, where applicable.
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