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1
Introduction

This contribution proposes modification to the current definition of M2M-Request-ID to remove some of the editor notes
7.
M2M Identification and addressing

7.1.8 CSE Request Identifier (M2M-Request-ID)

This is an identifier that tracks a request initiated by a CSE, over the Y-interface and Z interface, if applicable, end to end. It is also included in the response to the request. The M2M-Request-ID is allocated by the CSE initiating the request. The request initiated by the CSE could be the result of an application request, or a request initiated autonomously by the CSE to fulfil a service.  
To enable applications initiating multiple instances simultaneously to track requests and corresponding responses over the X-interface, these applications shall include a distinct request identifier per request over the X-interface to the CSE for an initiated request. The CSE shall maintain a binding between the application request identifier and the M2M-Request-ID it initiates towards other peer CSEs until a response is returned to the application.  The CSE shall include the application request identifier in its response to the application where applicable.
A CSE receiving a request from a peer CSE shall include the received M2M-Request-ID in all additional requests it has to generate (including propagation of the incoming request) and that are associated with the incoming request, where applicable.
The CSE shall include the same M2M-Request-ID in its interactions with the underlying network, over the Z-interface where applicable
An M2M-Request-ID allocated to a request by a CSE shall be globally unique. 



Editor’s Note: Bring in a contribution to indicate where this information will carried


© 2013 oneM2M Partners
                                                                                                   Page 1 (of 2)



[image: image1.png]