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	Huawei Technologies Co., Ltd.

	Format:*
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	Date:*
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	Jiaxin Yin, Yinjiaxin@huawei.com

	Reason for Change/s:*
	Resource capability seems to be a wrapper of capabilityInstance which can be simplified.
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 Bug Fix or Correction
 FORMCHECKBOX 
 Change/correction to existing feature or functionality
 New feature or functionality

	Post Freeze checking:*
	This CR contains only essential changes and corrections
                           YES  FORMCHECKBOX 
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GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
<Provide an introduction containing the problem(s) being solved, and a summary list of proposals>
-----------------------Start of change 1-------------------------------------------








	
	
	
	

	
	
	
	




	
	
	


	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


D.10
Resource Type deviceCapability
This resource is the instance for representing each device capability. The resource type of the Resource capabilityInstance is <mgmtObj>.
Editor's Note: The notaiton used for describing [capabilityInstance] needs to be discussed .
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Figure D.10-1: Structure of <capabilityInstance> resource
This resource shall contain the attributes according to their multiplicitly in Table D.10-1 (0 indicates the optionality of the attribute).

Table D.10-1: Attributes of <capabilityInstance> resource

	Attribute Name of <capabilityInstance>
	Multiplicity
	RW/

RO/

WO
	Description

	resourceType (rT)
	1
	WO
	See section 9.6.1 where this common attribute is described

	parentID (pID)
	1
	RO
	See section 9.6.1 where this common attribute is described.

	expirationTime (eT)
	1
	RW
	See section 9.6.1 where this common attribute is described

	accessControlPolicyID (aRI)
	1
	RW
	See section 9.6.1 where this common attribute is described

	creationTime (cT)
	1
	RO
	See section 9.6.1 where this common attribute is described

	lastModifiedTime (lMT)
	1
	RO
	See section 9.6.1 where this common attribute is described

	
	
	
	

	objectID
	0..1
	WO
	See section 9.6.13

	objectPath
	0..1
	WO
	See section 9.6.13

	description
	0..1
	RW
	See section 9.6.13

	capabilityName
	1
	WO
	The name of the capability.

	attached
	1
	RO
	Indicates whether the capability is attached to the device or not.

	capabilityActionStatus
	1
	RO
	Indicates the status of the Action (including a progress indicator, a final state and a reminder of the requested action).

	enable
	0..1
	WO
	The action that allows enabling the device capability.

	disable
	0..1
	WO
	The action that allows disabling the device capability.


-----------------------End of change 1---------------------------------------------
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