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Introduction
The list of abbreviations is incomplete
-----------------------Start of change 1-------------------------------------------
3.3
Abbreviations
{3.3.a} Editor’s Note: Missing some Text
For the purposes of the present document, the following abbreviations apply:
2G
Second generation

3GPP
3rd Generation Partnership Project
3GPP2
3rd Generation Partnership Project 2
AAA
Authentication, Authorization, and Accounting
AAAA
Authentication, Authorization, Accounting and Auditing
A/AAAA
IPv4/IPv6 DNS records that are used to map hostnames to an IP address
ADN
Application Dedicated Node

ADN-AE
AE which resides in the Application Dedicated Node

AE
Application Entity
Annc
Announced
AID CSF
Addressing and Identification CSF

API
Application Program Interface
ASM
Application and Service Layer Management

ASM CSF
Application and Service Layer Management CSF


ASN
Application Service Node

ASE-AE
Application Entity that is registered with the CSE in the Application Service Node

ASN-CSE
CSE which resides in the Application Service Node
BBF
BroadBand Forum
CDR
Charging Data Record

CF
Configuration Function

CMDH 
Communication Management and Delivery Handling

CSE
Common Services Entity
CRUD
Create Retrieve Update Delete
CSE-ID
Common Service Entity IDentifier
CSE-PoA
CSE Point of Access

CSF
Common Services Function

DCF
Device Configuration Function

DDMF
Device Diagnostics and Monitoring Function

DHCP
Dynamic Host Configuration Protocol
DIS CSF
Discovery CSF

DFMF
Device Firmware Management Function

DTMF
Device Topology Management Function

DMF
Diagnostic and Monitoring Function
DMG
Device ManaGement
DNS
Domain Name Server

DMG CSF
Device Management CSF

DMR
Data Management and Repository

EF
Enabler Function
FQDN
Fully Qualified Domain Name
GMG CSF
Group Management CSF

GPS
Global Positioning System

GSMA
Global System for Mobile communications Association
HAAA
C.5.2
HLR
C.5.2
IMEI
International Mobile station Equipment Identity 
IMS
IP Multimedia Subsystem 
IN
Infrastructure Node

IN-AE
Application Entity that is registered with the CSE in the Infrastructure Node

IN-CSE
CSE which resides in the Infrastructure NodeIP
Internet Protocol
IN-DMG
Infratstructure Node Device ManaGement
IN-DMG-MA
Infratstructure Node Device ManaGement Management Adapter
IPE
Interworking Proxy application Entity

ITU-T
ITU Telecommunication Standardization Sector
JNI
Java Native Interface
LOC CSF
Location CSF
LWM2M
Lightweight M2M
M2M
Machine to Machine
M2M-IWF
M2M InterWorking Function
M2M-Sub-ID
M2M service Subscription IDentifier
Mca
Reference point for M2M Communications with AE
Mcc
Reference point for M2M Communications with CSE
Mcc’
Reference point for M2M Communications with CSE of a different M2M Service Provider
Mch
Reference point for M2M Communications with external charging server
Mcn
Reference point for M2M Communications with NSE
MIP
C.5.2

MN
Middle Node

MN-CSE
CSE which resides in the Middle Node
MP
Mandatory Present
MSISDN
Mobile Station International Subscriber Directory Number
MTC
Machine Type Communications
NP
Not Present
OMA
Open Mobile Alliance
OMA-DM
Open Mobile Alliance Device Management
OP
Optional Present
NSE
Network Service Entity

NSSE CSF
Network Service Exposure, Service Execution and Triggering CSF
OID
Object IDentifier
PDSN
Packet Data Serving Node
PMIP
Proxy Mobile IP
PoA
Point of Access 
PPP
Point-to-Point Protocol
REG CSF
Registration CSF
RO
Read Only
RPC
Remote Procedure Calls
RW
Read/Write
SCA
Service Charging and Accounting
SCA CSF
Service Charging and Accounting CSF

SCS
Services Capability Server

SDO
Standards Developing Organization

SEC CSF
Security CSF
SLA
Service Level Agreement
SMF
Software Monitoring Function

SMS
Short Messaging System

SP
Service Provider

SSM 
Service Session Management

SSM CSF
Service Session Management CSF

SUB CSF
Subscription and Notification CSF

Tsp
Interface between the Service Capability Server (SCS) and Machine Type Communication (MTC) Inter Working Function
Tsms
Interface between the Short Message Entity and the Short Message Service Center 
UE
User Equipment 
URI
Universal Resource Identifier
WO
Write Once
-----------------------End of change 1---------------------------------------------

-----------------------Start of change 2---------------------------------------------

6.2.4.2
Detailed Descriptions

The DMG CSF shall provide capabilities for the purpose of managing M2M Devices/Gateways as well as devices in M2M Area Networks.


-----------------------End of change 2---------------------------------------------
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