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Introduction
The conditions to tigger location request are not clear. it is proposed to clarify:
1)
only locationUpdatePeriod attribute is created or updated,not the whole <locationPolicy> resource, the CSE need to send location request to Location Server to modify the corresponding parameter.

2)
according to the agreement in last meeting, it is not to retrieve the <container> resource but to retrieve the <latest> resource of <container> resource, that will trigger the CSE to sendlocation request to Location Server.
-----------------------Start of change 1-------------------------------------------
8.5.2
General Procedure for Location Request

This procedure describes a scenario wherein an AE sends a request to obtain the location information of a target AE or CSE hosted in an M2M Node to the location server NSE, and the location server responses to the CSE with location information.

Figure 8.5.2-1 shows the general procedure for Location Request.
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Figure 8.5.2-1: General Procedure for Location Request

NOTE 1:
Detailed descriptions for Step-1 to the Step-3 are described in the clause 10.2.11.1.
Step-1: Create <locationPolicy>
The Originator requests to CREATE <locationPolicy> resource at the Registrar CSE. The locationSource attribute of the <locationPolicy> resource shall be set to 'Network-Based' and the value for locationTargetID and locationServer attributes shall be set properly set for the Location Request.

Step-2: Local Processing for creating <locationPolicy> resource

After verifying the privileges and the given attributes, the Registrar CSE shall create the <locationPolicy> resource. Linked <container> resource can be created after successful creation of <locationPolicy> resource.

Step-3: Response for creating <locationPolicy>
The Registrar CSE shall respond with a Response message.

Step-4: Location Request

The Registrar CSE issues Location Request to the selected Underlying Network. For doing this, the Registrar CSE shall transform the location configuration information received from the Originator into Location Request that is acceptable for the Underlying Network. For example, the Location Request can be one of existing location acquisition protocols such as OMA Mobile Location Protocol [i.7] or OMA RESTful NetAPI for Terminal Location [i.8]. Additionally, the Registrar CSE shall provide default values for other parameters (e.g. required quality of position) in the Location Request according to local policies.
NOTE 2:
The Location Request can be triggered by the given conditions, e.g.:
1)
when the amount of time specified in the locationUpdatePeriod attribute has passed;

2)
the locationUpdatePeriod attribute is created or updated;
3)
the <latest> resource of the linked <container> is retrieved and the locationUpdatePeriod attribute is not available.
4)      if the attribute locationUpdatePeriod has multiple value and the Hosting CSE of the resource is the target device, the Hosting CSE of the resource may update the location update period by choosing one of the value within the list according to the local context information of the device (velocity, battery level, current range) and its preprovisioned local policy which is out of scope of the specification. The Hosting CSE then issues Location Request with selected value as the update period. Then, if the value swiches to another value, step-4,5,6,7shall be repeated using the new period.
Step-5: Performing Location Procedure

The Underlying Network specific procedures are performed. This may involve getting location information from the target device or the network node. These procedures are outside the scope of oneM2M specifications.

Step-6: Location Response

The NSE responds to the Registrar CSE with location information if the Registrar CSE is authorized. If not, the NSE sends an error code back to the Registrar CSE.

Step-7: Local Processing after Location Response

The received response shall be contained in the <container> resource that is related the <locationPolicy> resource.

NOTE 3:
Please see the clause 10.2.11.2 for detail information.

NOTE 4:
For notification regarding the location response towards the Originator, the subscription mechanism is used.

-----------------------End of change 1---------------------------------------------
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