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Introduction

The CR Proposes to add introduction about 3GPP SCEF architecture. 

-----------------------Start of change 1-------------------------------------------
2
References

2.2
Informative references
Clause 2.2 shall only contain informative references which are cited in the document itself.

The following referenced documents are not necessary for the application of the present document but they assist the user with regard to a particular subject area.
[i.1]
oneM2M Drafting Rules  (http://member.onem2m.org/Static_pages/Others/Rules_Pages/oneM2M-Drafting-Rules-V1_0.doc)

[i.6] 
3GPP TS 23.682 V13.2.0: "Architecture enhancements to facilitate communications with packet data networks and applications"
"
-----------------------End of change 1---------------------------------------------
-----------------------Start of change 2---------------------------------------------
5
Introduction and analysis to 3GPP Service Capability Exposure 

5.2
3GPP architecture for Service Capability Exposure







Figure 5.2-1 shows the overall architecture for Service Capability Exposure which enables the 3GPP network to securely expose its services and capabilities provided by 3GPP network interfaces to external 3rd party service provider applications.
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Figure 5.2-1: 3GPP Architecture for Service Capability Exposure













The Service Capability Exposure Function (SCEF) provides a means to securely expose the services and capabilities provided by 3GPP network interfaces. The SCEF provides a means for the discovery of the exposed service capabilities. The SCEF provides access to network capabilities through homogenous network application programming interfaces (e.g. Network API) defined by OMA, GSMA, and possibly other standardisation bodies. The SCEF abstracts the services from the underlying 3GPP network interfaces and protocols. For more detail description, please refer to 3GPP TS23.682 V13.2.0 [i.6].




























-----------------------End of change 2---------------------------------------------
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