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GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
In case of a correction, and the change apply to previous releases, a separated “mirror CR” should be posted at the same time of this CR
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
This contribution intends to support monitoring integrity data collection, which is approved as REQ-2015-0550R03 OPR-007 “The oneM2M System shall be able to support receipt of the status information of the Underlying Network if supported by the Underlying Network”, and OPR-008 “The oneM2M System shall be able to provide the M2M applications with status information received from the Underlying Network.”
-----------------------Start of change 1-------------------------------------------
6.2.4.2.x
Device Underlying Network Monitoring Function
The Device Underlying Network Monitoring Function (DUNMF) provides monitoring for underlying network utilized by a device. The device underlying network monitoring capabilities include:

· Retrieval of underlying network information.
-----------------------End of change 1-------------------------------------------
-----------------------Start of change 2-------------------------------------------
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Figure 9.6.18-2: Structure of <node> resource
-----------------------End of change 2-------------------------------------------
-----------------------Start of change 3-------------------------------------------
Table 9.6.18-1: Child resources of <node> resource
	Child Resources of <node>
	Child Resource Type
	Multiplicity
	Description
	<nodeAnnc> Child Resource Type

	[variable]
	<mgmtObj> as defined in the specialization [deviceCapability]
	0..n
	The resource contains information about the capability supported by the Node. See clause D.9.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [deviceNetworkCapability]
	0..1
	The resource contains information about the capability supported by the underlying Network. See clause D.x.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [reboot]
	0..1
	The resource is the place to reboot or reset the Node. See clause D.10.
	<mgmtObjAnnc>


-----------------------End of change 3-------------------------------------------
-----------------------Start of change 4-------------------------------------------
D.x
Resource deviceNetworkCapability
The [deviceNetworkCapability] resource represents capability of each device's underlying network. The [deviceNetworkCapability] resource is a specialization of the <mgmtObj> resource.
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Figure D.x-1: Structure of [deviceNetworkCapability] resource
The [deviceNetworkCapability] resource shall contain the child resources specified in table D.x-1.
Table D.x-1: Child resources of [deviceNetworkCapability] resource
	Child Resources of [deviceNetworkCapability]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 where the type of this resource is described.


The [deviceNetworkCapability] resource shall contain the attributes specified in table D.x-2.

Table D.x-2: Attributes of [deviceNetworkCapability] resource

	Attributes of [deviceNetworkCapability]
	Multiplicity
	RW/

RO/

WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.

	resourceID
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.

	resourceName
	1
	WO
	See clause 9.6.1.3 where this common attribute is described.

	parentID
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.

	expirationTime
	1
	RW
	See clause 9.6.1.3 where this common attribute is described.

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 where this common attribute is described.

	creationTime
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.

	labels
	0..1
	RW
	See clause 9.6.1.3 where this common attribute is described.

	mgmtDefinition
	1
	WO
	See clause 9.6.15. This attribute shall have the fixed value "deviceNetworkCapability".

	objectIDs
	0..1 (L)
	RW
	See clause 9.6.15.

	objectPaths
	0..1 (L)
	RW
	See clause 9.6.15.

	description
	0..1
	RW
	See clause 9.6.15.

	capabilityName
	1
	WO
	The name of the capability. This attribute is a specialization of [objectAttribute] attribute.

	attached
	1
	RO
	Indicates whether the capability is attached to underlying network utilized by the device or not. This attribute is a specialization of [objectAttribute] attribute.

	capabilityActionStatus
	1
	RO
	Indicates the status of the Action (including a performed action and the corresponding final state). This attribute is a specialization of [objectAttribute] attribute.

	currentState
	1
	RO
	Indicates the current state of the capability (e.g. enabled or disabled). This attribute is a specialization of [objectAttribute] attribute.

	enable
	0..1
	WO
	The action that allows enabling the device network capability. This attribute is a specialization of [objectAttribute] attribute.

	disable
	0..1
	WO
	The action that allows disabling the device network capability. This attribute is a specialization of [objectAttribute] attribute.


-----------------------End of change 4-------------------------------------------
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