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GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.

In case of a correction, and the change apply to previous releases, a separated “mirror CR” should be posted at the same time of this CR

Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.

Follow the drafting rules.

All pictures must be editable.

Check spelling and grammar to the extent practicable.

Use Change bars for modifications.

The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.

Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.

When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction

This CR proposes following changes:
· In section 9.6.18, in the figure 9.6.18-2 of <node> resource, hostedCSEID attribute name is used while in description hostedCSELink name is used. The change proposes to use hostedCSELink in all the places.

· In Annex D.12, the text mentions hostedCSELink, while the Figure D.12-1 mentions hostedCSEID. 

-----------------------Start of change 1-------------------------------------------
9.6.18
Resource Type node
The <node> resource represents specific information that provides properties of an M2M Node that can be utilized by other oneM2M operations. The <node> resource has specialization of the <mgmtObj> as its child resources. These resources represent the Node's context information (e.g. memory and battery), network topology, device information, device capability etc. The specialized <mgmtObj> resources are  used to perform management of the Node.

This node specific information stored in these resources such as [memory] and [battery] can be obtained either by the existing device management technologies (OMA DM [Error: Reference source not found], BBF TR-069 [Error: Reference source not found]) or any other way (e.g. JNI [Error: Reference source not found]).

For the case when the <node> resource belongs to an ADN, please see figure 9.6.18-1 in conjunction with the description of nodeLink attribute in the <AE> resource (clause 9.6.5).
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Figure 9.6.18-1: Relationship between MN and ADN
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Figure 9.6.18-2: Structure of <node> resource

The <node> resource shall contain the child resources specified in table 9.6.18-1.

The <node> resource shall contain the child resources specified in table 9.6.18-1.

Table 9.6.18-1: Child resources of <node> resource
	Child Resources of <node>
	Child Resource Type
	Multiplicity
	Description
	<nodeAnnc> Child Resource Type

	[variable]
	<mgmtObj> as defined in the specialization [memory]
	0..1
	This resource provides the memory (typically RAM) information of the node. (E.g. the amount of total volatile memory), See clause D.4.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [battery]
	0..n
	The resource provides the power information of the node. (E.g. remaining battery charge). See clause D.7.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [areaNwkInfo]
	0..n
	This resource describes the list of Nodes attached behind the MN node and its physical or underlying relation among the nodes in the M2M Area Network. This attribute is defined in case the Node is MN. See clause D.5.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [areaNwkDeviceInfo]
	0..n
	This resource describes the information about the Node in the M2M Area Network. See clause D.6.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [firmware]
	0..n
	This resource describes the information about the firmware of the Node include name, version etc. See clause D.2.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [software]
	0..n
	This resource describes the information about the software of the Node. See clause D.3.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [deviceInfo]
	0..n
	The resource contains information about the identity, manufacturer and model number of the device. See clause D.8.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [deviceCapability]
	0..n
	The resource contains information about the capability supported by the Node. See clause D.9.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [reboot]
	0..1
	The resource is the place to reboot or reset the Node. See clause D.10.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [eventLog]
	0..1
	The resource contains the information about the log of events of the Node. See clause D.11.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [cmdhPolicy]
	0..n
	The resource(s) contain(s) information about CMDH policies that are applicable to the CMDH processing on the CSE hosted on the node represented by this <node> resource and identified by the hostedCSELink attribute of this <node> resource. See clause D.12.
	NA

	[variable]
	<mgmtObj> as defined in the specialization [activeCmdhPolicy]
	0..1
	This resource defines which of the present [cmdhPolicy] resource(s) shall be active for the CMDH processing on the CSE hosted on the node represented by this <node> resource and identified by the hostedCSELink attribute of this <node> resource. See clause D.12.
	NA

	[variable]
	<subscription>
	0..n
	See clause 9.6.8.
	<subscription>


The <node> resource shall contain the attributes specified in table 9.6.18-2.

Table 9.6.18-2: Attributes of <node> resource
	Attributes of 
<node>
	Multiplicity
	RW/

RO/

WO
	Description
	<nodeAnnc> attributes

	resourceType
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.
	NA

	resourceID
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.
	MA

	resourceName
	1
	WO
	See clause 9.6.1.3 where this common attribute is described.
	MA

	parentID
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.
	NA

	expirationTime
	1
	RW
	See clause 9.6.1.3 where this common attribute is described.
	MA

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 where this common attribute is described.
	MA

	creationTime
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.
	NA

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.
	NA

	labels
	0..1 (L)
	RW
	See clause 9.6.1.3 where this common attribute is described.
	MA

	announceTo
	0..1 (L)
	RW
	See clause 9.6.1.3 where this common attribute is described.
	NA

	announcedAttribute
	0..1 (L)
	RW
	See clause 9.6.1.3 where this common attribute is described.
	NA

	nodeID
	1
	RW
	The M2M-Node-ID of the node which is represented by this <node> resource.
	MA

	hostedCSELink
	0..1
	RW
	The resource ID of a resource where all of the following applies:
· The resource is a <CSEBase> resource or a <remoteCSE> resource.

· The resource is hosted on the same CSE as the present <node> resource.

· The resource represents the CSE which resides on the specific node that is represented by the current <node> resource.
	OA


-----------------------End of change 1---------------------------------------------
-----------------------Start of change 2-------------------------------------------
D.12
Resource cmdhPolicy
A [cmdhPolicy] resource is defined as a specialization of the <mgmtObj> resource type as specified in clause 9.6.15. It includes a number of child resources which are referenced by means of mgmtLink attributes. Each of these linked child resources represents itself a specialization of the <mgmtObj> resource type. These child resources and their child resources are defined in clauses D.12.1 to D.12.8.

The [cmdhPolicy] resource represents a set of rules associated with a specific CSE that govern the behaviour of that CSE regarding rejecting, buffering and sending request or response messages via the Mcc reference point. The rules contained in a [cmdhPolicy] resource are sub-divided into rules represented by different child resources with different purposes as follows:
· Defaults: Defines which CMDH related parameters will be used by default when a request or response message issued by a registrar of the associated CSE or the associated CSE itself contains the Event Category parameter but not all other CMDH related parameters and which default Event Category parameter shall be used when none is given in the request or response.
· Limits: Defines the allowed limits for CMDH related parameters in request or response messages with a given Event Category value.
· Network usage: Defines the conditions when usage of specific Underlying Networks is allowed for request or response messages with a given Event Category value.
· Buffering: Defines limits of supported buffer size to be used for storing pending messages with a given Event Category value and their priorities when deletion cannot be avoided.

The relationships of [cmdhPolicy] resources with other resources and the position within the overall resource structure are depicted in figure D.12-1. One or several [cmdhPolicy] resources can be assigned as child resources under a parent of <node> resource type. The <node> resource carrying CMDH policies is linked by means of a nodeLink attribute from either the local <CSEBase> resource or an instance of a <remoteCSE> resource type. This nodeLink attribute as well as the reverse hostedCSELink attribute in the <node> resource define to which CSE the set of CMDH policies apply whenever this CSE receives requests or responses that need to be forwarded over Mcc reference point. Since only one particular set of CMDH rules can be active for a given CSE at any given point in time, an [activeCMDHPolicy] child resource under the parent <node> resource that represents the node which hosts the respective CSE is used to point to the active [cmdhPolicy] resource that shall be effective for that particular CSE. 
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Figure D.12-1: Relationships between [cmdhPolicy] resource and other resources

-----------------------End of change 2---------------------------------------------
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