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Introduction

The CR Proposes to add OMA ARC API introduction for 3GPP IWK.
-----------------------Start of change 1-------------------------------------------
2.2
Informative references
[i.w]
OMA API Inventory (http://technical.openmobilealliance.org/Technical/technical-information/oma-api-program)
[i.x]
OMA Service Exposure Framework (http://member.openmobilealliance.org/ftp/Public_documents/ARCH/ServiceExposure)
[i.y]
OMA Exposing Network Capabilities to M2M (http://member.openmobilealliance.org/ftp/Public_documents/ARCH/ENCap-M2M)
-----------------------End of change 1---------------------------------------------
-----------------------Start of change 2-------------------------------------------
5.3
OMA API Program
5.3.1  Overview
The OMA API Program provides standardized interfaces to the service infrastructure residing within communication networks and on devices. Focused primarily between the service access layer and generic network capabilities, OMA API Program specifications allow operators and other service providers to expose device capabilities and network resources in an open and programmable way—to any developer community independent of the development platform. By deploying OMA APIs, fundamental capabilities such as SMS, MMS, Location Services, Payment and other core network assets are now exposed in a standardized way. Additional OMA APIs may be found in OMA API Inventory [i,w].

5.3.2  Ongoing OMA work to be considered by oneM2M

OMA Service Exposure Framework (ServiceExposure)
OMA ARC WG is working to define the Service Exposure Framework specification [i.x] which covers non-functional capabilities that a network operator or a service provider should consider when it exposes the service capabilities through the Network APIs. Such non-functional capabilities implemented in the intermediation layer may include Authentication and Authorization, Infrastructural Policy, Business Policy, Assurance and Accounting.
OMA Service Exposure Framework can be considered as an OMA specified SCEF which can be used by oneM2M s platforms..


OMA Exposing Network Capabilities to M2M (ENCap-M)

Recently, OMA ARC WG is developing new APIs for exposing network capabilities to M2M applications and/or M2M service platforms.
The OMA work item “Exposing Network Capabilities to M2M” [i.y] lists requirements on standard APIs derived from use cases in which third parties, such as oneM2M or any other can leverage network capabilities to enrich the services or to streamline the operation. It also includes a gap analysis to identify any missing Network APIs to address above requirements and use cases. This enables utilisation of the latest evolution in cellular networks, e.g. 3GPP.
-----------------------End of change 2---------------------------------------------
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�Actually, the current OMA specifications say nothing about SCEF. SCEF is a component which 3GPP defines in the Rel-13 architecture.





