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Introduction
As described in the TR-0024 3GPP Rel13 IWK (WI-0037), new resources for the interworking feature of the Configuration of Device Communication Patterns are proposed as summarized below contents. 

· <deviceCharacteristics>
· <communicationPatternSet>

· <scheduledCommunicationTime>
There is no impact to the oneM2M Release1.
-----------------------Start of change 1-------------------------------------------
Table 9.6.1.1-1 Resource Types 

	Resource Type
	Short Description
	Child Resource Types
	Parent Resource Types
	Clause

	accessControlPolicy
	Stores a representation of privileges. It is associated with resources that shall be accessible to entities external to the Hosting CSE. It controls "who" is allowed to do "what" and the context in which it can be used for accessing resources
	subscription
	AE, AEAnnc, remoteCSE, remoteCSEAnnc, CSEBase
	9.6.2

	AE
	Stores information about the AE. It is created as a result of successful registration of an AE with the Registrar CSE
	subscription, container, group, accessControlPolicy, 
schedule, pollingChannel，semanticDescriptor
	remoteCSE, remoteCSEAnnc, CSEBase
	9.6.5

	container
	Shares data instances among entities. Used as a mediator that buffers data exchanged  between AEs and/or CSEs. The exchange of data between AEs (e.g. an AE on a Node in a field domain and the peer-AE on the infrastructure domain) is abstracted from the need to set up direct connections and allows for scenarios where both entities in the exchange do not have the same reachability schedule
	container, 
flexContainer, contentInstance, subscription, latest, oldest，semanticDescriptor
	AE, AEAnnc, container, containerAnnc, remoteCSE, remoteCESAnnc, CSEBase,

flexContainer, flexContainerAnnc
	9.6.6

	contentInstance
	Represents a data instance in the <container> resource
	semanticDescriptor
	Container, containerAnnc
	9.6.7

	flexContainer
	A template which allows to define specialized (customizable) versions of containers with a flexible and lightweight structure  
	container, 
flexContainer, subscription, semanticDescriptor, 
	AE, AEAnnc, container, containerAnnc, 
flexContainer, flexContainerAnnc, remoteCSE, remoteCESAnnc, CSEBase
	9.6.35

	CSEBase
	The structural root for all the resources that are residing on a CSE. Stores information about the CSE itself
	remoteCSE, remoteCSEAnnc, node, AE, container, group, accessControlPolicy, subscription,, mgmtCmd, locationPolicy, statsConfig, statsCollect, request, delivery,

schedule,

notificationTargetPolicy,

flexContainer
	None specified
	9.6.3

	delivery
	Forwards requests from CSE to CSE
	subscription
	CSEBase
	9.6.11

	eventConfig
	Defines events that trigger statistics collection
	subscription
	statsConfig
	9.6.24

	execInstance
	Contains all execution instances of the same Management Command
	subscription
	mgmtCmd
	9.6.17

	fanOutPoint (V)
	Virtual resource containing target for group request
It is used for addressing bulk operations to all the resources that belong to a group
	None specified
	group
	9.6.14

	group
	Stores information about resources of the same type that need to be addressed as a Group. Operations addressed to a Group resource shall be executed in a bulk mode for all members belonging to the Group
	fanOutPoint,

subscription
	AE, AEAnnc, remoteCSE, remoteCSEAnnc, CSEBase
	9.6.13

	latest (V)
	Virtual resource that points to most recently created <contentInstance> child resource within a <container> resource
	None specified
	container
	9.6.27

	locationPolicy
	Includes information to obtain and manage geographical location. It is only referenced within a container, the contentInstances of the container provide location information
	subscription
	CSEBase
	9.6.10

	mgmtCmd
	Management Command resource represents a method to execute management procedures required by existing management protocols
	execInstance,

subscription
	CSEBase
	9.6.16

	mgmtObj
	Management Object resource represents management functions that provides an abstraction to be mapped to external management technology. It represents the node and the software installed in the node (see note)
	subscription, mgmtObj, schedule
	node, mgmtObj, mgmtObjAnnc
	9.6.15

Annex D

	m2mServiceSubscriptionProfile
	Data pertaining to the M2M Service Subscription
	serviceSubscribedNode,

subscription
	CSEBase 
	9.6.19

	node
	Represents specific Node information
	mgmtObj, 
subscription
	CSEBase, remoteCSE
	9.6.18

	 notificationTargetMgtPolicyRefs
	Represents a list of notification targets and the deletion policy
	subscription
	subscription
	9.6.31

	 notificationTargetPolicy
	Represents a notification target deletion policy with pre-defined action and deletion rules
	subscription, policyDeletionRules
	CSEBase
	9.6.32

	notificationTargetSelfReference (V)
	Virtual resource used to remove the Notification Target
	None specified
	subscription
	9.6.34

	oldest (V)
	Virtual resource that points to first created <contentInstance> child resource within a <container> resource
	None specified
	container
	9.6.28

	pollingChannel
	Represent a channel that can be used for a request-unreachable entity
	pollingChannelURI
	remoteCSE, AE
	9.6.21

	pollingChannelURI (V)
	Virtual resource used to perform service layer long polling of a resource Hosting CSE by a request-unreachable entity
	None specified
	pollingChannel
	9.6.22

	policyDeletionRules
	Represents a set of rules which is associated with notification target removal policy
	subscription
	 notificationTargetPolicy
	9.6.33

	remoteCSE
	Represents a remote CSE for which there has been a registration procedure with the registrar CSE identified by the CSEBase resource
	AE, container, group, accessControlPolicy, subscription, pollingChannel, schedule, node
	CSEBase
	9.6.4

	request
	Expresses/access context of an issued Request
	subscription
	CSEBase
	9.6.12

	schedule
	Contains scheduling information for delivery of messages
	subscription
	subscription, CSEBase, remoteCSE,AE
	9.6.9

	serviceSubscribedNode
	Node information
	subscription
	m2mServiceSubscriptionProfile
	9.6.20

	statsCollect
	Defines triggers for the IN-CSE to collect statistics for applications
	subscription
	CSEBase (in IN-CSE)
	9.6.25

	statsConfig
	Stores configuration of statistics for applications
	eventConfig,

subscription
	CSEBase (in IN-CSE)
	9.6.23

	subscription
	Subscription resource represents the subscription information related to a resource. Such a resource shall be a child resource for the subscribe-to resource
	schedule,  notificationTargetSelfReference,  notificationTargetMgtPolicyRefs
	accessControlPolicy,accessControlPolicyAnnc, AE, AEAnnc,  container, CSEBase, delivery, eventConfig, execInstance,  group, groupAcce, locationPolicy, mgmtCmd, mgmtObj, mgmtObjAnnc, m2mServiceSubscriptionProfile, node, nodeAnnc, serviceSubscribedNode, remoteCSE, remoteCSEAnnc, request, schedule, statsCollect, statsConfig,

flexContainer, flexContainerAnnc
	9.6.8

	serviceSubscribedAppRule
	Represents a rule that defines allowed App-ID and AE-ID combinations that are acceptable for registering an AE on a Registrar CSE
	subscription
	CSEBase
	9.6.29

	semanticDescriptor
	Stores semantic description pertaining to a resource and potentially sub-resources.
	subscription
	AE, container, contentInstance
	9.6.30

	trafficCharacteristics
	Represents the characteristic information (e.g. communication pattern, mobility pattern, etc..) of a field domain node.
	communicationPatternSet
accessControlPolicy

subscription
	Node, AE
	9.6.38

	trafficPattern
	Represents the communication pattern and the mobility pattern of a field domain node.
	scheduledCommunicationTime

subscription
	trafficCharacteristics
	9.6.39

	NOTE:
See clause 9.6.12 for a summary of specializations of <mgmtObj>.


-----------------------End of change 1---------------------------------------------

-----------------------Start of change 2-------------------------------------------
9.6.18
Resource Type node

The <node> resource represents specific information that provides properties of an M2M Node that can be utilized by other oneM2M operations. The <node> resource has specialization of the <mgmtObj> as its child resources. These resources represent the Node's context information (e.g. memory and battery), network topology, device information, device capability etc. The specialized <mgmtObj> resources are used to perform management of the Node.

This node specific information stored in these resources such as [memory] and [battery] can be obtained either by the existing device management technologies (OMA DM [i.3], BBF TR-069 [i.2]) or any other way (e.g. JNI [i.18]).

For the case when the <node> resource belongs to an ADN, please see figure 9.6.18-1 in conjunction with the description of nodeLink attribute in the <AE> resource (clause 9.6.5).
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Figure 9.6.18-1: Relationship between MN and ADN
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Figure 9.6.18-2: Structure of <node> resource

The <node> resource shall contain the child resources specified in table 9.6.18-1.

Table 9.6.18-1: Child resources of <node> resource

	Child Resources of <node>
	Child Resource Type
	Multiplicity
	Description
	<nodeAnnc> Child Resource Type

	semanticDescriptor
	<semanticDescriptor>
	0..n
	See clause 9.6.30
	<semanticDescriptor>, <semanticDescriptorAnnc>

	trafficCharacteristics
	<trafficCharacteristics>
	0..n
	See clause 9.6.38
	<trafficCharacteristics>

	[variable]
	<mgmtObj> as defined in the specialization [memory]
	0..1
	This resource provides the memory (typically RAM) information of the node. (E.g. the amount of total volatile memory), See clause D.4.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [battery]
	0..n
	The resource provides the power information of the node. (E.g. remaining battery charge). See clause D.7.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [areaNwkInfo]
	0..n
	This resource describes the list of Nodes attached behind the MN node and its physical or underlying relation among the nodes in the M2M Area Network. This attribute is defined in case the Node is MN. See clause D.5.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [areaNwkDeviceInfo]
	0..n
	This resource describes the information about the Node in the M2M Area Network. See clause D.6.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [firmware]
	0..n
	This resource describes the information about the firmware of the Node include name, version etc. See clause D.2.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [software]
	0..n
	This resource describes the information about the software of the Node. See clause D.3.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [deviceInfo]
	0..n
	The resource contains information about the identity, manufacturer and model number of the device. See clause D.8.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [deviceCapability]
	0..n
	The resource contains information about the capability supported by the Node. See clause D.9.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [reboot]
	0..1
	The resource is the place to reboot or reset the Node. See clause D.10.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [eventLog]
	0..1
	The resource contains the information about the log of events of the Node. See clause D.11.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [cmdhPolicy]
	0..n
	The resource(s) contain(s) information about CMDH policies that are applicable to the CMDH processing on the CSE hosted on the node represented by this <node> resource and identified by the hostedCSELink attribute of this <node> resource. See clause D.12.
	NA

	[variable]
	<mgmtObj> as defined in the specialization [activeCmdhPolicy]
	0..1
	This resource defines which of the present [cmdhPolicy] resource(s) shall be active for the CMDH processing on the CSE hosted on the node represented by this <node> resource and identified by the hostedCSELink attribute of this <node> resource. See clause D.12.
	NA

	[variable]
	<subscription>
	0..n
	See clause 9.6.8.
	<subscription>


The <node> resource shall contain the attributes specified in table 9.6.18-2.

Table 9.6.18-2: Attributes of <node> resource

	Attributes of 
<node>
	Multiplicity
	RW/

RO/

WO
	Description
	<nodeAnnc> attributes

	resourceType
	1
	RO
	See clause 9.6.1.3  .
	NA

	resourceID
	1
	RO
	See clause 9.6.1.3  .
	NA

	resourceName
	1
	WO
	See clause 9.6.1.3  .
	NA

	parentID
	1
	RO
	See clause 9.6.1.3  .
	NA

	expirationTime
	1
	RW
	See clause 9.6.1.3  .
	MA

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3  .
	MA

	creationTime
	1
	RO
	See clause 9.6.1.3  .
	NA

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3  .
	NA

	labels
	0..1 (L)
	RW
	See clause 9.6.1.3  .
	MA

	announceTo
	0..1 (L)
	RW
	See clause 9.6.1.3  .
	NA

	announcedAttribute
	0..1 (L)
	RW
	See clause 9.6.1.3  .
	NA

	nodeID
	1
	RW
	The M2M-Node-ID of the node which is represented by this <node> resource.
	MA

	hostedCSELink
	0..1
	RW
	The resource ID of a resource where all of the following applies:

The resource is a <CSEBase> resource or a <remoteCSE> resource.

The resource is hosted on the same CSE as the present <node> resource.

The resource represents the CSE which resides on the specific node that is represented by the current <node> resource.
	OA


-----------------------End of change 2---------------------------------------------
-----------------------Start of change 3-------------------------------------------
9.6.5
Resource Type AE

An <AE> resource shall represent information about an Application Entity registered to a CSE.
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Figure 9.6.5-1: Structure of <AE> resource

The <AE> resource shall contain the child resources specified in table 9.6.5-1.

Table 9.6.5-1: Child resources of <AE> resource

	Child Resources of <AE>
	Child Resource Type
	Multiplicity
	Description
	<AEAnnc> Child Resource Types

	semanticDescriptor
	<semanticDescriptor>
	0..n
	See clause 9.6.30
	<semanticDescriptor>, <semanticDescriptorAnnc>

	trafficCharacteristics
	<trafficCharacteristics>
	0..n
	See clause 9.6.38
	<trafficCharacteristics>

	[variable]
	<subscription>
	0..n
	See clause 9.6.8
	<subscription>

	[variable]
	<container>
	0..n
	See clause 9.6.6
	<container> <containerAnnc>

	[variable]
	<group>
	0..n
	See clause 9.6.13
	<group>

<groupAnnc>

	[variable]
	<accessControlPolicy>
	0..n
	See clause 9.6.2
	<accessControlPolicy>

<accessControlPolicyAnnc>

	[variable]
	<schedule>
	0..1
	See clause 9.6.9
	<scheduleAnnc>

	[variable]
	<pollingChannel>
	0..1
	See clause 9.6.21.

When the AE is request-unreachable, the AE should create this <pollingChannel> resource and perform long polling. The <pollingChannel> shall be utilized by the the parent resource.
	None


The <AE> resource shall contain the attributes specified in table 9.6.5-2.

Table 9.6.5-2: Attributes of <AE> resource

	Attributes of 
<AE>
	Multiplicity
	RW/

RO/

WO
	Description
	<AEAnnc> Attributes

	resourceType
	1
	RO
	See clause 9.6.1.3.
	NA

	resourceID
	1
	RO
	See clause 9.6.1.3. Contains the AE-ID-Stem of the AE (see clause 7.2 on identifier formats and clause 10.1.1.2.2 for AE registration procedure).
	NA

	resourceName
	1
	WO
	See clause 9.6.1.3.
	NA

	parentID
	1
	RO
	See clause 9.6.1.3.
	NA

	expirationTime
	1
	RW
	See clause 9.6.1.3.
	MA

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3.
	MA

	creationTime
	1
	RO
	See clause 9.6.1.3.
	NA

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3.
	NA

	labels
	0..1 (L)
	RW
	See clause 9.6.1.3.
	MA

	announceTo
	0..1 (L)
	RW
	See clause 9.6.1.3.
	NA

	announcedAttribute
	0..1 (L)
	RW
	See clause 9.6.1.3.
	NA

	appName
	0..1
	RW
	The name of the application, as declared by the application developer(e.g. "HeatingMonitoring").

Several sibling resources may share the appName.
	OA

	App-ID
	1
	WO
	The identifier of the Application (see clause 7.1.2).
	OA

	AE-ID
	1
	RO
	The identifier of the Application Entity (see clause 7.1.2).
	OA

	pointOfAccess
	0..1 (L)
	RW
	The list of addresses for communicating with the registered Application Entity over Mca reference point via the transport services provided by Underlying Network (e.g. IP address, FQDN, URI). This attribute shall be accessible only by the AE and the Hosting CSE.

If this information is not provided, the AE should use <pollingChannel> resource. Then the Hosting CSE can forward a request to the AE without using the PoA.
	OA

	ontologyRef
	0..1
	RW
	A URI of the ontology used to represent the information that is managed and understood by the AE.
	OA

	requestReachability
	1
	RW
	If the AE that created this <AE> resource can receive a request, this attribute is set to "TRUE" otherwise "FALSE"
	OA

	nodeLink
	0..1
	RO
	The resourceID of a <node> resource that stores the node specific information where the AE resides.
	OA

	contentSerialization
	0..1 (L)
	RW
	The list of supported serializations of the Content primitive parameter for receiving a request from  its registrar CSE. (e.g. XML, JSON). The list shall be ordered so that the most preferred format comes first.
	OA


-----------------------End of change 3---------------------------------------------
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