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Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.
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Introduction
This CR is to correct as <trafficCharacteristics> and <trafficPattern> resources can be announced based on the ARC21.1 through ARC21.3 conferences.
-----------------------Start of change 1-------------------------------------------
The <AE> resource shall contain the child resources specified in table 9.6.5-1.

Table 9.6.5-1: Child resources of <AE> resource

	Child Resources of <AE>
	Child Resource Type
	Multiplicity
	Description
	<AEAnnc> Child Resource Types

	semanticDescriptor
	<semanticDescriptor>
	0..n
	See clause 9.6.30
	<semanticDescriptor>, <semanticDescriptorAnnc>

	[variable]
	<subscription>
	0..n
	See clause 9.6.8
	<subscription>

	[variable]
	<container>
	0..n
	See clause 9.6.6
	<container> <containerAnnc>

	[variable]
	<group>
	0..n
	See clause 9.6.13
	<group>

<groupAnnc>

	[variable]
	<accessControlPolicy>
	0..n
	See clause 9.6.2
	<accessControlPolicy>

<accessControlPolicyAnnc>

	[variable]
	<schedule>
	0..1
	See clause 9.6.9
	<scheduleAnnc>

	[variable]
	<pollingChannel>
	0..1
	See clause 9.6.21.

When the AE is request-unreachable, the AE should create this <pollingChannel> resource and perform long polling. The <pollingChannel> shall be utilized by the the parent resource.
	None

	trafficCharacteristics
	<trafficCharacteristics>
	0..n
	See clause 9.6.41
	<trafficCharacteristicsAnnc>

	[variable]
	<dynamicAuthorizationConsultation>
	0..n
	See clause 9.6.43
	<dynamicAuthorizationConsultationAnnc>

	[variable]
	<timeSeries>
	0..n
	See clause 9.6.36
	<timeSeriesAnnc>


 -----------------------End of change 1---------------------------------------------

-----------------------Start of change 2-------------------------------------------
The <node> resource shall contain the child resources specified in table 9.6.18-1.

Table 9.6.18-1: Child resources of <node> resource

	Child Resources of <node>
	Child Resource Type
	Multiplicity
	Description
	<nodeAnnc> Child Resource Type

	semanticDescriptor
	<semanticDescriptor>
	0..n
	See clause 9.6.30
	<semanticDescriptor>, <semanticDescriptorAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [memory]
	0..1
	This resource provides the memory (typically RAM) information of the node. (E.g. the amount of total volatile memory), See clause D.4.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [battery]
	0..n
	The resource provides the power information of the node. (E.g. remaining battery charge). See clause D.7.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [areaNwkInfo]
	0..n
	This resource describes the list of Nodes attached behind the MN node and its physical or underlying relation among the nodes in the M2M Area Network. This attribute is defined in case the Node is MN. See clause D.5.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [areaNwkDeviceInfo]
	0..n
	This resource describes the information about the Node in the M2M Area Network. See clause D.6.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [firmware]
	0..n
	This resource describes the information about the firmware of the Node include name, version etc. See clause D.2.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [software]
	0..n
	This resource describes the information about the software of the Node. See clause D.3.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [deviceInfo]
	0..n
	The resource contains information about the identity, manufacturer and model number of the device. See clause D.8.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [deviceCapability]
	0..n
	The resource contains information about the capability supported by the Node. See clause D.9.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [reboot]
	0..1
	The resource is the place to reboot or reset the Node. See clause D.10.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [eventLog]
	0..1
	The resource contains the information about the log of events of the Node. See clause D.11.
	<mgmtObjAnnc>

	[variable]
	<mgmtObj> as defined in the specialization [cmdhPolicy]
	0..n
	The resource(s) contain(s) information about CMDH policies that are applicable to the CMDH processing on the CSE hosted on the node represented by this <node> resource and identified by the hostedCSELink attribute of this <node> resource. See clause D.12.
	NA

	[variable]
	<mgmtObj> as defined in the specialization [activeCmdhPolicy]
	0..1
	This resource defines which of the present [cmdhPolicy] resource(s) shall be active for the CMDH processing on the CSE hosted on the node represented by this <node> resource and identified by the hostedCSELink attribute of this <node> resource. See clause D.12.
	NA

	[variable]
	<subscription>
	0..n
	See clause 9.6.8.
	<subscription>

	trafficCharacteristics
	<trafficCharacteristics>
	0..n
	See clause 9.6.41
	<trafficCharacteristicsAnnc>


 -----------------------End of change 2---------------------------------------------
-----------------------Start of change 3-------------------------------------------
Table 9.6.26.1-1: Announced Resource Types

	Announced Resource Type
	Short Description
	Child Resource Types
	Clause

	accessControlPolicyAnnc
	Announced variant of accessControlPolicy
	subscription
	9.6.2

	AEAnnc
	Announced variant of AE
	subscription,

container,

containerAnnc,

group,

groupAnnc,

accessControlPolicy,

accessControlPolicyAnnc
semanticDescriptor,

semanticDescriptorAnnc,

scheduleAnnc
trafficCharacteristicsAnnc
	9.6.5

	containerAnnc
	Announced variant of container
	container,

containerAnnc,

contentInstance,

contentInstanceAnnc,

subscription,
semanticDescriptor,

semanticDescriptorAnnc
	9.6.6

	contentInstanceAnnc
	Announced variant of contentInstance
	 semanticDescriptor,

semanticDescriptorAnnc
	9.6.7

	groupAnnc
	Announced variant of group
	subscription
	9.6.13

	locationPolicyAnnc
	Announced variant of locationPolicy
	None specified
	9.6.10

	mgmtObjAnnc
	Announced variant of mgmtObj
	subscription
	9.6.15

	nodeAnnc
	Announced variant of node
	mgmtObjAnnc,

subscription
trafficCharacteristicsAnnc
	9.6.18

	remoteCSEAnnc
	Announced variant of remoteCSE
	container,

containerAnnc,

group,

groupAnnc,

accessControlPolicy,

accessControlPolicyAnnc,

subscription,

scheduleAnnc,

nodeAnnc
	9.6.4

	scheduleAnnc
	Announced variant of schedule
	None specified
	9.6.9

	dynamicAuthorizationConsultationAnnc
	Announced variant of dynamicAuthorizationConsultation
	None specified
	9.6.43

	trafficCharacteristicsAnnc
	Announced variant of trafficCharacteristics
	trafficPatternAnnc,

subscription
	9.6.41

	trafficPatternAnnc
	Announced variant of trafficPattern
	scheduleAnnc

subscription
	9.6.42


-----------------------End of change 3---------------------------------------------
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