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1
Scope

The present document defines general guidelines when interworking non-oneM2M devices, gateways or applications (non-oneM2M entities) into oneM2M system. oneM2M defined resources are used to represent the state, events, actions, procedures, services provided by the non-oneM2M entities. Therefore in this way, through the oneM2M system, the non-oneM2M entities are exposed in an oneM2M way and the services provided can be consumed via the oneM2M defined interfaces.
2
References

The following text block applies. 

References are either specific (identified by date of publication and/or edition number or version number) or non‑specific. For specific references,only the cited version applies. For non-specific references, the latest version of the referenced document (including any amendments) applies.

2.1
Normative references

Clause 2.1 only shall contain normative (essential) references which are cited in the document itself. These references have to be publicly available and in English.
· The following referenced documents are necessary, partially or totally, for the application of the present document. Their use in the context of this TS is specified by the normative statements that are referring back to this clause.Use the EX style, enclose the number in square brackets and separate it from the title with a tab (you may use sequence fields for automatically numbering references, see clause A.4: "Sequence numbering") (see example).

EXAMPLE:

[1]
 ETSI TS 102 473: "<Title>". 
2.2
Informative references
Clause 2.2 shall only contain informative references which are cited in the document itself.

The following referenced documents are not necessary for the application of the present document but they assist the user with regard to a particular subject area.
· Use the EX style, add the letter "i" (for informative) before the number (which shall be in square brackets) and separate this from the title with a tab (you may use sequence fields for automatically numbering references).
 [i.1]
oneM2M Drafting Rules  (http://www.onem2m.org/images/files/oneM2M-Drafting-Rules.pdf) 
3
Definitions, symbols and abbreviations

Delete from the above heading the word(s) which is/are not applicable.
3.1
Definitions

Clause numbering depends on applicability.

· A definition shall not take the form of, or contain, a requirement. 

· The form of a definition shall be such that it can replace the term in context. Additional information shall be given only in the form of examples or notes (see below). 

· The terms and definitions shall be presented in alphabetical order. 
For the purposes of the present document, the [following] terms and definitions [given in ... and the following] apply:

Definition format

<defined term>: <definition>

If a definition is taken from an external source, use the format below where [N] identifies the external document which must be listed in Section 2 References.
<defined term>[N]: <definition>

example 1: text used to clarify abstract rules by applying them literally

NOTE:
This may contain additional information.

3.2
Symbols

Clause numbering depends on applicability.

For the purposes of the present document, the [following] symbols [given in ... and the following] apply:

Symbol format

<symbol>
<Explanation>

<2nd symbol>
<2nd Explanation>

<3rd symbol>
<3rd Explanation>

3.3
Abbreviations

Abbreviations should be ordered alphabetically.

Clause numbering depends on applicability.

For the purposes of the present document, the [following] abbreviations [given in ... and the following] apply:

Abbreviation format

ARIB
Association of Radio Industries and Businesses
ATIS
Alliance for Telecommunications Industry Solutions
CCSA
China Communications Standards Association 
ETSI
European Telecommunications Standards Institute

TIA
Telecommunications Industry Association,
TSDSI
Telecommunications Standards Development Society

TTA
Telecommunications Technology Association
TTC
Telecommunication Technology Committee
<ABREVIATION1>
<Explanation>

<ABREVIATION2>
<Explanation>

<ABREVIATION3>
<Explanation>

3.4
Acronyms

Acronyms should be ordered alphabetically.

Clause numbering depends on applicability.

For the purposes of the present document, the [following] abbreviations [given in ... and the following] apply:

Acronym format

<ACRONYM1>
<Explanation>

<ACRONYM2>
<Explanation>

<ACRONYM3>
<Explanation>

4
Conventions 

The key words “Shall”, ”Shall not”, “May”, ”Need not”, “Should”, ”Should not” in this document are to be interpreted as described in the oneM2M Drafting Rules [i.1]
5
Introduction

The clause introduces the concept of interworking in this document. The interworking not only is about connect devices, but also includes mapping of resource structures and information models. So that when heterougenous non-oneM2M devices are connected with oneM2M system, they would follow uniformed resource structures.

6
General interworking architecture
The clause is to illustrate a high level architecture of proximal IoT interworking. A general diagram on how the non-oneM2M entities can be abstracted into oneM2M defined resources.
6.1
Interworking through IPE
The clause describes if the non-oneM2M entities are connected with the oneM2M system via IPE. What will be the architecture and what guidelines should be followed.
6.2
Direct interworking

The clause describes if the non-oneM2M entities are connected with the oneM2M system directly via Mca or Mcc reference point. i.e., connected with oneM2M system not necessarily through IPE.
7
Basic mapping rules of services
The clause describes mapping rules of services provided by the non-oneM2M entity. For example, each device should be mapped to <AE> resource of oneM2M, each data reporting service should be mapped to <container> resource etc.

Annex A (Informative): Example
The annex give some example 
History

This clause shall be the last one in the document and list the main phases (all additional information will be removed at the publication stage).
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