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Introduction

It is proposed to change the locationContainerName attribute from RW type to WO type. The reason to support the argument is that the  locationContainerName attribute being the resourceName of the <container> resource linked with  <locationPolicy> resource is also of WO type and cannot be updated multiple times.
Refer Topic 9.6.6 of the document TS0001 v1.15.2 below.
9.6.6
Resource Type container
The <container> resource represents a container for data instances. It is used to share information with other entities and potentially to track the data. A <container> resource has no associated content. It has only attributes and child resources.
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Figure 9.6.6-1: Structure of <container> resource
The <container> resource shall contain the child resources specified in table 9.6.6-1.

Table 9.6.6-1: Child resources of <container> resource

	Child Resources of <container>
	Child Resource Type
	Multiplicity
	Description
	<containerAnnc> Child Resource Types

	[variable]
	<contentInstance>
	0..n
	See clause 9.6.7
	<contentInstance>, <contentInstanceAnnc>

	[variable]
	<subscription>
	0..n
	See clause 9.6.8
	<subscription>

	[variable]
	<container>
	0..n
	See clause 9.6.6
	<container>
<containerAnnc>

	la
	<latest>
	1
	See clause 9.6.27
	None

	ol
	<oldest>
	1
	See clause 9.6.28
	None


The <container> resource shall contain the attributes specified in table 9.6.6-2.

Table 9.6.6-2: Attribute of <container> resource

	Attributes of 
<container>
	Multiplicity
	RW/
RO/
WO
	Description
	<containerAnnc> Attributes

	resourceType
	1
	RO
	See clause 9.6.1.3.
	NA

	resourceID
	1
	RO
	See clause 9.6.1.3.
	NA

	resourceName
	1
	WO
	See clause 9.6.1.3.
	NA

	parentID
	1
	RO
	See clause 9.6.1.3.
	NA

	expirationTime
	1
	RW
	See clause 9.6.1.3. 
	MA

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3. If no accessControlPolicyIDs value is configured, the accessControlPolicyIDs of the parent resource shall be applied for privilege checking.
	MA

	labels
	0..1 (L)
	RW
	See clause 9.6.1.
	MA

	creationTime
	1
	RO
	See clause 9.6.1.3.
	NA

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3.
	NA

	stateTag
	1
	RO
	See clause 9.6.1.3.
	OA

	announceTo
	0..1 (L)
	RW
	See clause 9.6.1.3.
	NA

	announcedAttribute
	0..1 (L)
	RW
	See clause 9.6.1.3.
	NA

	creator
	0..1
	RO
	The AE-ID or CSE-ID of the entity which created the resource.
	NA

	maxNrOfInstances
	0..1
	RW
	Maximum number of direct child <contentInstance> resources in the <container> resource.
	OA

	maxByteSize
	0..1
	RW
	Maximum size in bytes of data (i.e. content attribute of a <contentIstance> resource) that  is allocated for  the  <container> resource for all direct child <contentIsstance> in the <container> resource.
	OA

	maxInstanceAge
	0..1
	RW
	Maximum age of a direct child <contentInstance> resource in the <container> resource. The value is expressed in seconds.
	OA

	currentNrOfInstances
	1
	RO
	Current number of direct child <contentInstance> resource in the <container> resource. It is limited by the maxNrOfInstance.
The currentNrOfInstances attribute of the <container> resource shall  be updated on successful creation or deletion of direct child  <contentInstance> resource of  <container> resource.
	OA

	currentByteSize
	1
	RO
	Current size in bytes of data(i.e. content attribute of a <contentInstance> resource) stored in all direct child <contentInstance> resources of the <container> resource. This is the summation of contentSize attribute values of the <contentInstance> resource. It is limited by the maxByteSize. The currentByteSize attribute of the <container> resource shall  be updated on successful creation or deletion of direct child  <contentInstance> resource of  <container> resource.
	OA

	locationID
	0..1
	RW
	An ID of the resource where the attributes/policies that define how location information are obtained and managed. This attribute is defined only when the <container> resource is used for containing location information.
	OA

	ontologyRef
	0..1
	RW
	A reference (URI) of the ontology used to represent the information that is stored in the direct child <contentInstance> resources of the present <container> resource (see note).
	OA

	NOTE:
The access to this URI is out of scope of oneM2M.


-----------------------Start of change 1-------------------------------------------
9.6.10
Resource Type locationPolicy
The <locationPolicy> resource represents the method for obtaining and managing geographical location information of an M2M Node.

The actual location or event result (in case Geo-fence-Based method) information shall be stored in a <contentInstance> resource which is a child resource of the <container> resource. The <container> resource includes the locationID attribute which holds the ID of this <locationPolicy> resource. A CSE can obtain location information based on the attributes defined under <locationPolicy> resource, and store the location information in the target <container> resource.

Based on the locationSource attribute, the method for obtaining location information of an M2M Node can be differentiated. The methods for obtaining location information shall be as follows:

· Network-based method: where the CSE on behalf of the AE obtains the target M2M Node's location information from an Underlying Network.

· Device-based method: where the ASN is equipped with any location capable modules or technologies (e.g. GPS) and is able to position itself.

· Sharing-based method: where the ADN has no GPS nor an Underlying Network connectivity. Its location information can be retrieved from either the associated ASN or a MN.

NOTE:
Geographical location information could include more than longitude and latitude.

Figure 9.6.10-0 shows the graphical information regarding the event types for the Geo-fence feature defined as the geofenceEventCriteria attribute. The time diffence between t1 and t2 described in the figure below is defined by locationUpdatePeriod attribute.
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Figure 9.6.10-0: The Event Types for the Geo-fence
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Figure 9.6.10-1: Structure of <locationPolicy> resource

The <locationPolicy> resource shall contain the child resources specified in table 9.6.10-1.

Table 9.6.10-1: Child resources of <locationPolicy> resource

	Child Resources of <locationPolicy>
	Child Resource Type
	Multiplicity
	Description
	<locationPolicyAnnc> Child Resource Types

	[variable]
	<subscription>
	0..n
	See clause 9.6.8
	None


The <locationPolicy> resource shall contain the attributes specified in table 9.6.10-2.

Table 9.6.10-2: Attributes of <locationPolicy> resource

	Attributes of <locationPolicy>
	Multiplicity
	RW/
RO/
WO
	Description
	<locationPolicyAnnc> Attributes

	resourceType
	1
	RO
	See clause 9.6.1.3.
	NA

	resourceID
	1
	RO
	See clause 9.6.1.3.
	NA

	resourceName
	1
	WO
	See clause 9.6.1.3.
	NA

	parentID
	1
	RO
	See clause 9.6.1.3.
	NA

	expirationTime
	1
	RW
	See clause 9.6.1.3.
	MA

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3.
	MA

	creationTime
	1
	RO
	See clause 9.6.1.3.
	NA

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3.
	NA

	labels
	0..1 (L)
	RW
	See clause 9.6.1.3.
	MA

	announceTo
	0..1 (L)
	RW
	See clause 9.6.1.3.
	NA

	announcedAttribute
	0..1 (L)
	RW
	See clause 9.6.1.3.
	NA

	dynamicAuthorizationConsultationIDs
	0..1 (L)
	RW
	See clause 9.6.1.3.
	OA

	locationSource
	1
	RW
	Indicates the source of location information:
· Network Based;
· Device Based;
· Sharing Based.
	OA

	locationInformationType
	1
	RW
	Indicate the types of location information:
· Position fix (e.g. longitude and latitude);
· Geo-fence event (e.g. entering and leaving).
	OA

	locationUpdatePeriod
	0..1(L)
	RW
	Indicates the period for updating location information. If the value is marked '0' or not defined, location information is updated only when a retrieval request is triggered. If the attribute has more than one value and the hosting CSE of the resource is the target device, the value could be selected within listed values depending on device's local context information(e,q,, velocity, status of battery, range of the location etc). Zero('0') shall not be stored with non zero value(s).
When the value is read, the first value in the list is the current active update period.
	OA

	locationTargetID
	0..1
	RW
	The identifier to be used for retrieving the location information of a remote Node and this attribute is only used in the case that location information is provided by a location server.
	OA

	locationServer
	0..1
	RW
	Indicates the identity of the location or Geo-fence server. This attribute is only used in that case location information is provided by a location server or Geo‑fence server.
	OA

	locationContainerID
	1
	RO
	ID of the <container> resource where the actual location information or event result of a M2M Node is stored.
	OA

	locationContainerName
	0..1
	WO
	A name of the <container> resource where the actual location information of a M2M Node is stored. If it is not assigned, the Hosting CSE automatically assigns a name of the resource (see note).
	OA

	locationStatus
	1
	RO
	Contains the information on the current status of the location request (e.g. location server fault).
	OA

	geographicalTargetArea
	0..1
	RW
	Indicates area information where the Geo-fence feature is applied.
	OA

	geofenceEventCriteria
	0..1
	RW
	Indicate the event type of Geo-fence feature:
· Entering;
· Leaving;
· Inside;
· Outside.
	OA

	aggregationForward
	0..1
	RW
	Indicate how Geo-fence relevant information (e.g. measurement or position fix) from the target node is forwarded to Geo-fence server:
· True/False;
· Number of Events;
· Time-based Accmulation.
	OA

	NOTE:
The created <container> resource related to this policy shall be stored only in the Hosting CSE.


-----------------------End of change 1---------------------------------------------
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