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GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.

In case of a correction, and the change apply to previous releases, a separate “mirror CR” should be posted at the same time of this CR

Mirror CR: applies only when the text, including clause numbering are exactly the same.

Companion CR: applies when the change means the same but the baselines differ in some way (e.g. clause number).

Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.

Follow the drafting rules.

All pictures must be editable.

Check spelling and grammar to the extent practicable.

Use Change bars for modifications.

The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete clauses need not show surrounding clauses as long as the proposed clause number clearly shows where the new clause is proposed to be located.

Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.

When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
This CR proposes a brief clarification in the definition of  M2M Service Profile Identifier. By definition, it refers to <m2mServiceSubscriptionProfile> resource identifier, but this mapping is not mentioned. Also name of the identifier is not clearly depicting its mapping.
So, the CR proposes to change the name of identifier to “M2M Service Subscription Profile Identifier” to bring more clarity in mapping of M2M-Service-Subscription-Profile-ID to <m2mServiceSubscriptionProfile> resource identifier.
-----------------------Start of change 1-------------------------------------------

7.1.13
M2M Service Subscription Profile Identifier (M2M-Service-Subscription-Profile-ID)

An M2M Service Subscription Profile Identifier defines applicable rules governing the AEs registering with M2M Nodes and the AEs residing on these nodes. M2M-Service-Subscription-Profile-ID (<m2mServiceSubscriptionProfile> resource identifier) is used in retrieval of M2M Service Subscription related information for verification purposes. 
The M2M-Service-Subscription-Profile-ID enables the M2M Service Provider to bind AE(s), applicable rules to these AEs, as well as M2M Service Roles to M2M nodes.

An M2M-Service-Subscription-Profile-ID shall be allocated to every M2M Node.

The M2M Service Subscription Profile Identifier has the following characteristics:

· belongs to the M2M Service Provider;
· identifies applicable rules governing AEs registering with an M2M node.

-----------------------------End of change 1--------------------------------------------

-----------------------------Start of change 2---------------------------------------------

7.3
M2M Identifiers lifecycle and characteristics

Table 7.3-1: M2M Identifiers lifecycle and characteristics
	Identifier
	Assigned by
	Assigned to
	Assigned during
	Lifetime
	Uniqueness
	Used during
	Remarks

	M2M Service Provider Identifier
	Out of scope
	AE, CSE
	Out of scope
	Out of scope
	Global
	Provisioning
	

	Application Entity Identifier
	AE or Registrar CSE
	AE
	AE start-up
	Application Entity Registration
	Global
	- Application Entity Registration

- Security Context Establishment

- All other operations initiated by the AE 
	Security requirements apply for Security Context Establishment

	Application Identifier
	Out of scope
	Out of scope
	Pre-provisioned
	Out of scope
	Specific to M2M service deployment

	- Application Entity registration
	

	CSE Identifier
	M2M SP
	CSE 
	Security Provisioning
	Life of the CSE
	Global
	- Information flows (clause 10)

- Security Context Establishment
	Security requirements apply for Security Context Establishment

	M2M Node Identifier
	Out of Scope
	All M2M Nodes
	Pre-provisioned
	Life of the M2M Node
	Global
	- Device Management
	Needs to be Read Only

	M2M Subscription Identifier
	M2M SP, Out of Scope 
	Application Entities, and one or more CSEs belonging to the same M2M subscriber 
	At service signup 
	Life of the M2M Service Subscription with the M2M Service Provider
	Global
	- Charging and Information Recorded

- Role based access control
 - Authentication
	Multiple CSEs can be allocated the same M2M Subscription Identifier

	M2M Service Subscription Profile Identifier
	M2M SP
	Every M2M Node 
	At service signup 
	Life of M2M Service Subscriptions with the M2M Service Provider
	Global for roaming cases otherwise local
	Information Flows (clause 10)
	The ID has to be pre-provisioned after signup, but may need to be updated during the subscription lifetime due to changes in the subscribed services

	M2M-Request-ID
	Mcc: CSE 
Mca: Application Entity
	A request initiated by an AE or CSE
	Mcc: When a request is initiated by a CSE, or handling of a request received by a CSE.
Mca: When a request is initiated by an AE
	Equal to the lifetime of the Request and its corresponding Response
	Mcc: Global
Mca: Local or global
	Requests and corresponding responses
	

	External Identifier
	Jointly between the Underlying Network provider and M2M SP.
	M2M Node belonging to a CSE that wants to utilize services of the Underlying Network.
	Administrative Agreement.

	Life of the CSE.
	Local or global, decided by the specific Underlying Network provider
	Requests initiated by a CSE over the Mcn reference point, where applicable.
	Pre-Provisioned Mode:
Made available at the Infrastructure Node.

Dynamic Mode:
Made available at M2M device. Conveyed to IN-CSE during CSE Registration.

	Underlying Network Identifier
	M2M SP
	Underlying Networks
	Pre-provisioned
	Life of the agreement by the M2M SP with the Underlying Network
	Local to M2M SP domain
	UL Network selection
	

	Trigger Recipient Identifier
	Execution Environment
	ASN/MN-CSE 
	ASN/MN-CSE start-up or wake-up
	Life of the CSE
	Execution Environment-wide
	Device Triggering procedures, where applicable
	Pre-Provisioned Mode: 
Made available at Infrastructure Node along with M2M-Ext-ID.

Dynamic Mode: 
Made available at M2M device. Conveyed to IN-CSE during CSE Registration along with M2M-Ext-ID.

	M2M Service Identifier
	M2M Service Provider, Out of Scope
	A service defined by the M2M Service Provider which consists of a set of functions defined by the present document.
	Out of Scope
	Out of Scope
	Local to the M2M Service Provider
	For M2M Service Subscription
	

	Role-ID
	M2M Service Provider
	Application Entities, and one or more CSEs belonging to the same M2M subscriber
	Out of scope
	Out of scope
	Local to M2M SP domain
	Access Control Policy
	

	Token-ID
	Token Issuer
	Token
	Token Assignment
	Specified by Token
	Global
	Dynamic Authorization
	

	Local-Token-ID
	A Hosting CSE making access decisions with the corresponding token 
	Token
	After Hosting CSE has been provided with Token 
	Specified by Token
	Local to the Hosting CSE
	Indirect Dynamic Authorization
	See clause 11.5.3


-----------------------------End of change 2---------------------------------------------
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