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GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
In case of a correction, and the change apply to previous releases, a separated “mirror CR” should be posted at the same time of this CR
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
Update the <localMulticastGroup> resource according to the comments of PRO-2017-0336R03-Add_new_resource_localMulticastGroup from PRO:
1) This resource shall not be announced
2) Add Retrieve operation for the resource
-----------------------Start of change 1-------------------------------------------
9.6.44
Resource Type localMulticastGroup
The <localMulticastGroup> resource indicates that that a Member Hosting CSE is a member of a multicast group. The <localMulticastGroup> resource is created as a child resource of the <CSEBase> resource. A <CSEBase> resource may have multiple <localMulticastGroup> resources. 
The <localMulticastGroup> resource shall contain the child resources specified in table 9.6.44-1.

Table 9.6.44-1: Child resources of <localMulticastGroup> resource

	Child Resources of <localMulticastGroup>
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<transaction>
	0..n
	See clause 9.6.48


The <localMulticastGroup> resource shall contain the attributes specified in table 9.6.44-2.
Table 9.6.44-2: Attributes of <localMulticastGroup> resource

	Attributes of < localMulticastGroup >
	Multiplicity
	RW/

RO/

WO
	Description
	


	resourceType
	1
	RO
	See clause 9.6.1.3.
	

	resourceID
	1
	RO
	See clause 9.6.1.3.
	

	resourceName
	1
	WO
	See clause 9.6.1.3.
	

	parentID
	1
	RO
	See clause 9.6.1.3.
	

	creationTime
	1
	RO
	See clause 9.6.1.3.
	

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3.
	

	expirationTime
	1
	RW
	See clause 9.6.1.3.
	

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3.
	

	labels
	0..1 (L)
	RW
	See clause 9.6.1.3.
	

	dynamicAuthorizationConsultationIDs
	0..1 (L)
	RW
	See clause 9.6.1.3.
	

	announceTo
	0..1(L)
	RW
	See clause 9.6.1.3.
	

	announcedAttribute
	0..1(L)
	RW
	See clause 9.6.1.3.
	

	externalGroupID
	0..1
	RW
	It is the External-Group-ID as specified in 3GPP TS23.682 [i.14] clause 4.6.3. It is the globally unique ID exposed by the underlying network for performing group related services on a specific group.
	

	multicastAddress
	1
	RW
	The multicast address of the multicast group that the Member Hosting CSE joins.
	

	multicastGroupFanoutTarget
	1
	RW
	The target of the fanout request received by the Member Hosting CSE.
It is a virtual universal access path allocated by the Group Hosting CSE corresponding to the access paths (i.e. Resource IDs that may be different) of the member resources on the Member Hosting CSE.
	

	memberList
	1(L)
	RW
	List of local member resource IDs in the multicast group which are hosted on the same Member Hosting CSE. A <localMulticastGroup> resource with an empty member list shall not be allowed.
	

	responseTarget
	0..1
	RW
	Indicates the target that the multicast Member Hosting CSE sends the response to when finishing the operation in the multicast message from the Group Hosting CSE. The default value should be the CSE-ID of the Group Hosting CSE.
	


-----------------------End of change 1---------------------------------------------
-----------------------Start of change 2---------------------------------------------
10.2.7.14
Create <localMulticastGroup>
This procedure shall be used for creating <localMulticastGroup> resource.

Table 10.2.7.14-1: <localMulticastGroup> CREATE
	<localMulticastGroup> CREATE 

	Associated Reference Point
	Mcc and Mcc'

	Information in Request message
	From: Identifier of the group Hosting CSE that initiates the Request

To: The address of the <localMulticastGroup> resource.
Content: The representation of the <localMulticastGroup> resource for which the attributes are described in clause 9.6.44

	Processing at Originator before sending Request
	Besides the basic procedures described in clause 10.1.1.2.The Multicast Group Information shall be created and maintained by the group Hosting CSE. The group Hosting CSE shall configure the group Hosting CSE as the only entity who has the CRUD privileges to the <localMulticastGroup> by configuring the corresponding <accessControlPolicy> resource.

	Processing at Receiver
	Besides the basic procedures described in clause 10.1.1.2, the receiver shall also comply with the multicast management protocol such as MLD or IGMP to join the multicast group and create the <localMulticastGroup> resource as specified in clause 10.2.7.13.1.

	Information in Response message
	According to clause 10.1.1.2.

	Processing at Originator after receiving Response
	None

	Exceptions
	If the Receiver responds with an error, the group Hosting CSE shall delete the receiver’s information from the Multicast Group Information maintained locally.


10.2.7.15 Retrieve <localMulticastGroup>
This procedure shall be used for retrieving <localMulticastGroup> resource.

Table 10.2.7.15-1: <group> RETRIEVE

	<group> RETRIEVE 

	Associated Reference Point
	Mcc and Mcc'

	Information in Request message 
	From: Identifier of the CSE that initiates the Request

To: The address of the <localMulticastGroup> resource

	Processing at Originator before sending Request
	The Originator shall request to obtain <localMulticastGroup> resource information by using the RETRIEVE operation. The request shall address the specific <localMulticastGroup> resource of a Hosting CSE. 

	Processing at Receiver
	No change from the basic procedure in clause 10.1.3

	Information in Response message
	No change from the basic procedure in clause 10.1.3

	Processing at Originator after receiving Response
	None

	Exceptions
	No change from the basic procedure in clause 10.1.3


10.2.7.16
Update <localMulticastGroup>
This procedure shall be used for updating <localMulticastGroup> resource.

Table 10.2.7.16-1: <localMulticastGroup> UPDATE
	<localMulticastGroup> UPDATE 

	Associated Reference Point
	Mcc and Mcc'

	Information in Request message
	From: Identifier of the CSE that initiates the Request

To: The address the <localMulticastGroup> resource.
Content: The representation of the <localMulticastGroup> resource for which the attributes are described in clause 9.6.44

	Processing at Originator before sending Request
	 According to clause 10.1.4.

	Processing at Receiver
	According to clause 10.1.4.

	Information in Response message
	According to clause 10.1.4.

	Processing at Originator after receiving Response
	None

	Exceptions
	None


10.2.7.17
Delete <localMulticastGroup>
This procedure shall be used for deleting an existing <localMulticastGroup> resource.

Table 10.2.7.17-1: <localMulticastGroup> DELETE

	<localMulticastGroup> DELETE 

	Associated Reference Point
	Mcc, and Mcc'

	Information in Request message
	From: Identifier of the CSE that initiates the Request

To: The address of the <localMulticastGroup> resource

	Processing at Originator before sending Request
	According to clause 10.1.5.

	Processing at Receiver
	Besides the basic procedures described in clause 10.1.5, the receiver shall also comply with the multicast management protocol such as MLD or IGMP to leave the multicast group.

	Information in Response message
	According to clause 10.1.5.

	Processing at Originator after receiving Response
	None

	Exceptions
	According to clause 10.1.5.


-----------------------End of change 2---------------------------------------------
CHECK LIST
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© 2018 oneM2M Partners
                                                                                                   Page 3 (of 7)



[image: image1.png]