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GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
In case of a correction, and the change apply to previous releases, a separate “mirror CR” should be posted at the same time of this CR
Mirror CR: applies only when the text, including clause numbering are exactly the same.

Companion CR: applies when the change means the same but the baselines differ in some way (e.g. clause number).
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete clauses need not show surrounding clauses as long as the proposed clause number clearly shows where the new clause is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
The clause 7.4 describes monitoring events.

In MonitoringNotification aspects, the SCEF needs to check correct information of detected event from 3GPP network entities with montoringType which may be mixed at the SCEF. If the detected information is consistent with monitoringType, SCEF can proceed for further processing. Otherwise, the MonitoringEventNotification message is created with appropriate information in accordance with the monitoringType.
R01 includes resolution for comments at the first discussion
· Simplify to general error handling for monitoring event in IN-CSE 
-----------------------Start of change 1-------------------------------------------
8.3.1 Error Handling for Monitoring Events
8.3.1.1
General Concepts

A monitoring events provides functions that monitors LOSS_OF_CONNECTIVITY, UE_REACHABILITY, LOCATION_REPORTING, CHANGE_OF_IMSI_IMEI_ASSOCIATION, ROAMING_STATUS, COMMUNICATION_FAILURE, AVAILABILITY_AFTER_DDN_FAILURE and NUMBER_OF_UES_IN_AN_AREA
The procedures for each monitoring events are similar to use API which is MonitoringEventSubscription and MonitoringNotification. The basic procedures are:

· An IN-CSE, plays a SCS, requests MonitoringEventSubscription to a SCEF.

· A SCEF responds MonitoringEventSubscription to the IN-CSE.

· 3GPP network entities detect monitoring event and the SCEF receives detected information from the 3GPP network entities.
· The SCEF report MonitoringNotification to IN-CSE.

 The information on MonitoringNotification API depends on monitoringType attribute in MonitoringEventSubscription API. Therefore, the information on MonitoringNotification should be consistent with monitoringType.
8.3.1.2
 General Error Handling for Monitoring Events
This clause describes general error handling for Monitoring Notification in IN-CSE which checks consistency between monitoringType, attributes of MonitoringNotification and externalID that is M2M-Ext-ID of the UE .
When IN-CSE receives MonitoringNotification, the IN-CSE may process following procedures.
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Figure 8.3.1.2-1: General procedure for error handling on monitoring event

























-----------------------End of change 1---------------------------------------------
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