
6.2.4.1.3
Device Management Resource Lifecycle

6.2.4.1.3.1
Overview

The lifecycle of a Device Management Resource is implemented using the resource management information defined in Sections 9.1 through 9.5 and corresponding procedures to create, retrieve, update and delete the resources are defined in Section 10. This section describes additional resource management and procedures for Device Management Resources.

6.2.4.1.3.2
Overview

Section 9.1 through Section 9.5 defines resource management information that is applicable any type of resource, including Device Management Resources. In addition a Device Management Resource also maintains information and relationships that are specific Device Management Resources. This information is used to:

· Manage the technology specific objects via a Device Management Server which requires the information necessary to identify and access the Device Management Server.

· Invoke the security mechanism of the Device Management Server in order to authorize access to the technology specific objects.


6.2.4.1.3.3
Procedures for Creation, Update and Deletion of Device Management Resources

Section 10 defines the procedures to create, update and delete resources. These procedures are also applicable to Device Management Resources. In addition to the procedures, Device Management Resources are Created, Updated or Deleted:

· By administrative means using the Mca reference point

· Directly by a CSE based on a discovery or another event within the CSE

· Indirectly by the Device Management Server or Device Management Client when an event (firmware update, fault notification) occurs within the Device Management Server or Client

Regardless of the Create, Update or Delete operation, the issuer of the operation shall be authorized to perform the operation. In addition, at most one Device Management Server shall be able to Create, Delete or Update addressable elements of a Management Resource.

© oneM2M Partners Type 1 (ARIB, ATIS, CCSA, ETSI, TIA, TTA, TTC)

Page 1 of 1
This is a draft oneM2M document and should not be relied upon; the final version, if any, will be made available by oneM2M Partners Type 1.

