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Introduction

This contribution proposed to correct the hotWaterSupply module class for consistency with real device.
-----------------------Start of change 1-------------------------------------------
5.3.18
hotWaterSupply
This ModuleClass provides information about the status of supplying hot water into tanks or bath tubs.
Table 5.3.18-1: DataPoints of hotWaterSupply ModuleClass
	Name
	Type
	Readable
	Writable
	Optional
	Documentation

	targetWaterTemperature
	xs:float
	true
	true
	false
	The value of the target temperature of water.

	bathlevel
	hd: liquidLevel
	true
	true
	false
	The status of filling bath tub.


-----------------------End of change 1-------------------------------------------
-----------------------Start of change 2-------------------------------------------
5.5.3
hd:liquidLevel

Used for DataPoint indicating the desired level or the remaining level of liquid.

Table 5.5.3-1: Interpretation of liquidLevel
	Value
	Interpretation
	Note

	1
	zero
	

	2
	low
	

	3
	medium
	

	4
	high
	

	5
	maximum
	

	NOTE:
See  clause 5.3.18 “hotWaterSupply”, clause 5.3.38 "liquidLevel".


-----------------------End of change 2-------------------------------------------
-----------------------Start of change 3-------------------------------------------
6.3
Short names

6.3.3
Resource attributes for properties and data points

In protocol bindings resource attributes names for properties of module classes shall be translated into short names of Table 6.3.3-1.
Table 6.3.3‑1: Resource attribute short names (ModuleClass properties)

	Attribute Name
	Occurs in
	Short Name

	chargingCapacity
	electricVehicleConnector
	chaCy

	dischargingCapacity
	electricVehicleConnector
	disCy

	electricEnergy
	battery
	eleEy

	material
	battery
	matel

	voltage
	battery
	volte


In protocol bindings resource attributes names for data points of module classes shall be translated into short names of Table 6.3.3-2.
Table 6.3.3‑2: Resource attribute short names (ModuleClass data points) (1/2)

	Attribute Name
	Occurs in
	Short Name

	absoluteEnergyConsumption
	energyConsumption
	abECn

	absoluteStartTime
	timer
	abSTe

	absoluteStopTime
	timer
	abST0

	accuracy
	geoLocation
	

	adfStates
	autoDocumentFeeder
	

	alarm
	motionSensor, smokeSensor, temperatureAlarm, waterSensor
	alarm

	alarmStatus
	alarmSpeaker
	alaSs

	altitude
	geoLocation
	

	availableChannels
	televisionChannel
	avaCs

	bathlevel
	hotWaterSupply
	bath

	batteryThreshold
	battery
	batTd

	blue
	colour
	blue

	bone
	bioelectricalImpedanceAnalysis
	bone

	brightness
	brightness
	brigs

	capacity
	battery
	capay

	callerID
	phoneCall
	

	callState
	phoneCall
	

	channelNumber
	televisionChannel
	chaId

	channelName
	televisionChannel
	

	charging
	battery
	charg

	coarseness
	grinder
	

	code
	faultDetection
	code

	colourSaturation
	colourSaturation
	colSn

	cupsNumber
	brewing
	

	current
	energyConsumption
	currt

	currentAdfState
	autoDocumentFeeder
	

	currentDate
	clock
	curDe

	currentJobMode
	airConJobMode, airPurifierJobMode, dehumidifierJobMode, clothesDryerJobMode
	

	currentJobModeName
	airConJobMode, airPurifierJobMode, dehumidifierJobMode, clothesDryerJobMode
	

	currentPlayerMode
	playerControl
	

	currentPlayerModeName
	playerControl
	

	currentTemperature
	temperature
	curT0

	currentTime
	clock
	curTe

	defaultValue
	numberValue, textMessage
	

	defrost
	refrigeration
	defrt

	description
	faultDetection
	descn

	desiredHumidity
	relativeHumidity
	desHy

	detectedTime
	smokeSensor
	detTe

	diastolicPressure 
	oximeter
	diaPe

	directionAuto
	wind
	dirAo

	directionDown
	wind
	dirDn

	directionLeft
	wind
	dirLt

	directionRight
	wind
	dirRt

	directionUp
	wind
	dirUp

	discharging
	battery
	discg

	doorState
	doorStatus
	dooSe

	duration
	recorder
	duran

	estimatedTimeToEnd
	timer
	eTTEd

	fat
	bioElectricalImpedanceAnalysis
	fat

	filterLifetime
	refrigeration
	filLe

	frequency
	energyConsumption
	freqy

	foamingStrength
	foaming
	

	grainsRemaining
	grinder
	

	green
	colour
	green

	heading
	geoLocation
	

	headingAccuracy
	geoLocation
	

	heatingLevel
	heatingZone
	

	hash
	binaryObject
	

	height
	height
	heigt

	horizontalAccuracy
	geoLocation
	

	mediaID
	mediaSelect
	

	jobModes
	airConJobMode, airPurifierJobMode, dehumidifierJobMode, clothesDryerJobMode
	

	kcal
	bioElectricalImpedanceAnalysis
	kcal

	keyNumber
	keypad
	keyNr

	latitude
	geoLocation
	

	level
	battery
	level

	light
	alarmSpeaker
	light

	liquidLevel
	liquidLevel
	liqLl

	liquidRemaining
	liquidRemaining
	

	longitude
	geoLocation
	

	lowBattery
	battery
	lowBy

	lqi
	signalStrength
	lqi

	maxLength
	textMessage
	

	MaxHeatingLevel
	heatingZone
	

	maxValue
	audioVolume, temperature, numberValue
	maxVe

	mediaName
	mediaSelect
	

	mediaType
	mediaSelect
	

	messageEncoding
	textMessage
	

	minLength
	textMessage
	

	minValue
	temperature, numberValue
	minVe

	multiplyingFactors
	energyConsumption, energyGeneration
	mulFs

	muscle
	bioElectricalImpedanceAnalysis
	musce

	muteEnabled
	audioVolume
	mutEd

	object
	binaryObject
	

	type
	binaryObject
	

	openAlarm
	doorStatus
	opeAm

	openDuration
	doorStatus
	opeDn

	oxygenSaturation
	oximeter
	oxySn


Table 6.3.3‑3: Resource attribute short names (ModuleClass data points) (2/2)

	Attribute Name
	Occurs in
	Short Name

	power
	energyConsumption
	power

	powerGenerationData
	energyGeneration
	poGDa

	powerSaveEnabled
	powerSave
	poSEd

	powerState
	binarySwitch
	powSe

	previousChannel
	televisionChannel
	preCl

	pulseRate
	oximeter
	pulRe

	pushed
	pushButton
	pusBn

	rapidCool
	refrigeration
	rapCl

	rapidFreeze
	refrigeration
	rapFe

	recipientID
	phoneCall
	

	red
	colour
	red

	referenceTimer
	timer
	refTr

	relativeHumidity
	relativeHumidity
	relHy

	resistance
	bioElectricalImpedanceAnalysis
	resie

	rinseLevel
	rinseLevel
	rinLl

	roundingEnergyConsumption
	energyConsumption
	roECn

	roundingEnergyGeneration
	energyGeneration
	roEGn

	rssi
	signalStrength
	rssi

	runningTime
	timer
	runTe

	sensitivity
	motionSensor
	sensy

	significantDigits
	energyConsumption, energyGeneration
	sigDs

	silentTime
	motionSensor
	silTe

	size
	binaryObject
	

	speedFactor
	playerControl
	speedFactor

	status
	boiler, electricVehicleConnector, faultDetection, , mediaSelect
	stats

	stepValue
	audioVolume, temperature, numberValue
	steVe

	strength
	spinLevel, waterFlow, wind, brewing
	streh

	supportedMediaSources
	mediaSelect
	suISs

	supportedPlayerModes
	playerControl
	

	supportedTextMessage
	textMessage
	

	systolicPressure
	oximeter
	sysPe

	targetDuration
	timer
	tarDn

	targetAltitude
	geoLocation
	

	targetLatitude
	geoLocation
	

	targetLongitude
	geoLocation
	

	targetTemperature
	temperature
	tarTe

	targetTimeToStart
	timer
	tTTSt

	targetTimeToStop
	timer
	tTTSp

	temperature
	temperatureAlarm
	tempe

	temperatureThreshhold
	temperatureAlarm
	temTd

	textMessage
	textMessage
	

	time
	keepWarm
	

	tone 
	alarmSpeaker
	tone

	turboEnabled
	turbo
	turEd

	unit
	temperature
	unit

	useGrinder
	grinder
	

	verticalAccuracy
	geoLocation
	

	value
	numberValue
	

	visceraFat
	bioElectricalImpedanceAnalysis
	visFt

	voltage
	energyConsumption
	volte

	volumePercentage
	audioVolume
	volPe

	water
	bioElectricalImpedanceAnalysis
	water

	weight
	weight
	weigt

	coldWash
	washingCourceOption
	

	currentJobState
	runState
	

	currentMachingState
	runState
	

	currentWashingCourse
	washingCource
	

	extraRinse
	washingCourceOption

	

	jobStates
	runState
	

	machineStates
	runState
	

	preWash
	washingCourceOption
	

	progressPercentage
	runState
	

	remoteControlEnabled
	remoteControl
	

	soilLevel
	washingCourceOption
	

	speedWash
	washingCourceOption
	

	spinSpeed
	washingCourceOption
	

	startPause
	operationMode
	

	steamTreat
	washingCourceOption
	

	washingCourses
	washingCourse
	

	washTemp
	washingCourceOption
	

	currentSecurityMode
	securityStatus
	

	securityMode
	securityStatus
	

	targetWaterTemperature
	hotWaterSupply
	


-----------------------End of change 3-------------------------------------------
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