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oneM2M IPR STATEMENT

Participation in, or attendance at, any activity of oneM2M, constitutes acceptance of and agreement to be
bound by all provisions of IPR policy of the admitting Partner Type 1 and permission that all communications and statements, oral or written, or other information disclosed or presented, and any translation or derivative thereof, may without compensation, and to the extent such participant or attendee may legally and freely grant such copyright rights, be distributed, published, and posted on oneM2M’s web site, in whole or in part, on a non-exclusive basis by oneM2M or oneM2M Partners Type 1 or their licensees or assignees, or as oneM2M SC directs.
1- Introduction and proposal
This document present a proposal for meeting numbering and naming as proposed by NEC at the 15 july 2013 call, and commented by email by Sprint and Sierra Wireless.
7.2 Meeting Numbering/Naming

In order to facilitate the management of Technical Plenary and Working Group meetings, a uniform, sequential numbering convention is utilized.  Scheduled TP meeting numbers are used as ‘anchors’ for numbering the WG meetings.

· Scheduled regular physical TP meetings shall be numbered as TPx (x being the number of the TP meeting). 

· Scheduled regular WG meetings shall be numbered as [WG-name]x.y (where x is the number of the preceding TP meeting, and where y is the number of the WG meeting at or after TPx meeting).

· A scheduled regular WG meeting occurring during a scheduled regular physical TP meeting TPx shall bear the name [WG-name]x.0

· Scheduled regular WG meetings occurring after the scheduled regular physical TP meeting TPx but before the next scheduled regular physical TP meeting shall bear the name [WG-name]x.1, [WG-name]x.2, … 

· When additional new regular TP or WG meetings are added between previously scheduled meetings and if the following meetings are not renumbered, the newly added meetings shall have the same name as the preceding meeting with the suffix “bis”, “ter”, etc… being added.
· Ad-hoc meetings shall have the additional suffix “-ah” (Unicode code point U+002D, followed by the characters “ah”).

· For joint meetings between two or more working groups, a “primary” working group will be designated. The name of the joint meeting will be derived from the name of that primary working group, along Joint meetings will be designated primarily by the working group considered

· Optionally, a meeting name may be further suffixed with additional information, e.g. to indicate a joint meeting. Such information will be provided after a hyphen-minus character (Unicode code point U+002D).

Examples:
Physical meetings at the TP plenary (TP6 in this example): 

· TP6
· REQ6.0

· ARC6.0
WG regular meetings(electronic or physical) after TP6, before TP7

· REQ6.1, REQ6.2, REQ6.3 …

· ARC6.1 …
REQ Ad-hoc meeting inserted between REQ6.2 and REQ6.3 as a joint meeting with ARC and MAS group
· REQ6.2bis-ah-joint_ARC_MAS
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