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1.1.1. Resource Type request

1.1.1.1. Introduction
The <request> resource is used to represent information on locally issued requests (i.e. issued by an AE or CSE internal). This allows for robust synchronous and asynchronous request processing coping with various constraints on maximum blocking time. When an AE or CSE issues a request for targeting any other resource type or requesting a notification in non-blocking mode , i.e. the rt parameter of the request is set to either 'nonBlockingRequestSynch' or 'nonBlockingRequestAsynch', and if the Registrar CSE of the Originator supports the <request> resource type as indicated by the 'supportedResourceType' attribute of the <CSEBase> resource representing the Registrar CSE of the Originator, the Registrar CSE of the Originator shall create an instance of <request> to capture and expose the context of the associated non-blocking request. The detailed description can be found in clause 9.6.12 in Architecture TS.
Table 7.3.11.1‑1: Data Type Definition of request
	Data Type ID
	File Name
	Note

	requestType
	CDT-request-v1_0_0-<<date of published>>.xsd
	



	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 7.3.11.1‑2 : Applicable Common Attributes on <request>
	Attribute Name
	Optionality 
	Default Value
	Resource Specific Note

	
	C
	R
	U
	D
	
	

	resourceType
	NP
	O
	NP
	NP
	None
	

	resourceID
	NP
	O
	NP
	NP
	None
	

	expirationTime
	NP
	O
	NP
	NP
	None
	

	parentID
	NP
	O
	NP
	NP
	None
	

	creationTime
	NP
	O
	NP
	NP
	None
	

	lastModifiedTime
	NP
	O
	NP
	NP
	None
	

	accessControlPolicyIDs
	NP
	O
	NP
	NP
	None
	

	labels
	NP
	O
	NP
	NP
	None
	

	stateTag
	NP
	O
	NP
	NP
	None
	


Table 7.3.11.1‑3 : Data Types for <request> resource specific attributes
	Attribute Name
	Optionality 
	Data Type
	Default Value and Constraints

	
	C
	R
	U
	D
	
	

	operation
	NP
	O
	NP
	NP
	m2m:operation
	None

	target
	NP
	O
	NP
	NP
	xs:anyURI
	None

	originator
	NP
	O
	NP
	NP
	xs:anyURI
	None

	requestIdentifier
	NP
	O
	NP
	NP
	m2m:requestId
	None

	metaInformation
	NP
	O
	NP
	NP
	m2m:metaInformation
	None

	content
	NP
	O
	NP
	NP
	m2m:content
	None

	requestStatus
	NP
	O
	NP
	NP
	m2m:requestStatus
	None

	operationResult
	NP
	O
	NP
	NP
	m2m:operationResult
	None



	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 7.3.11.1‑4 : Child resources of <request> 
	Child Resource Type Name
	Multiplicity
	Ref. to Resource Type Definition

	subscription (variable)
	0..n
	Clause 7.3.6
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