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1 Introduction

This contribution proposes CoAP protocol binding related part to TS-0008. 
--------------------- Start of proposed modified text -------------------
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6.1.1 Request primitive to CoAP Request  
The oneM2M request operation shall be mapped to a CoAP Method according to the table 6.1.1.-1. 
The CoAP request shall be constructed using the selected CoAP method, selected options as described in options. 
CoAP message includes the 8-bit Code.  In case of a request, the Code field indicates the Request Method.  The Code field is limited to indicate all oneM2M request code, so additional information should be carry via the CoAP payload field.  
CoAP defines a single set of options that are used in both requests and responses.  In case of a request, if CoAP defined options is limited to indicate all oneM2M options, additional information should be carry in the CoAP payload field.  

Table 6.1.1-1: oneM2M Operation Mapping

	oneM2M Operation
	CoAP Method

	Create
	POST

	Retrieve
	GET

	Update
	PUT

	Delete
	DELETE

	Notify
	POST


6.1.2 CoAP Request to Request Primitive
The CoAP request shall be mapped to a oneM2M request primitive according to the table Table 6.1.2-1. 
Table 6.1.2-1: CoAP Method Mapping

	CoAP Method
	oneM2M Operation

	POST
	Create or Notify

	GET
	Retrieve

	PUT
	Update

	DELETE
	Delete


In the case of mapping POST to oneM2M operations, operations are derived from the op parameter: 
If op parameter indicated as “Create (C)”, the POST shall be mapped to Create;

If op parameter indicated as “Notify (N)”, the POST shall be mapped to Notify. 
The oneM2M request shall be constructed using the selected method, selected options as described in options. 
As CoAP message Code and Options are limited, sometimes additional information is carried in CoAP payload field. In that case, oneM2M request shall be constructed using that additional information.  
--------------------- End of proposed modified text ---------------------
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