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Introduction
This is the follow-up contribution of “PRO-2014-0530-PoA_usage”.
----------------------- Start of change 1 -----------------------
6.2.2
Request-Target
The HTTP Request-Target shall be prepared as origin-form (see [1]).

The to parameter shall be mapped to ‘absolute-path’ in Request-Target.
NOTE: A request over Mcc and Mcc’, to parameter includes the Hosting CSE ID, which is corresponding to the HTTP Server information. A request over Mca, to parameter does not include the Hosting CSE ID
Other request parameter shall be specified as pair of field-name and value in query-string as shown in Table 6.2.2-1.

Table 6.2.2-1: Request parameters mapped as query-string field

	Request Parameter
	Field Name
	Note

	Original Timestamp
	ot filed 
	

	Request Expiration Timestamp
	ret field
	

	Result Expiration Timestamp
	rst field
	

	Operation Execution Time
	oet field
	

	Response Type
	rt field
	

	Result Persistence
	rp field
	

	Result Content
	rc field
	

	Event Category
	ec field
	

	Delivery Aggregation
	da field
	

	Group Request Identifier
	gid field
	

	Filter Criteria
	fc field
	

	Discovery Result Type
	drt field
	


Editor’s Note: encoding structured information such as ec and fc is FFS.
----------------------- End of change 1 -----------------------
----------------------- Start of change 2 -----------------------
6.4.1
Host
The Host header shall be included in an HTTP request message. 
While the Request-Target indicates a target resource on the Hosting CSE, the Host header indicates a Receiver CSE in multi-hop communication. Therefore, the the Request-Target is not changed but the Host header is changed each time when a request is forwarded. 
The Host header shall be set as one of pointOfAccess attribute values of the Receiver(i.e., pointOfAccess attribute of the corresponding <remoteCSE> resource). Selection of the proper Receiver is described in TS-0004 [3].
----------------------- End of change 2 -----------------------
CHECK LIST

· Does this change request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.?
· Does this CR contain changes related to only one particular issue/problem?
· Does this change request  make all the changes necessary to address the issue or problem?  E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable?
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