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Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
This contribution proposes to reflect the new feature, IPE on-demand discovery, that was agreed by ARC-2016-0056R02.
change 1: discovery procedure extension (clause 7.2.3.13)

change 2: notification usage addition (clause 7.4.1.2)

change 3: description of the on-demand discovery notification (clause 7.4.1.2.x)

change 4: RSC addition 

change 5: normative reference for oneM2M-AllJoyn interworking TS

change 6: notification data object definition extension

change 7: short name additions for the notification object extension
change 8: value addition to the filterUsage of Filter Criteria
In R01: specified that this on-demand discovery currently works for AllJoyn IPE, not for generic IPEs.
-----------------------Start of change 1-------------------------------------------
7.2.1.1 Resource discovery procedure

If the Operation Excution Time is given in the request, the Hosting CSE should perform the following procedures at the time and shall not perform the procedures before the time.
A resource discovery is used to discover resources in a CSE. A Resource discovery request is done by sending Retrieve request with filterUsage, one of the Filter Criteria parameters, configured as "discovery" and the request may include other Filter Criteria parameters as well. A resource discovery request procedure shall be comprised of the following actions.

Originator:

The Originator shall follow the steps from Orig-1.0 to Orig-6.0 specified in clause 7.1.2.1 Generic Resource Request Procedure for Originator.

In addition to Orig-1.0, the following steps shall be performed.

The To parameter in the Retrieve Request indicates the root of where the discovery begins.

The Retrieve Request shall include filterUsage element, which is either “Discovery Criteria” or “IPE On-demand Discovery”, in Filter Criteria.

The Retrieve Request may include other elements of Filter Criteria.

Receiver:

The Receiver shall follow the steps from Recv-1.0 to Recv-7.0 specified in clause 7.1.2.2 Generic Resource Request Procedure for Receiver.

Hosting CSE shall not perform steps from Recv-6.3 to Recv-6.6 and perform the following steps instead.

The Receiver shall find resources, which match all the configured Filter Criteria and which the Originator has "Discover" privilege, among all the children/descendent resource of the addressed resource". 
In case the addressed resource is an <AE> resource representing an IPE by its labels attribute, if there is no match and the filterUsage element is set to “IPE On-demand Discovery”, then the Hosting CSE shall send the Notify request to the IPE to trigger external discovery procedure (see clause 7.4.1.2.x for more details). If the Hosting CSE receives successful Notify response, the Hosting CSE shall find resources among the resources on the Hosting CSE listed in the Notify response using the Filter Criteria  and check the Originator’s “Discover” privilege. If the Hosting CSE receives an unsuccessful Notify response from the IPE, then the Hosting CSE shall use the same Response Status Code in the response to the Originiator.
In Recv-6.7, the Receiver shall include addresses for all the found resources. 
The Receiver shall perform Recv-6.8 and the procedure is terminated.

-----------------------End of change 1---------------------------------------------
-----------------------Start of change 2-------------------------------------------
7.2.1.2 Notification procedures
Notification procedures shall be employed for the following use cases: 

· to notify Receiver(s) of modifications of a resource for an associated <subscription> resource,

· to request Receiver(s) to perform resource subscription verification,

· to notify deletion of the <subscription> resource,

· to notify Receiver(s) for Asynchronous Non-blocking Request,

· to notify Receiver(s) of modifications of a resource when the subscription relationship is established through the <group> resource,

· to notify Receiver(s)(i.e., IPE) for on-demand discovery request.
The following sub-clauses specify the notification procedures for each of the above use cases.
-----------------------End of change 2---------------------------------------------
-----------------------Start of change 3 (whole new text)----------------------
7.4.1.2.X Notification for on-demand discovery request
In this procedure, the Originator is the Hosting CSE which performs resource discovery and the Receiver is the IPE.

Originator:

The Hosting CSE shall include the Originator ID of the original discovery request and the Filter Criteria in the Notify request. The To parameter of this request shall be set to the pointOfAccess of the <AE> resource of the IPE.

Receiver:

When the IPE receives the Notify request, it shall check the Originator ID and determines whether it performs external discovery. If the IPE does not accept the discovery, it shall send the unsuccessful response with the Response Status Code indicating “DISCOVERY_DENIED_BY_IPE”. If the IPE accepts the discovery, it perfoms external discovery. If the discovery result contains one or more match, the IPE shall create resource(s) for the result and send the Notify response including the list of created resource(s) in the Content parameter. The IPE may configure “Discover” privilege for the original discovery request Originator for the newly created resource(s).
-----------------------End of change 3---------------------------------------------
-----------------------Start of change 4-------------------------------------------
6.6.3.6 Receiver Error response class

Table 6.6.3.6-1 specifies the RSCs for Receiver Error  responses.
Table 6.6.3.6‑1: RSCs for Receiver Error response class

	Numeric Code
	Description

	5000
	INTERNAL_SERVER_ERROR

	5001
	NOT_IMPLEMENTED

	5103
	TARGET_NOT_REACHABLE

	5105
	NO_PRIVILEGE

	5106
	ALREADY_EXISTS

	5203
	TARGET_NOT_SUBSCRIBABLE

	5204
	SUBSCRIPTION_VERIFICATION_INITIATION_FAILED

	5205
	SUBSCRIPTION_HOST_HAS_NO_PRIVILEGE

	5206
	NON_BLOCKING_REQUEST_NOT_SUPPORTED

	5207
	DISCOVERY_DENIED_BY_IPE


-----------------------End of change 4---------------------------------------------
(removed)
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-----------------------Start of change 6-------------------------------------------
6.3.4.12 m2m:notification
Table 6.3.4.12‑1: Type Definition of m2m:notification

	Element Path
	Element Data Type 
	Multiplicity
	Note

	notificationEvent
	(anonymous)
	0..1
	

	notificationEvent/representation
	xs:anyType
	0..1
	Representation of resource modification in XML/JSON representation.

	notificationEvent/operationMonitor
	 (anonymous)
	0..1
	

	notificationEvent/operationMonitor/operation
	m2m:operation
	1
	m2m:operation
This element shall only be present if the operationMonitor parent element is present. Otherwise it shall not.

	notificationEvent/operationMonitor/originator
	m2m:ID
	1
	m2m:ID
This element shall only be present if the operationMonitor parent element is present. Otherwise it shall not.

	verificationRequest
	xs:boolean
	0..1
	

	subscriptionDeletion
	xs:boolean
	0..1
	

	subscriptionReference
	xs:anyURI
	1
	

	creator
	m2m:ID
	0..1
	

	notificationForwardingURI
	xs:anyURI
	0..1
	

	IPEDiscoveryRequest
	(anonymous)
	0..1
	

	IPEDiscoveryRequest/originator
	m2m:ID
	1
	

	IPEDiscoveryRequest/filterCriteria
	m2m:filterCriteria
	1
	


-----------------------End of change 6---------------------------------------------
-----------------------Start of change 7-------------------------------------------
8.2.5 Complex data types members

In protocol bindings complex data types member names shall be translated into short names of Table 8.2.5-1.

Table 8.2.5‑1: Complex data type member short names

	Member Name
	Occurs in
	Short Name

	createdBefore
	filterCriteria, eventNotificationCriteria
	crb

	createdAfter
	filterCriteria, eventNotificationCriteria
	cra

	modifiedSince
	filterCriteria, eventNotificationCriteria
	ms

	unmodifiedSince
	filterCriteria, eventNotificationCriteria
	us

	stateTagSmaller
	filterCriteria, eventNotificationCriteria
	sts

	stateTagBigger
	filterCriteria, eventNotificationCriteria
	stb

	expireBefore
	filterCriteria, eventNotificationCriteria
	exb

	expireAfter
	filterCriteria, eventNotificationCriteria
	exa

	labels
	filterCriteria, eventNotificationCriteria
	lbl *

	resourceType
	filterCriteria
	ty *

	sizeAbove
	filterCriteria, eventNotificationCriteria
	sza

	sizeBelow
	filterCriteria, eventNotificationCriteriay
	szb

	contentType
	filterCriteria
	cty

	limit
	filterCriteria
	lim

	attribute
	filterCriteria, eventNotificationCriteria
	atr

	notificationEventType
	eventNotificationCriteria
	net

	operationMonitor
	eventNotificationCriteria, notificationEvent
	om

	representation
	notificationEvent
	rep

	filterUsage
	filterCriteria
	fu

	eventCatType
	eventCat
	ect

	eventCatNo
	eventCat
	ecn

	number
	batchNotify
	num

	duration
	batchNotify
	dur

	notification
	aggregatedNotification, 
Request Primitive Content
	sgn

	notificationEvent
	notification
	nev

	verificationRequest
	notification
	vrq

	subscriptionDeletion
	notification
	sud

	subscriptionReference
	notification
	sur

	creator
	notification
	cr*

	notificationForwardingURI
	notification
	nfu*

	IPEDiscoveryRequest
	notification
	idr

	filterCriteria
	IPEDiscoveryRequest
	fcr

	operation
	operationMonitor
	opr

	originator
	operationMonitor, IPEDiscoveryRequest
	org

	accessId
	externalID
	aci

	MSISDN
	externalID
	msd

	action
	actionStatus
	acn

	status
	actionStatus
	sus

	childResource
	All except execInstance, announced resource, management resources from firmware
	ch

	accessControlRule
	privileges, selfPrivileges
	acr

	accessControlOriginators
	accessControlRule
	acor

	accessControlOperations
	accessControlRule
	acop

	accessControlContexts
	accessControlRule
	acco

	accessControWindow
	accessControlContexts
	actw

	accessControlIpAddresses
	accessControlContexts
	acip

	ipv4Addresses
	accessControlIpAddress
	ipv4

	ipv6Addresses
	accessControlIpAddress
	ipv6

	accessControlLocationRegion
	accessControlContexts
	aclr

	countryCode
	accessControlLocationRegion
	accc

	circRegion
	accessControlLocationRegion
	accr

	name
	attribute, anyArgType, mgmtLinkRef, childResourceRef
	nm*

	value
	attribute
	val

	type
	anyArgType
	typ

	maxNrOfNotify
	rateLimit
	mnn

	timeWindow
	rateLimit
	tww

	scheduleEntry
	scheduleElement
	sce

	aggregatedNotification
	Request Primitive Content
	agn

	attributeList
	Request Primitive Content
	atrl

	aggregatedResponse
	Response Primitive Content
	agr

	resource
	Response Primitive Content
	rce

	URIList
	Response Primitive Content
	uril

	anyArg
	resetArgsType, rebootArgsType, uploadArgsType, downloadArgsType, softwareInstallArgsType softwareUpdateArgsType, softwareUninstallArgsType, execReqArgsListType
	any

	fileType
	downloadArgsType
	ftyp

	URL
	downloadArgsType
	url*

	username
	uploadArgsType, downloadArgsType, softwareUpdateArgsType, softwareUninstallArgsType,
	unm

	password
	uploadArgsType, downloadArgsType, softwareUpdateArgsType, softwareUninstallArgsType,
	pwd

	fileSize
	downloadArgsType
	fsi

	targetFile
	downloadArgsType
	tgf

	delaySeconds
	downloadArgsType
	dss

	successURL
	downloadArgsType
	surl

	startTime
	downloadArgsType
	stt

	completeTime
	downloadArgsType
	cpt

	UUID
	softwareInstallArgsType softwareUpdateArgsType, softwareUninstallArgsType,
	uuid

	executionEnvRef
	softwareInstallArgsType softawareUpdateArgsType, softwareUninstallArgsType,
	eer

	version
	softwareUninstallArgsType
	vr*

	reset
	execReqArgsListType
	rst

	reboot
	execReqArgsListType
	rbo*

	upload
	execReqArgsListType
	uld

	download
	execReqArgsListType
	dld

	softwareInstall
	execReqArgsListType
	swin

	softwareUpdate
	execReqArgsListType
	swup

	softwareUninstall
	execReqArgsListType
	swun

	tracingOption
	dekiveryMetaData
	tcop

	tracingInfo
	dekiveryMetaData
	tcin

	responseTypeValue
	responseTypeInfo
	rtv

	notificationURI
	responseTypeInfo
	nu


NOTE: * marked short names have been already assigned in attribute Table 8.2.3-1.
-----------------------End of change 7---------------------------------------------
-----------------------Start of change 8-------------------------------------------
6.3.3.2.31
m2m:filterUsage

Used in m2m:filterCriteria.
Table 6.3.3.2.31‑1: Interpretation of filterUsage
	Value
	Interpretation
	Note

	1
	Discovery Criteria
	

	2
	Conditional Retrieval
	This is the default value when the filterUsage condition is not present in a Retrieve request.

	3
	IPE On-demand Discovery
	

	


-----------------------End of change 8---------------------------------------------
CHECK LIST

· Does this change request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.?
· Does this CR contain changes related to only one particular issue/problem?
· Have any mirror crs been posted?
· Does this change request  make all the changes necessary to address the issue or problem?  E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable?
· Does this change request follow the drafting rules?
· Are all pictures editable?
· Have you checked the spelling and grammar?
· Have you used change bars for all modifications?
· Does the change include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change? (Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.)
· Are multiple changes in this CR clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.?
© 2016 oneM2M Partners
                                                                                                   Page 3 (of 10)



[image: image1.png]