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oneM2M IPR STATEMENT

Participation in, or attendance at, any activity of oneM2M, constitutes acceptance of and agreement to be bound by all provisions of IPR policy of the admitting Partner Type 1 and permission that all communications and statements, oral or written, or other information disclosed or presented, and any translation or derivative thereof, may without compensation, and to the extent such participant or attendee may legally and freely grant such copyright rights, be distributed, published, and posted on oneM2M’s web site, in whole or in part, on a non-exclusive basis by oneM2M or oneM2M Partners Type 1 or their licensees or assignees, or as oneM2M SC directs.
Background
This contribution provides some requirements for M2M Service Provisioning for Equipment with Built-in M2M Device. These requirements are derived from the contribution, “M2M Service Provisioning for Equipment with Built-in M2M Device”.
Proposed Requirements
The following table lists the proposed requirement text for oneM2M requirement TS.
	Requirement ID 
	Classification 
	Requirement Text 

	HLR-A
	Management
	The M2M System should identify and manage M2M service status of devices.

	HLR-B
	Management
	The M2M System shall identify network service status of device-related network user identified by network identifiers such as IMSI.

	HLR-C
	Management
	The M2M system shall support the correlation of identifiers of devices in service layer and network user identifier such as IMSI in network layer.

	HLR-D
	Management
	The M2M system shall get network service status of the device-related network user.

	HLR-E
	Management
	The M2M System shall notify underlying mobile networks which network user will be activated or de-activated using network identifiers such as IMSI, when M2M service status of the corresponding device is resumed or suspended.

	HLR-F
	Management
	The M2M System should notify M2M Application when M2M service status of a device changes.

	HLR-G
	Management
	The M2M System should change the M2M service status of the corresponding device accordingly, when it receives the notifications from underlying mobile network about the network service status changes of a network user identified by specific network identifier such as IMSI.
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