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	INPUT CONTRIBUTION
Requirement

	Group Name:*
	REQ

	Title:*
	Requirements regarding Event Triggered Task Execution Use Case

	Source:*
	Shingo Fujimoto, Fujitsu(TTC), Shingo_fujimoto@jp.fujitsu.com
Ryuichi Matsukura, Fujitsu, r.matsukura@jp.fujitsu.com
Kazutomo Hasegawa, Fujitsu, k.hase@jp.fujitsu.com


	Contact:
	(same as above)

	Date:*
	2013-Feb-18

	Abstract:*
	Proposing some functional requirements derived from introduced use case
R1: rewrite as requirements for M2M System

	Agenda Item:*
	Input Contribution for Requirements 

	Work item(s):
	Requirements

	Document(s) 

Impacted*
	Requirement-TR

	Intended purpose of

document:*
	 FORMCHECKBOX 
 Decision

 FORMCHECKBOX 
 Discussion

 Information

 Other <specify>

	Decision requested or recommendation:*
	Proposed requirements should be part of requirement TR.
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	Requirement ID 
	Classification 
	Requirement Text 

	R-xxxx 
	M2M Gateway, Event Triggering
	M2M System Shall support timer triggered data collection on M2M Gateway from M2M Device.

	R-xxxx
	M2M Gateway, Event Triggering
	M2M System Shall support M2M Gateway which reports collection of data measured by M2M Device.

	R-xxxx
	M2M Gateway, Event Triggering
	M2M System Shall support to start/stop monitoring measured data by M2M Device triggered by status change of M2M Device to be monitored.

	R-xxxx
	M2M Gateway, Event Triggering
	M2M System Shall support conditional report from M2M Gateway which reports measured data by M2M Device(s). The condition can be expressed as threshold and/or size of value change.
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