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	INPUT CONTRIBUTION
Requirement

	Group Name:*
	REQ

	Title:*
	Requirements regarding Event Triggered Task Execution Use Case

	Source:*
	Shingo Fujimoto, Fujitsu(TTC), Shingo_fujimoto@jp.fujitsu.com
Ryuichi Matsukura, Fujitsu, r.matsukura@jp.fujitsu.com
Kazutomo Hasegawa, Fujitsu, k.hase@jp.fujitsu.com

	Contact:
	(same as above)

	Date:*
	2013-Jun-08

	Abstract:*
	Proposing some functional requirements derived from introduced use case
R1: rewrite as requirements for M2M System
R2: revised reflect offline comments given after related use case was presented.
R3: change ‘Clarification’ fields as ‘Management’. Add the requirement B2 to store the collected measured data.
R4:adding texts to resolve comments given group members

R5: reflect comments given at previous CC. Removed already included requirements, and clarify what is expected as ‘status change’.

	Agenda Item:*
	Input Contribution for Requirements 

	Work item(s):
	Requirements

	Document(s) 

Impacted*
	Requirement-TR

	Intended purpose of

document:*
	 FORMCHECKBOX 
 Decision

 FORMCHECKBOX 
 Discussion

 Information

 Other <specify>

	Decision requested or recommendation:*
	Proposed requirements should be part of requirement TR.


oneM2M IPR STATEMENT

Participation in, or attendance at, any activity of oneM2M, constitutes acceptance of and agreement to be bound by all provisions of IPR policy of the admitting Partner Type 1 and permission that all communications and statements, oral or written, or other information disclosed or presented, and any translation or derivative thereof, may without compensation, and to the extent such participant or attendee may legally and freely grant such copyright rights, be distributed, published, and posted on oneM2M’s web site, in whole or in part, on a non-exclusive basis by oneM2M or oneM2M Partners Type 1 or their licensees or assignees, or as oneM2M SC directs.
Background 
(from oneM2M-REQ-2013-176R03[agreed])
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Proposed Requirements
	Requirement ID 
	Classification 
	Requirement Text 

	R-xxxC
	Management


	M2M System Shall support to configure M2M Gateway to trigger starting/stopping of monitoring data which is measured by M2M Device by receiving notification about the status changes (e.g.  turning on/off status of the device, location changes)  observable in the M2M System .
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