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	Group Name:*
	REQ-WG at TP#5

	Title:*
	Requirements on M2M communications

	Source:*
	Nicolas Damour, Sierra Wireless (ndamour@sierrawireless.com)
Jianjnu Tang, China Telecom (tangjj@ctbri.omc.cn)


	Contact:
	Nicolas Damour

	Date:*
	2013-06-18

	Abstract:*
	Requirement proposal for M2M communications:

· 
· using other means than IP



	Agenda Item:*
	TBD

	Work item(s):
	OneM2M Requirements

	Document(s) 

Impacted*
	Requirements oneM2M-TS-0002

	Intended purpose of

document:*
	 FORMCHECKBOX 
 Decision

 FORMCHECKBOX 
 Discussion

 Information

 Other <specify>

	Decision requested or recommendation:*
	To adopt the submitted requirements into the section 6.1 Overall System Requirements of the requirements Technical Specification oneM2M-TS-0002.
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Rationale
M2M systems will communicate primarily using IP-based communications.
However, the underlying networks may offer alternate communication mechanisms such as SMS, MMS, USSD or CBS, that the M2M systems may leverage.



· 
· 


· 
Suggested Requirement
	Requirement ID 
	Classification 
	Requirement Text 

	
	
	

	OSR-SWIR-06 (to be renumbered) 
	<System> 
	The M2M system shall be able to leverage multiple communication mechanisms (such as USSD or SMS) when available in the underlying networks.
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